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FOREWORD 

The Reactor Development P rog ram P rog re s s Report, issued 
monthly, is intended to be a means of reporting th°«^itenns 
of significant technical p rogress which have occurred mboth 
the specific reactor projects and the general engmeermg r e 
search and development p rograms . The repor t - organized 
in accordance with budget activities m a way which it is 
hoped, gives the clearest , most logical overall view of prog
res s , l ince the intent is to report only i tems of - 8 - ^ ^ = - " ^ 
progress , not all activities are reported each month. In 
order to issue this report as soon as possible after the end 
of the month editorial work must necessar i ly be limi ed 
Also, since this is an informal progress report , the resul ts 
and data presented should be understood to be prel iminary 
and subject to change unless otherwise stated. 

The issuance of these reports is not intended to constitute 
publication in any sense of the word. Final resul ts either 
will be submitted for publication in regular professional 
journals or will be published in the form of ANL topical 
reports . 

The last six reports issued 
in this ser ies are: 

November 1968 ANL-7518 
December 1968 ANL-7527 
January 1969 ANL-7B48 
February 1969 ANL-7553 
March 1969 ANL-7561 
April-May 1969 ANL-7577 



REACTOR DEVELOPMENT PROGRAM 

Highlights of P r o j e c t Act iv i t ies for June 1969 

EBR-II 

The r e a c t o r was opera ted for 998 MWd from May 21 through June 20, 
r a i s i ng its cumula ted opera t ion to 26,041 MWd. 

The P N L - 7 group of unencapsula ted mixed-ox ide e l emen t s was tagged 
successfu l ly by the e x p e r i m e n t e r with a xenon isotopic m i x t u r e . This is the 
second group of tes t e l ements to be xenon tagged. 

A redes igned s t a in l e s s s tee l d rop rod that p rov ides a s m a l l , p rompt r e 
act ivi ty s tep was ins ta l led in the r e a c t o r in Run 35. Indicat ions a r e that r e a c 
t ivi ty changes a r e confined to rod pos i t ions ranging between 3 and 8 in. f rom full 
i n se r t ion , a reg ion t r a v e r s e d by the rod in l e s s than 90 m s e c . Total worth of 
the rod is 6 Ih. 

Z P R - 3 

A s s e m b l y 57 has been cons t ruc ted to provide an a p p r o p r i a t e s o u r c e of 
neut rons for the m e a s u r e m e n t of in tegra l va lues of the c a p t u r e - t o - f i s s i o n ra t io 
(alpha) for U-233, U-235, and Pu-239 in a re la t ive ly low energy (10-keV range) 
s p e c t r u m . The core dupl ica tes that of a p rev ious ly s tudied subc r i t i c a l 
(STSF- IA) and will be used for both r e a c t i v i t y - r e a c t i o n r a t e m e a s u r e m e n t s of 
alpha at low power and for h igh-power i r r a d i a t i o n s . In the l a t t e r work, alpha 
will be d e t e r m i n e d from changes in isotopic composi t ion in i r r a d i a t e d foils . To 
p e r m i t g r e a t e r shielding to be in te rposed in the m a t r i x between r e a c t o r and 
control room, the a s s e m b l y was built offcenter in the facil i ty. 

Z P R - 6 and -9 

Acceptance tes t ing of the e m e r g e n c y s t e a m turb ine g e n e r a t o r has been 
comple ted . Balancing of the supply and exhaust a i r s y s t e m s for Building 316W 
is in p r o g r e s s . This cons t i tu tes par t of the accep tance tes t ing p r o g r a m for the 
a i r - e x h a u s t s y s t e m s . 

Z P P R 

Trans i t i on e x p e r i m e n t s with the F T R - I a s s e m b l y continue. Uncer ta in ty 
in c o n t r o l - r o d ca l ib ra t ion due to the spontaneous f ission s o u r c e in Pu-240 was 
shown to be l e s s than 1%. and the total worth of 22 safety rods was d e t e r m i n e d 
to be 3.97% Ak/k. A t e m p e r a t u r e coefficient a p p r o p r i a t e to the c o r r e c t i o n of 
m e a s u r e d r eac t iv i ty d i f ferences was found to be -2 .05 ± 0 49 I h / ' C . The r e f e r 
ence loading of 362.84 kg ( r a the r than 361.44 kg r epo r t ed l a s t month) was c o r 
rec ted for c o n t r o l - r o d wi thdrawal and high neut ron s o u r c e to yield a c r i t i c a l 
m a s s of 359.14 kg for the unsmoothed he te rogeneous a s s e m b l y . F T R - I on 
Z P R - 3 with i ts s m a l l e r void fract ion had a c r i t i c a l m a s s of 331.94 kg. 
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I. LIQUID METAL FAST BREEDER REAC TORS--CIVILIAN 

A. Fuel Development--LMFBR 

1. Oxide 

a. Fuel Studies 

(') Fuel Element Performance (L. A. Neimark and 
F . L Brown) 

Last Reported: ANL-7577, pp. 1-10 (April-May 1969). 

'a) Group 0-2 Fuel Elements. Temperatures were calcu
lated for the radial locations at which distinguishing features occurred in 
the micros t ruc tures of vibratorily compacted mixed-oxide Elements SOV-7, 
SOV-3, and HOV-15. These elements operated with 20 to 23% of the fuel in 
the molten state at the normal EBR-II power level of 45 MW The exposure 
concluded with l i days of operation at 30 MW, resulting in significant 
alteration of the fuel morphology previously obtained during operation at 
45 MW. 

Temperature calculations required measurements ot 
the diameter of the molten-fuel boundary in order to establish a reference 
location oi known temperature . Fuel restructuring at 30-MW operation ob
scured the location of the melt boundary over most of the length of the ele
ments . However, the obscuring effect decreased toward the bottoms oi the 
fuel colunnns, and t ransverse metallographic samples from within a centi
meter or two of the bottoms exhibited melt boundaries that were sharp 
enough to be measured. Therefore, these samples were used for the tem
perature calculations. 

The melt boundary is approximately contiguous with 
the inner edge of a band o£ concentrated fission products, which can be best 
delineated by beU-gamma autoradiography. In the upper regions of the 
fuel column, movement of fission products out of the band and up the radial 
temperature gradient was the principal factor that obscured the melt 
boundary. 

As shown in Table I.A 1, the temperatures of s t ructura l 
features that could be readily identified on photomicrographs of these ele
ments agreed well among the elements. The mean temperature ol incipient 
formation of columnar grains was calculated as 1985 + 50°C, and the tem
perature of formation of equiaxed grains was 1575 ± 12°C. Initial fuel 
densities had little effect on the thermal conductivity of the res t ruc tured 
fuel. 



TABLE I.A.I. Tempera tures at Selected Locations during Operation 
of Mixed-oxide Elements with Center Melting 

Fuel Elements 

-7 SOV-3 HOV-15 

Effective Thermal 
Conductivity 

(ca l / sec-cm-°C) 
Density 

of Theoretical) 

Smear density, 7o 
Maximum linear 

power, kw/ft 
Maximum burnup, a/o 
Temperature at melt 

boundary. °C 
Columnar grains 
Temperature at OD 

of columnar 
grains, C 

Equiaxed grains 
Temperature at OD 

of equiaxed 
grains, C 

Porous periphery 
Temperature at fuel 

surface, °C 
Gap 

Temperature at 
cladding inner sur 
face , °C 

Volume of molten 
fuel, % 

Volume of central 
void, % 

21.3 
3.6 

2790 

21.4 
3.7 

2790 

1563 

1058 

21.4 
3.5 

2790 

1934 

1586 

0.00545" 

0.00533-0.00501^ 

0.00478° 

Conductance: 0.094-
0.106 cal/sec-cm^-°C'= 

99 

97 

80-85 

5.0 7.9 

508 

9.4 

^Corrected tor fuel density: assumed constant above 2000°C. Asamoto 's formula: 
Baily, W. E. , et a l . , Thermal Conductivity of Uranium-Plutonium Oxide Fue ls , Nucl. 
Metallurgy 13, 301 (1967). 

bMinimum value suggested for design of Vipac elements at PNWL: Chrxstenson, J. A., 
Determination of Oxide Fuel Temperature Prof i les , BNWL-CC-604 (1966). 

"^Value for a 3 i -mi l radial gap in a pellet element. 

The calculations also indicated that the interface be
tween the cladding and the porous peripheral vibratorily compacted fuel was 
equivalent to about a 3 i -mi l radial gap in pellet fuel with a gap conductance 
of about 750 Btu/hr-ft^-°F. 

(b) Group 0-3 Fuel Elements. The 19 (U,Pu)02 fuel ele
ments ofGroup 0-3 (see Progress Report for January 1969, ANL-7548, 
pp. 1-2) have been inspected radiographically and visually. Ten elements 
were acceptable, eight are to be repaired, and one was rejected. The eight 
elements to be repaired had weld penetrations less than the 80% specified. 
The rejected Element, SOV-15, with Dynapak fuel and Type 304 stainless 
steel cladding, had a nick on the outer surface of the cladding. The nick 
had a depth of 10-13% of the wall thickness and, therefore, exceeded the 
maximum allowable defect thickness of 10%. 



(") Compatibility between Uranium-Plutonium Oxide and 
Cladding Alloys (T. W. Latimer) 

Last Reported: ANL-7577, pp. 4-5 (April-May 1969). 

Although all vanadium alloys tested thus far have been 

innnl"^"^ u° """"^ ^ ' ' ' ^ " ' ^ " ^ / " " "^^^ ^ ' ' '^ ("o.sPuo 2)01.97 at 700-800°C for 
luuu hr , the presence of 5 w/o or more titanium in the alloys significantly 
affected the depth and degree of hardness of the hardened layer (see 
P rog re s s Report for October 1968, ANL-7513, pp. 3-4). Heat treatment of 
compatibility couples has begun in order to determine the effect of smal ler 
amounts of titanium on the hardness changes. The compatibility couples 
consist of (Uo.8Puo.2)Oi.„ fuel and one of the following alloys, V-15 w/o Cr 
y -15 w / ° Cr -0 .3 w/o Ti, and V-15 w/o Cr-1 w/o Ti; all will be heat treated 
for 1000 hr at 700°C. 

2. Carbide 

a. Fabrication and Evaluation 

(i) Fuel Element Performance (L. A. Neimark and 
T. W. Latimer) 

Last Reported: ANL-7553, pp. 5-6 (Feb 1969). 

Four experimental (U,Pu) carbide fuel elements were d is 
charged from EBR-II on April 3, 1969. These elements were from Sub
assembly X015, which occupied a position in Row 4. Maximum midplane 
burnup of the peak element is estimated to be 6.7 a /o . Elements HMV-2 
and NMV-3 were vibratorily compacted physical mixtures of UC-20 w/o PuC 
clad with Hastelloy-X and Nb-1 w/o Zr . respectively. Element TVMV-1 
contained vibratorily compacted hyperstoichiometric (Uo gPuo i)C with 
V-20 w/o Ti cladding. Element NMP-1 contained stoichiometric 
(Uo.8Puo.2)C pellets with Nb-1 w/o Zr cladding. These elements are being 
neutron radiographed. 



B . P h y s i c s D e v e l o p n n e n t - - L M F B R 

1. E x p e r i m e n t a l R e a c t o r P h y s i c s 

a. F a s t C r i t i c a l E x p e r i m e n t s - E x p e r i m e n t a l S u p p o r t ( I l l inois ) 

(,) F ^ . s i o n P r o c e s s ^nd C r o s s Sec t ion Data R e l a t e d to F a s ^ 

R e a c t o r s (R. Gold) 

L a s t R e p o r t e d : A N L - 7 5 5 3 , p . 9 ( F e b 1969). 

(a) ^''^' " ^ i f - l ^ f e hv N e u t r o n Coun t ing . I m p r o v e m e n t s in 

i n t e g r a t i o n cons t an t for Cf, (7.212 - u. ; ^ ^ ^ ^ ^ u r e for n e u t r o n c a l l -

the s o u r c e r / ^^^^^^ i n t e r n a l c o n s i s t e n c y , 
b e c o m e s (7.239 ± 0^°^°^^J '̂̂  ^ / ^ . ^ 5 + 2,1 days o r 2.621 ± O.OO6 y r . 
This c o r r e s p o n d s to a ha i l Ule 01 v ^ i . a - ? 
Decay of the " ' C f s a m p l e h a s now been o b s e r v e d for 5.8 y r . 

b . P lann ing and E v a l u a t i o n of F F T F C r i t i c a l A s s e m b l y 
E x p e r i m e n t s (A. T r a v e l l i ) 

L a s t R e p o r t e d : A N L - 7 5 7 7 , pp . 15-17 ( A p r i l - M a y 1969). 

(i) C o m p u t a t i o n a l Study of the Effec t of R e s i d u a l Na^CO^ on 
.^ndinm-voidine E x p e r i m e n t s . The c o r e c o m p o s i t i o n s of fas t c r i t i c a l 
a s s e m b l i e s c o n s i d e r e d in connec t ion wi th the F F T F C r i t i c a l E x p e r i m e n t 
P r o g r a m at the Argonne Na t iona l L a b o r a t o r y m a y inc lude s o m e s o d i u m 
c a r b o n a t e . This m a t e r i a l i s s o m e t i m e s u s e d in c r i t i c a l a s s e m b l i e s in o r d e r 
to ach ieve s o d i u m and oxygen c o n c e n t r a t i o n s v e r y c l o s e to the c o n c e n t r a 
t ions d e s i r e d for t h e s e e l e m e n t s wi thout d i s t u r b i n g the c o n c e n t r a t i o n s of 
o t h e r e s s e n t i a l m a t e r i a l s . 

The u s e of s o d i u m c a r b o n a t e p l a t e s often p r o v i d e s the e x 
p e r i m e n t e r wi th a c o n s i d e r a b l e advan tage for obta in ing the p r o p e r c o n c e n 
t r a t i o n s in the c o r e , but is a c c o m p a n i e d by s o m e d i s a d v a n t a g e s . The 
inconven ience of subs t i tu t ing c a r b o n for oxygen in a c o r e w a s i n v e s t i g a t e d 
in the F A R E T p r o g r a m , * * w h e r e it w a s d e t e r m i n e d t h a t the a t o m r a t i o of 
oxygen to c a r b o n for l e akage and s c a t t e r i n g e q u i v a l e n c e i s 0 .87 . S ince 
oxygen is p r e s e n t in the F T R c o r e c o m p o s i t i o n s , an obvious and con 
v e n i e n t p r o c e d u r e c o n s i s t s in r educ ing the oxygen c o n c e n t r a t i o n so tha t 

* De Volpi, A., and Porges, K. G., Inorg. NucLChem.Lettets 5, 111 (1969). 
** Persiani, P. J., Hess, A. L., and Kucera, D., ANL-7320 (1966), p. 560. 



the sum of the oxygen concentration and 87% of the carbon concentration 
in the core added up to the desired oxygen concentration. 

Another possible disadvantage of sodium carbonate in the 
core IS that it is not possible to void the sodium entirely without disturbing 
seriously the concentration of other materials which contribute substantially 
to the core reactivity. Therefore, the results of an ideal experiment in 
which all of the sodium but only the sodium is removed from a core contain
ing some sodium in the form of elemental sodium and some in the form of 
sodium carbonate must be inferred by extrapolation from the results ob
tained by removing all the elemental sodium but not the sodium carbonate 
It IS generally assumed that the uncertainty introduced by this type of cor
rection IS negligible when compared with other uncertainties of the meas 
urements A ser ies of calculations was performed in order to a s sess the 
validity of this assumption. 

1" ^" e^Pei-iment in which a large fraction of the core volume 
IS voided of sodium it may be expected that the greatest discrepancy between 
experiment and calculation of the sodium-void effect would be found in the 
spectral component. This expectation is based on the fact that previous ex
perience in the FTR Crit ical Experiments Program and for other assem
blies* indicates that the leakage component of the sodium-void coefficient 
can be calculated in good agreement with the experimental data This con
sideration, in addition to the fact that heterogeneity effects on the leakage 
component are expected to be small and approximately proportional to the 
sodium removal, makes it possible to res t r ic t the study of the effect of the 
residual sodium carbonate on the sodium-void coefficient to the study of the 
effect on the spectral component only. 

« 

A series of calculations have been run for the cell of 
FTR-2 as built on the ZPPR. The purpose of the calculations was to a s 
certain the relative magnitude of the spectral reactivity effects which 
could be expected by removing progressively the elemental sodium from 
the core, and to find whether or not the results could be extrapolated to 
the spectral reactivity effect of removing all the sodium from the core. 

Figure I.B.I identifies the plate configuration of the two-
drawer cell of FTR-1 and FTR-2 that was considered in the calculations 
(see P rogress Report for December 1968, ANL-7527, p. 32). 

° S i = <? = - 1 5 « " Fig. I.B.I 

FTR-2 Core Two-dlawer Cell 

*Helm, F. H.. and Travelli. A., ANL-7210 (1966). 



Three sets of cross sections were produced for this study 

shielding of the resonances is treated by MC accorQing 

principle, 

A calculation of the mater ia l buckling was run with Set #1 
for a homogeneous cell equivalent to the FTR-1 cell and fo r_k=^K The 
result found for the mater ia l buckling was B ^ " l-«^« ^ ' " '^^ " 

A series of S,, calculations with a modified single-Gaussian 
quadrature** was then run by means of the one-dimensional Argonne d is -
c r e t Sncode SNARG-1D+ and using the three cross-sect ion sets previously 
derived All SNARG calculations were run in plane geometry and c o r r e 
sponded closely to the cell represented in Fig. I.B.I with periodic boundary 
conditions. The stainless steel between the drawers of the cell was con
sidered to be equivalent to additional plates with appropriate thicknesses 
and compositions. The stainless steel contained in the cans of some of the 
plates was smeared over the volume of the corresponding plates . All 
other stainless steel contained in the cell was smeared uniformly over the 
cell volume, and so was any void present in the cell. The mesh-pomt dis
tribution was chosen so that at least four mesh intervals would be found 
over every plate region. The t ransverse buckling was chosen to be equal 
in all cases to the value of the mater ia l buckling obtained in the homo
geneous calculation previously mentioned. 

The calculations consisted of the determination of the real 
fluxes and of k for the cell and for the following cases : 

A. The heterogeneous cell as described in Fig. I ,B,1 , with 
the cross sections of Set #1. 

B. The h e t e r o g e n e o u s ce l l a s d e s c r i b e d in F i g . I . B . I , but 
wi th the s o d i u m r e m o v e d f r o m the 0 .5 - in . s o d i u m p la t e in the left d r a w e r of 
that f i gu re . The c r o s s s e c t i o n s w e r e aga in t aken f r o m Set #1 in a l l r e g i o n s , 
wi th the except ion of the P u - U - M o and V^Og p l a t e s a d j a c e n t to the vo ided 
r e g i o n . The c r o s s s e c t i o n s for t h e s e p l a t e s w e r e ob t a ined by i n t e r p o l a t i o n 
be tween Sets #1 and #2 . 

*Toppel, B. J„ Rago, A. L., and O'Shea. D. M., ANL-7318 (1967). 
**Meneghetti, D., Nucl. Sci. Eng. 4, 295 (1962). 

"f Duffy. G. J., et al., ANL-7221 (1966). 



0 c :„ _ .. f- '^^^ ^^""^ ^^ B, but With the sodium removed from the 
0.5-in. sodium plate m the right drawer of that figure. 

°- The heterogeneous cell as described in Fig. I .B.I , but 
with the sodium removed from both the 0.5-in. sodium plates present in the 
two drawers of the cell. The cross sections were taken as in B. 

^i.u ,. ,. ^- T*'̂  h^'^'-°geneous cell as described in Fig. I .B.I , but 
with the sodium removed from all the plates in the cell which contain ele
mental sodium. The cross sections of Set #2 were used in all regions. 

^- The heterogeneous cell as described in Fig. I .B.I , but 
with the sodium removed from all the plates in the cell which contain 

ca ° rb r a ' t " T.' " ' " ' ' ° " ' " ° ' ^ 1 — ^ ^ l - ^ i u m or in the form of sodium 
carbonate. The cross sections of Set #3 were used in all regions. 

p . , „ , .̂ ^ ^^^ results of these calculations are summarized in 
r i g i a .2 . The changes in reactivity are due to the combination of the ef
fects that sodium removal at various locations of the heterogeneous cell 
has on the resonance self-shielding and on the broad-group structure of the 
lux across the cell. The effect on the resonance self-shielding is estimated 

to account for approximately 13% of the reactivity change following total 
sodium voiding. e "»* 

O'' 

, -©" 

I—1 1 i_ 1 I 1 I . I I J 
% OF NO REMOVAL 

Fig. I.B.2. Specnal ReacUvity Effects for Various Sodium-voiding 
Configurations in the FTR-2 Core Cell 

It m a y be no t iced f rom F i g . I .B.2 that r e m o v a l s of equa l 
a m o u n t s of s o d i u m f r o m the ce l l have d i f ferent r e a c t i v i ty e f f ec t s , depending 



on the location from which the sodium is removed (compare the ^--^^^^ 
difference between points B and A with the reactivity difference between 
points C and A), on how much sodium has already ^ ^ - ' ^ / ^ " ^ " Y ^ f J ^ ; ^ ^ ! " 
L reactivity difference between points D and B with ^^e reactivUy dif 
ference between C and A), and on the thickness of the - - ^ ^ ^ ' ^ ^ ^ § ; ° " ; ^ ^ ^ . 
(compare the reactivity difference between points E and D with the reac 
tivity difference between D and C). These differences correspond to the 
higher-order perturbation effects that have prompted this investigation. 
The high-order reactivity effects, however, appear to be rather small in 
comparison with the f i rs t -order reactivity effects of the sodiunn remova 
in the FTR-2 cell. Their magnitude is never larger than 20% of the f i rs t-
order effects, and it seldom exceeds 10% of those effects. This nnay be due 
m part to the judicious way in which the plate arrangement was chosen m 
the FTR-2 cell, but results obtained both theoretically and experimentally 
for a very different case indicate that this conclusion may have a more 
general validity. 

An important effect of the relatively small ratio of second-
to f i rs t -order reactivity effects, and of their being somewhat constant with 
sodium content, is found in the remarkably regular pattern of the integrated 
reactivity effects versus fraction of sodium voiding as shown in Fig. LB.2. 
It appears that the results of Case F, which correspond to the desired situ
ation of total sodium voiding but which is not experimentally feasible, can 
be extrapolated with reasonable safety from the results of the experiments 
corresponding to the other points. The extrapolation is quite satisfactory 
even when it is based only on points A and E, which correspond physically 
to the unvoided core and to the core with all the elemental sodium removed. 
A relative e r ro r smaller than 3% would be found in the evaluation of the 
spectral component of the reactivity effect for total sodium removal with 
this procedure and within the applicability of the calculations that have been 
described. 

In conclusion, it appears from this study that the spectral 
reactivity effect of sodium voiding in cores of FTR type can be extrapolated 
with reasonable confidence from the resul ts of experiments in which a 
small amount of sodium is left in the core in the form of sodium carbonate. 
The e r ro r implicit in the extrapolation may be considered very small in 
comparison with heterogeneity effects and other phenomena which currently 
limit the accuracy of sodium-voiding experiments. 

2. ZPR-3 Operations and Analysis (W. G. Davey and R. L, McVean) 

Last Reported: ANL-7577, pp, 17-35 (April-May 1969). 

a. Basic Studies of Plutonium Systeins 

(i) Assembly 57. Assembly 57 has been built and experiments 
have begun. The main purpose of this assembly is to obtain an integral value 
of the capture-to-fission rates (alpha) of the fissile 



and Pu-239 m a relatively soft spectrum (10-keV range). This parameter 
will be determined by the reactivity-reaction rate method and by the high-
power irradiation of high-purity foils. The foil irradiations and source-
effect measurements needed for the former experiment have been done. 

Assembly 57 is a three-region assembly, with a central 
core surrounded by an inner reflector of iron and an outer reflector of de-

„. pleted uranium. It is basically a dup
licate of the STSF-IA subcritical 
assembly built at Gulf General Atomic, 
with an enlargement of the core to 
achieve criticality and the addition of 
the depleted uranium reflector to pro
vide additional radiation shielding. 
The core contains plates of enriched 
uranium, depleted uranium, and beryl
lium oxide in the one-drawer-cel l 
configuration shown in Fig. I.B.3. 

FRONT DRAWER -

f^ 

— u u i _ 
""•'f' 

aw 
. ' I ' 

BACK DRAWER-TOP VIEW 

Fig. I.B.3. Core and Axial Blanket Loadings for 
ZPR-3 Assembly 57 

The plates have a nonhydro-
genous coating whose thickness affects 
the geometry in two ways. The coat
ing of the 0.125 x 0.89 x 1.75-in. 
enriched-uranium CANEL fuel causes 
the length of the columns of 9 fuel 
plates to be I / I 6 - I / 8 in. longer than 
the 8 in. of the other mater ia l s . Also. 
to accommodate the increase in plate 

thickness, the nominal width of the mateiyals in the cell has been reduced 
by 1/16 in from the usual 2 in. The 1.75-in. height of the CANEL plates 
gives a 1/4-in. channel above the fuel columns. 

In order to take maximum advantage of this as a cooling 
channel during the high-power run, the axial reflector columns behind the 
fuel were also made shorter , as shown in Fig. I.B.3. The mater ia ls in
ventory permitted the use of the loading shown in the central 13 drawers 
of each matrix half. The remaining axial reflector and the radial reflector 
consisted of solid blocks of iron and depleted uranium. The core control 
and safety drawers have the same loading as shown in Fig. I.B.3 except for 
the removal of one column of Beo, iron, and depleted uranium required by 
the thicker drawer walls. 

The geometry of Assembly 57 is shown in Fig. I.B.4. The 
atom densities in each of the regions are listed in Table I .B.I . The break
down of the assembly into regions is complicated by four character is t ics 
of the assembly. 
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(1) Each matrix contains a 7 x 7 a r ray of aluminum tubes 
which was placed in the matrix of stainless steel tubes. The core is loaded 
in the aluminum tubes. Thus the axial reflector is in aluminum tubes, 
while the radial i s , in general, in stainless steel tubes. 

(2) The core drawers , containing some axial reflector, a re 
aluminum. Their back drawers , containing the remainder of the axial r e 
flector, are stainless steel. 

(3) The central axial reflector has cooling channels, which 
gives them lower atom densities than the solid reflector regions. 

(4) The radial reflector in the aluminum matr ix is in 
drawers . In the stainless steel matrix the pieces are loaded directly into 
the matrix. 

_4 |_ 
t8 .e i 8.06 4.43 

U T " 
25.65 

32.091 

1 ZONE 9 

1 ^° 
1 '; i— 

L 

ZONE 1 
(CORE) 

NE 6 

ZONE 4 

• ^ Z 5 

Z 2 ; ' ™ ^ 

_ i 

' 

r' 
f 

-J I5.0GU 
' — 2 5 . 0 0 -
- 3 0 . 0 0 -

SPRING GAP SPACE 
(0 .26" ) , WHICH IS NOT 
INCLUDED IN THE DIMENSIONS 

ALL DIMENSIONS ARE IN IN. 

Fig. I.B.4. Equivalent Cylindrical Loading for Critical 
Loading of ZPR-3 Assembly 57 

TABLE LB. l . Composition of Assembly 57 of ZPR-3 

Atom Density (x 1022 atoms/cm3) 

Zone Al Fe Cr 

Core 
Zone 1 
Safety, Control Rods 

Inner Reflector 
Zone 2 
Zone 3 
Zone 4 
Zone 5 
Zone 6 
Safety Rod—Core 
Safety Rod--Reflector 

Outer Reflector 
Zone 7 
Zone 8 
Zone 9 
Safety Rod—Core 
Safety Rod-Reflector 

0.4081 0.6347 3.901 3.901 0.5546 
0.4065 0.6322 3.533 3 

0.0078 3.741 
0.0083 4.000 
0.0083 3.989 
0.0076 3.619 
0.0077 3.674 

0.4339 

0.5472 
0.4339 
0.5472 
0.4339 

-
0.4339 

-
0.4339 
0.4339 

-
0.4339 

-

0.5281 

6.555 
5.000 
7.093 
7.205 
7.554 
5.226 
4.521 

0.1053 
0.1053 
0.4540 
0.4926 
0.9487 

0.1314 

0.0506 
1.243 

-0.0262 
0.1129 
1.300 
1.125 

0.0262 
0.0262 
0.1129 
0.1225 
0.2360 

0.0575 

0.0221 
0.5443 

-0.0115 
0.0494 
0.5689 
0.4921 

0.0115 
0.0115 
0.0494 
0.0536 
0.1033 

0.0055 

0.0021 
0.0519 

-0.0011 
0.0047 
0.0543 
0.0469 

0.0011 
0.0011 
0.0047 
0.0O51 
0.0099 

0.0064 

0.0O25 
0.0609 

-0.0013 
0.0055 
0.0637 
0.0551 

0.0013 
0.0013 
0.0055 
0.0060 
0.0116 



LOADING 57-12 HALF I 
S-SAFETY ROD C-CONTROL ROD T.SOURCE TUBE 
DRAWER N.NEUTRON LEVEL DETECTOR 

Fig. I.B.5. Cri t ical Loading of ZPR-3 Assembly 57 

The cri t ical loading of 
Assembly 57 is shown in 
Fig. I.B.5. Half 2 has the 
same loading as that shown for 
Half I except for not having a 
neutron-level detector. The 
assembly was built offcenter 
in the matr ix to provide addi
tional matr ix locations on the 
control-room side for shield
ing mater ia l s . This loading 
contained 85.59 kg U-235, and 
was cri t ical with one control 
rod withdrawn 4.35 in. and all 
other rods fully inserted. The 
integral worth of the control 
rod at this position is 152 Ih, 
which is equivalent to 1.12 kg 
U-235. The crit ical mass is 
then 84.47 kg U-235. When 
corrected for core differences, 
this compares well with the 
extrapolated crit ical mass of 
89 kg U-235 for the STSF-IA. 

The STSF-IA assembly had a central drawer on one half 
replaced with the accelerator beam tube and had a radial drift tube hole 
extending to the core axis in the other half, at approximately 5 in. from the 
matr ix interface. The replacement of the core drawer at l -P-14 with a 
proton-recoil counter drawer raised the critical mass to 87.5 kg U-235 
Compensation for a drift-tube hole would raise this to close to the extrapo
lated value. The control and safety drawers in the core are worth 240 Ih 
each. The safety drawers in the iron reflector are worth 15 Ih each. 

(ii) Assemblies 53 and 54. Corrected critical masses for 
Assemblies 53 and 54 have been calculated for core temperatures of 34.6 
and 36, r c , respectively. Estimates for the reactivity difference between 
the jagged outline and a circularized core proved negligible, and since no 
safety or control rods were spiked in either assembly, the only corrections 
to the cri t ical mass were for positioning of control rods. Results of these 
corrections give loaded and corrected masses in Table I.B.2. 

TABLE I.B.2. Corrected Crit ical M a s s e s for ZPR-3 A s s e m b l i e s 53 and 54 

A s s e m b l y 

53 
54 

P u -

Loaded M a s s 

;3<1 + Pu-241 

I4P,Q 
130.8 

(kg) 

U-235 

0.53 
0.4b 

C o r r e c t e d Mass 

P u - 2 3 9 t Pu-241 

148.62 
12<),8 

(kg) 

U-235 

0.53 
0.46 
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The reactivity Doppler resul ts for natural UOj and PuOz 
in Assembly 53 are listed in Table I.B.3. The values given are experi
mental reactivity increments and are not corrected for expansion effects. 
The inhours/% Ak conversion for Assembly 53 was 1045.6. 

TABLE I.B.3. Reactivity Doppler Measuremen t s in 
ZPR-3 Assembly 53 

Temp (°K) Ap (Ih) Ap (Ih/kg)2 

-0.537 ± 0.005 -4.43 ± 0.04 
-1.155 ± 0.005 -9.54 ± 0.04 

301-499 
301-799 
301-1101 -1.649 ± 0 . 0 0 5 -13.62 ± 0 , 0 4 
354-502 -0 .288 ± 0.006 -2 .54 ± 0.05 
354-801 -0.703 ± 0.006 -6 .20 ± 0.05 
354-1100 -0 .993 ± 0.006 -8 .76 ± 0.05 

aFor UO2, Ih/kg U-238; for PuOz, Ih/kg Pu-239 . 

The total worths of the unhealed samples were: for UO2 
(120.1 g U-238, 0.84 g U-235, 16.2 g O) at 301°K, -7.16 ± 0.15 Ih; for PuOz 
(113.4 g Pu-239, 3.01 g Pu-240, 0.145 g Pu-241, 15.6 g O) at 354°K, 
+77.1 ± 0.2 Ih. The experiment was performed with a 3/8-in. graphite 
buffer around the Doppler rod, separating it from the normal core 
environment. 

3. ZPR-6 and -9 Operations and Analysis (W. Y. Kato and C. E. Till) 

Last Reported: ANL-7577, pp. 35-38 (April-May 1969). 

a. Integral Studies of Large Systems 

(i) VTRZ Facility Development. Two maximum temperature 
runs of the Variable Temperature Rodded Zone (VTRZ) prototype: a 3-hr 
run of April 25 and a 100-hr run of May 12-16 were made. In general , all 
subsystems of the prototype worked well and demonstrated the basic feasi
bility of the design. In part icular , the following conclusions were drawn: 

1. The inner -bar re l containment envelope for the argon 
cover gas works well. No leaks occurred in the metal "0"- r ing seals or 
in the thermocouple or power-lead penetrations. Normal care is apparently 
sufficient to assure reliable operation of these seals after repeated r e 
moval and installation. 

2. The general heating arrangement for the inner mat r ix 
was good, providing reasonable heatup and equilibration ra tes . The three-
bus, SCR-controUed car t r idge-heater arrangement worked well. 

3. The cooling guard ring (CGR), rapid cool-down (RCD), 
and outer matrix-cooling (OMC) air systems worked well mechanically 



13 

and electr ical ly, provided adequate cooling capacity, and maintained reason
able ou te r -bar re l t empera tures . The insulation around the inner bar re l 
worked well mechanically and provided an adequate thermal ba r r i e r . 

4. The inner matr ix and calandria system worked well, with 
no binding and only small distortions after repeated runs. 

5. Adequate space has been provided in the design for 
mechanical and electr ical connections and manipulation. Heater, fuse, 
thermocouple, and swelling monitor connections inside the heated zone are 
workable. 

6. Expansion and support of the heated zone on the ball 
mounts and the operation of the axial guides was good except for cracking 
of the ceramic inser ts as discussed below. Only a small amount of heat 
was t ransfer red through the ball mounts, and that heat was carr ied away by 
the CGR and OMC cooling-air systems. 

Operation of the VTRZ prototype has indicated several a reas 
in which the prototype design is not optimum. None of these constitute a 
safety hazard, but significant improvement in operation, particularly from 
an experimental point of view, can be achieved by making appropriate 
changes in the final design. The major a reas in which design improvements 
can be made are the following: 

1. The prototype design of the cooling-guard-ring ducts 
permit an unnecessary amount of air leakage out of them, around the insu
lation, and along the outer surfaces of the heated zone. This results in un
necessary radial heat losses and low surface temperatures . The design has 
been changed to provide for sealed CGR ducts in order to prevent cooling-
air leakage. 

2. The originally specified insulation material was inap
propriate for several reasons , including loss of strength after heating. 
Several insulation mater ia ls have been found which have adequate strength 
and lower content of residual hydrogen. One of three possibilities will be 
chosen for the final design. 

3. Some minor local buckling of the heated matr ix was ob
served after the high-temperature runs. This is attributable to thermal 
s t r e s s e s set up by inadequate temperature control of the front and rear 
covers and flanges. Normal heat transfer from the heated matr ix was not 
sufficient to keep all of the heated-zone extremities close to the matr ix in 
t empera ture . In order to control this situation, tubular heaters a re being 
placed at strategic locations on the outside of the inner bar re l to permit 
control of extremity tempera tures . 
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4. The a l u m i n a p l a t e s and b a l l s u s e d in the b a l l m o u n t s a r e 
a p p a r e n t l y of insuf f ic ien t s t r e n g t h unde r o p e r a t i n g c o n d i t i o n s . C r a c k s w e r e 
o b s e r v e d in s o m e of the a l u m i n a p l a t e s . T h e s e p l a t e s a r e u s e d a s i n s e r t s , 
to p r o v i d e a b e a r i n g s u r f a c e , a t the ends of the Type 304 s t a i n l e s s s t e e l 
b a l l - m o u n t b r a c k e t s . The a l u m i n a p l a t e s and b a l l s a r e being r e p l a c e d by 
m u c h s t r o n g e r t ungs t en c a r b i d e p l a t e s and b a l l s . 

C o n s t r u c t i o n of a p r o t o t y p e m o d e l of the a r g o n loop and of 
the i n s t r u m e n t a t i o n for th is loop is n e a r l y c o m p l e t e . T e s t s of the h e a t e r 
fuses and of the p l u t o n i u m - a l p h a m o n i t o r s have been s u c c e s s f u l l y c o m p l e t e d . 
A w o r k a b l e des ign of the swel l ing m o n i t o r o p e r a t e d s u c c e s s f u l l y in the 
100-hr r u n . The des ign of the t e m p e r a t u r e , p r e s s u r e , and f l o w - r a t e 
m o n i t o r i n g equ ipmen t and the a s s o c i a t e d i n t e r l o c k c i r c u i t r y is about 507o 
c o m p l e t e . 

4 . Z P P R O p e r a t i o n s and A n a l y s i s (W. G. Davey and P . I. A m u n d s o n ) 

L a s t R e p o r t e d : A N L - 7 5 7 7 , pp . 38-42 ( A p r i l - M a y 1969). 

a. Dopp le r Effect 

(i) R e a c t i v i t y Dopp le r E q u i p m e n t . The Z P P R r e a c t i v i t y 
Dopp le r m e c h a n i s m h a s been checked out and a UO2 c a p s u l e h a s been h e a t e d 
to 800°C. Al l s y s t e m s p e r f o r m e d s a t i s f a c t o r i l y , e x c e p t tha t the p o w e r input 
of the t e m p e r a t u r e c o n t r o l l e r w a s b a r e l y suff ic ient to r e a c h the d e s i r e d 
t e m p e r a t u r e . End r e f l e c t o r s , d e s i g n e d to r e d u c e r a d i a t i v e h e a t t r a n s f e r 
f r o m the ends of the s a m p l e , w e r e i n c o r p o r a t e d , giving an i n c r e a s e of 
10-15°C a t the c e n t e r of the s a m p l e . 

(ii) R e a c t i v i t y Dopp le r A n a l y s i s . P r e l i m i n a r y r e s u l t s h a v e been 
ob ta ined for a n a l y s i s of the n a t u r a l UO2 r e a c t i v i t y D o p p l e r e x p e r i m e n t in 
Z P R - 3 A s s e m b l y 53 . The m e t h o d u s e d involved R A B B L E c a l c u l a t i o n s of 
the change in Z a of the U-238 due to Dopp le r b r o a d e n i n g ; DIF2D (ARC s y s 
t e m t w o - d i m e n s i o n a l diffusion) c a l c u l a t i o n s of f luxes in the s a m p l e and r e 
a c t o r ; and P E R T 2 D (ARC s y s t e m t w o - d i m e n s i o n a l p e r t u r b a t i o n ) c a l c u l a t i o n s 
of the change in k due to Dopp le r b r o a d e n i n g of the U - 2 3 8 r e s o n a n c e s . No 
expans ion c o r r e c t i o n s have been m a d e , as Ti l l a t A r g o n n e h a s shown tha t 
th is effect is s m a l l for f e r t i l e oxide s a m p l e s . 

R e s o l v e d r e s o n a n c e p a r a m e t e r s w e r e ob ta ined f r o m 
Schmid t , * and the b a s i c c r o s s s e c t i o n s w e r e f r o m the A N L - 2 2 4 s e t . R e s o 
nance p a r a m e t e r s in the u n r e s o l v e d r e g i o n for U-238 w e r e ob ta ined s t a t i s 
t i c a l l y , us ing a c h i - s q u a r e d {v = 1) d i s t r i b u t i o n for s e l e c t i o n of n e u t r o n 
w i d t h s . The n e u t r o n wid ths w e r e then r a n d o m l y o r d e r e d o v e r the e n e r g y 
i n t e r v a l of i n t e r e s t . R a d i a t i o n wid ths and r e s o n a n c e spac ing w e r e a s s u m e d 

Schmidt, J. J., Neutron Cross Sections for Fast Reactor Materials. KFK 120 (February 1966). 



15 

constant. One selection of 60 resonances was used to determine broad-
group cross sections for each group between the resolved resonance limit 
and 24.8 keV. Est imates based on the values oi &Z^ between temperatures 
indicate that contributions from resonances above 24.8 keV would be less 
han one percent of the total change in k. Measured and calculated values 

for the reactivity worth of the change in Z^ of U-238 are listed m 
Table I.B.4. 

TABLE I.B.4. Comparison of Measured and Calculated 
" " P P ' ^ ' Effect for " ' u O ; in ZPR-3 Assembly 53 

Temperature Change Measured C a l c u l a t e d 
( A k ) 

" " - ^ O O - ( 5 . 0 5 ± 0 .05) X I O - » - 3 91 « 1 0 " ' 
" O - S C O - ( 1 . 0 8 6 1 0 .05) X 1 0 - ' - 7 ' 9 2 x 1 0 " ' 

- ( • 5 5 0 ± 0 .05 ) X 10-> - 1 . 0 9 x 1 0 - ' 
3 0 0 - 1 1 0 0 

, '^°'"'^ «̂ underway to repeat the above calculations with 
ENDF/B cross-sect ion library and Schmidt's resonance parameters . 

t>. Technique Development 

(i) Study of Delayed-neutron Pa rame te r s . Program SPECB 
(which produces spectrum-weighted delayed-neutron parameters) has 
been completely checked by comparison with MACH-Bailiff using identical 
input data. The program has been expanded to include calculation of 
inhours/% Ak, and total fission neutrons produced. 

*") Techniques for Control-rod Calibration. The two versions 
of program CROC Can inverse kinetics co, t rol- rod-cal ibrat ion routine with 
a drift correction) with and without reactor-drif t calculation have been 
combined into one program with user ' s option of performing either or both 
types of calculation. The use of drift correction appears to have a signifi
cant effect on calculation, whether or not the drift rate itself is significant 
The difference between the two calculations for measurements made with 
ZPR-3 Assemblies 53 and 54 is il lustrated in Table I.B.5. 

TABLE I.B.5. Source Strength, k^^. and Incremental Rod 
Worths from Drifted and Nondrifted Calculations 

Nondrifted 
Drifted 
Nondrifted 
Drifted 

Nondrifted 
Drifted 

Nondrifted 
Drifted 

Qf 

0.691 
0.711 

0.693 
0.678 

1.035 
0.904 

1.015 
1.047 

k,x (x 10*) 

3.201 
3.181 

3.611 
3.625 

2.898 
2.972 

2.470 
2.452 

lo ' ak/k(7.) 

4.507 
4.525 

4.929 
4.916 

3.833 
3.789 

3.387 
3.398 
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The results indicate that the reactivity increment is not 
appreciably affected, but the source strength and the final kgx are more 
sensitive to the type of calculation. Thus the rod calibration is not ad
versely affected by neglecting the drift calculation, but the source value is . 
Generally, the drift correction is not desirable, unless substantial drift 
is present and data are obtained over a long enough time to make the total 
drift significant compared to the change in source worth during that t ime. 

A source iteration procedure has been built into CROC 
which provides a small correction, of the order of 1% in 3 i terat ions. At 
this point convergence is completed. 

Rod and source calibrations have been completed for ZPPR 
Assembly 1, and programs SPANE and IVY (inverse kinetics) have been con
verted to the IBM 360/75. A plot routine has been incorporated into SPANE 
to provide graphs of reactivity versus rod position. 

A computer program (REDIC) has been written for the 
SEL 840 which will evaluate rod positions in terms of reactivity and calcu
late reactivity differences between settings on the 2 rods with position 
encoders. The calculation is based on the polynomial coefficients from 
SPANE. 

b. Mockup Studies. Experiments with ZPPR Assembly 1 continued. 
This assembly corresponds to Assembly II of the FTR Resumed Phase-B 
Critical Experiments Program. As part of the Program, transition experi
ments are being performed with FTR-I before proceeding to the study of 
FTR-II. Reported herein are the transition experiments and the associ 
ated reactor operational measurements completed to date. 

TABLE LB.6. Reactor Inventory for Loading 1-17 

Drawer Type 

Core; 
1-column Plutonium 
2-column plutonium 
Safety 
Control'-
Poison 

Radial Reflector 

Number^ 

224 
224 
14 
4 
8 

772 

Fissile Mass'' 

Total 

Ikgl 

113.964 
226.598 

14.162 
4.046 
4.070 
0.000 

362.840 

3Total for both halves of the assembly. Either assembly half 
contains 1/2 the stated value. 

bPu-239 + Pu-241 + U-235. 
cpissile mass includes two control drawers which were partially 
withdrawn, one 10.000 In. and the other 11.666 in. 

(i) FTR-I on ZPPR, As-
built System. The reference con
figuration for the FTR-I core is 
Loading 1-17. Reactor matr ix and 
drawer loadings, as-buil t compo
sitions, and fissile mass of Load
ing 1-17 were reported in ANL-7577. 
The total fissile mass (Pu-239, 
Pu-241, and U-235) of this reference 
configuration was reported incor
rectly; the correc t value is 362.840 kg. 
The reactor inventory for Loading 1-17 
is presented in Table I.B.6. Fig
ure I.B.6 depicts the equivalent cylin

drical loading for the reference core, wijh the radii being derived from an 
equivalent cylindrical geometry having the same zonal a reas as the actual 
loading. 
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(ii) Calibrations of Control and Safety Rods. Control and 
safety rods were calibrated by the inverse kinetics method. Initially, the 
effective neutron source due to the spontaneous fission of Pu-240 was de
termined from three period-type measurements at power levels ranging 
from 2 to 20 W. From a stabilized power level of approximately 250 W, 
each rod being calibrated was individually driven from its most reactive 
position to its least reactive and the resultant flux history recorded. The 
flux history was analyzed using the delayed-neutron fractions given in 
Table I.B.7 and the source te rm of 1.991 ± 0.163 obtained from the period 
experiments . % 

TABLE I.B.7. Calculated Delayed-neutron Fractions for FTR-I on ZPPR 

Group 

1 
2 
3 
4 
5 
6 

Notes: Peff 
suet 

Pi (u-235) 

1.8171 - 06 
1.0185 - 05 
8.9899 - 06 
1.9462 - 05 
6.1208 - 06 
1.2433 - 06 

= 3.0558 - 03; 
as 1.8171 - 06 

ft (U-238) 

1.7951 - 05 
1.8918 - 04 
2.2370 - 04 
5.3578 - 04 
3.1070 - 04 
1.0357 - 04 

I = 5.4592 - 07 
indicates 1.8171 

Pi (Pu-239 

5.9505 -
4.3846 -
3.3824 -
5.1363 -
1.6129 -
5.4808 -

sec; Ih/%p = 
X J O - ' . 

+ 241) 

05 
04 
04 
04 
04 
05 

1.0391 + 03 

Pi (Pu-240) 

1.7121 - 06 
1.6693 - 05 
1.1740 - 05 
2.1401 - 05 
7.8267 - 06 
1.7732 - 06 

A value 

The effect of source uncertainty on rod calibrations was 
checked by evaluating rod calibration data utilizing source constants 
modified by the standard deviation of ±0,163 (8.2%), The resulting de
viation in calculated rod worth was less than 1%, indicating little sen
sitivity to source e r r o r . 



The total worth of the 22 safety rods (fuel and poison) was 
determined as 3.97% Ak/k, which complies with the operating requirement 
of a 1.5% Ak/k. Worths of individual rods in symmetrical positions about 
the core center agreed to within 4%. 

(iii) Temperature Coefficient of Loading 1-17. The tempera
ture coefficient was measured by turning the reactor cooling system off and 
allowing the reactor power level to drift for about 17 min. During this in
terval , the resulting core temperature and flux history were monitored. A 
temperature difference of 2.86 ± 0.13°F was measured over a 17-min in
terval by averaging the data recorded from five thermocouples located be
tween the matrix tubes in the central core region. As in the rod-worth 
determinations, the flux history was analyzed using the inverse kinetics 
technique and yielded a reactivity difference of -3.26 ± 0.23 Ih. This tech
nique resulted in a temperature coefficient of -1.14 ± 0.27 Ih/°F 
(-2.05 ± 0.49 Ih/^C). 

The resulting temperature coefficient is not character is t ic 
of the core as an average, because of the temperature distribution m e a s 
ured. However, since the recording of the temperature is consistent 
throughout the experimental program, the coefficient can be appropriately 
applied to correct measured reactivity differences for temperature effects. 

(iv) Measurements of Core-edge Worth. The worth of core 
drawers relative to reflector materials was measured at several core-edge 
positions in FTR-I. The reactivity effect resulting from these substitutions 
was measured by determining the position of the calibrated control rods 
necessary to maintain a power level of 50 W. Core temperatures were r e 
corded and the temperature coefficient of -1.14 ± 0.27 Ih/°F used for 
applying the appropriate temperature correction. 

The measured worths are listed in Table I.B.8. Each 
drawer worth was obtained from the difference between two measurements , 

TABLE I.B.8. Edge-worth Measurements for FTR-I en ZPPR (Loading 1-17) 

Matrix Position 

132-JO 
130-32 
129-40 
136-46 
131-44 
134-29 
133-45 
128-37 

Railiusi'.'' 

4823 
4894 
49.07 
50.01 
51.89 
4743 
49,83 
51.96 

Ikgl 

0.5088 
05088 
0.5088 
0.5088 
0.5088 
1.0116 
1.0116 
1.0116 

Substitut 

Worth of Core 
lor 

Ihii 

18.91 
18.26 
15.33 

44.09 
38.53 

Reflector 

Ih/kg 

37.17 
35.89 
3013 

43.58 
38.09 

ion 

Worth of Reflector 
for 

IhH 

2055 
1871 

48.92 

Core 

Ih/kg 

40.39 
36.78 

48.36 

"Equivalent cylindrical core radius of Loading 1-17 = 49.03 cm. 
''Distance as measured from center of core central drawer to drawer center in given matrix position. 
Cpu-239 + Pu-241 + U-235. 
"iVleasurement uncertainty is ±0.91 Ih. This does not include the ±27o uncertainty in the control-rod 
calibration. 
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each measurement having an uncertainty of ±0.64 Ih. This uncertainty is 
based upon the reproducibility of the reference loading after accounting 
for temperature differences. The uncertainty, however, does not include 
the ±2% uncertainty in the control-rod calibration. 

As shown in Table I.B.8, the specific worths were obtained 
by dividing the worth by the fissile mass to adjust for the two columns of 
fuel (1.0116 kg) in drawers located in odd-numbered matr ix tubes and one 
column of fuel (0.5088 kg) in drawers located in even-numbered matrix 
tubes. Evaluation of the data indicated that this f iss i le-mass normalization 
did not completely account for the differences in the drawers containing 
one- or two-columns of fuel. A straight-line fit made for each set of data 
resulted in the following equations: 

2-column Plutonium Drawers 1-column Plutonium Drawers 
(1.0116 kg) (0.5088 kg) 

p(lh/kg) = 155.82 - 2.261 r(cm) p(lh/kg) = 164.13-2.580 r(cm) 

for 46 cm < r < 52 cm. 

The average worth of core material relative to radial r e 
flector mater ia l is the average of the two fitted equations. Evaluating this 
average worth at the equivalent cylindrical core radius of 49.03 cm gave 
41.28 Ih/kg as the average conversion factor from core-edge fissile mass 
to reactivity. 

(v) Crit ical Mass of FTR-I on ZPPR. The crit ical mass for 
FTR-I on ZPPR is summarized in Table I,B.9. Adjustments were made to 
the mass of the reference loading (1-17) to account for: (1) the partial 
withdrawal of Control Rods No. 3 and 4, and (2) the subcriticality of the 
reference loading at the reference power level (50 W) due to the high neu
tron source in the fuel. These corrections amount to -3.43 kg of fissile 
mass and result in a cri t ical mass of 359.41 kg for the unsmoothed 
heterogeneous assembly. The average temperature of the core central 
region for this cri t ical mass was 22.2°C. 

TABLE I.B.9. Critical Mass of FTR-I on ZPPR 

Reactivity (Ih) Pu-239 + Pu-241 + U-235 (kg) 

Reference Loading (1-17) 362.84 

Correct ions to the Loaded Mass: 

1. Control Rods No. 3 and 4 
Par t ia l ly Withdrawn -143.57 -3.48 

2. Reference Core Subcritical 
at Reference Power Level +2.11 +0.05 

Cri t ical Mass of the Unsmoothed 
Heterogeneous Cylinder 359.41 
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(vi) S u b c r i t i c a l i t y of Z P R - 3 / F T R - I Conf igu ra t i on . The F T R - I 
c r i t i c a l conf igura t ion a c h i e v e d in Z P R - 3 ( see P r o g r e s s R e p o r t for F e b r u a r y 
1969, A N L - 7 5 5 3 , p . 12) was r e b u i l t on Z P P R for the p u r p o s e of p r o v i d i n g 
an i n t e g r a l w o r t h m e a s u r e of the d i f f e r ences be tween Z P R - 3 and Z P P R . 
Within the n o r m a l l i m i t a t i o n s due to d r a w e r l e n g t h s , m a t e r i a l l e n g t h s , and 
m a t e r i a l i nven to ry , the c o m p o s i t i o n s u s e d in Z P R - 3 w e r e r e p r o d u c e d a s 
c lo se ly a s p o s s i b l e . An i n t e r f a c e view of the r e b u i l t a s s e m b l y is shown in 
F i g . I . B . 7 . D r a w e r l oad ings* and zone c o m p o s i t i o n s for th i s c o n f i g u r a t i o n 
a r e the s a m e a s for F T R - I on Z P P R (see A N L - 7 5 7 7 , pp . 4 0 - 4 1 ) . B e c a u s e 
the Z P P R m a t r i x h a s a l a r g e r void f r ac t ion than tha t a s s o c i a t e d wi th 
Z P R - 3 , the r e b u i l t conf igura t ion w a s not e x p e c t e d to be c r i t i c a l on Z P P R . 
This was p r o v e n to be t r u e , and the d e g r e e of s u b c r i t i c a l i t y w a s d e t e r m i n e d 
a s -$3 .29 ± 0.15 f r o m the p o w e r - h i s t o r y m e t h o d of r e a c t i v i t y a n a l y s i s . 

An i n t e r e s t i n g c o m p a r i s o n is p r o v i d e d by s u m m i n g the 
w o r t h s of the c o r e d r a w e r s c o m p r i s i n g the d i f f e rence be tween the F T R - I 
c r i t i c a l load ings a c h i e v e d on Z P R - 3 and Z P P R . This d i f f e r ence c o n s i s t s of 
37 c o r e d r a w e r s having a to ta l f i s s i l e m a s s ( P u - 2 3 9 + P u - 2 4 1 -I- U-235) of 
29.38 kg and r a d i i r ang ing f r o m about 46 to 49 c m . Ut i l iz ing the two e d g e -
w o r t h equa t ions c o r r e s p o n d i n g to the two types of c o r e d r a w e r s , and 
neg lec t ing any p o s s i b l e i n t e r a c t i o n e f f ec t s , the w o r t h of the 37 d r a w e r s 
s u m s to - $ 4 . 2 3 . Account ing for the p a r t i a l i n s e r t i o n of c o n t r o l r o d s in the 
Z P P R c r i t i c a l conf igura t ion , the e d g e - d r a w e r da ta i nd i ca t e a s u b c r i t i c a l i t y 
of - $ 3 . 7 8 , Tab le I .B.IO d e p i c t s the 37 d r a w e r s and t h e i r i nd iv idua l con 
t r i bu t ion as d e t e r m i n e d f r o m the Z P P R / F T R - I e d g e - w o r t h e q u a t i o n s , 

(vii) Addi t ion of B4C C o n t r o l Ring and E n l a r g e m e n t of R a d i a l 
R e f l e c t o r . The p r o p o s e d F T R - I I a s s e m b l y is c h a r a c t e r i z e d by a B4C con
t r o l r ing which s e p a r a t e s the c o r e and N i - N a r a d i a l r e f l e c t o r . An a p p r o x i 
m a t e t w o - d r a w e r - t h i c k B4C-Na r ing was i n s t a l l e d in the Z P P R / F T R - I 
a s s e m b l y j u s t ou t s ide the p r e d i c t e d r a d i u s of the F T R - I I c r i t i c a l 
conf igura t ion . The loading of the d r a w e r s c o m p r i s i n g the c o n t r o l r ing is 
i l l u s t r a t e d in F i g . I .B .9 , and an i n t e r f a c e view of the loaded r i n g is shown 
in F i g . I .B. IO. The c o n t r o l r ing is c o m p o s e d of 32.4 v / o B4C, 
32.4 v / o Na, 16.2 v / o s t a i n l e s s s t e e l , and 19.0 v / o void , and con ta ins 
304.2 kg B4C. The d e g r e e of s u b c r i t i c a l i t y r e s u l t i n g from, the add i t ion of 
the B4C was m e a s u r e d us ing the p o w e r - h i s t o r y t e c h n i q u e ; the da ta a r e 
being ana lyzed . 

The t h i c k n e s s of the r a d i a l r e f l e c t o r s u r r o u n d i n g the con 
t ro l r ing was then s l igh t ly i n c r e a s e d s u c h tha t the c o n t r o l r ing p lus ou t s ide 
r a d i a l r e f l e c t o r had an equ iva l en t c y l i n d r i c a l t h i c k n e s s of 24.42 c m . The 
r e s u l t i n g conf igura t ion is shown in F i g . I . B . l l . By u s e of the p o w e r - h i s t o r y 
t echn ique , an a t t e m p t w a s m a d e to e v a l u a t e the r e s u l t i n g r e a c t i v i t y change 
due to the e n l a r g e m e n t of the r a d i a l r e f l e c t o r . The da ta a r e being a n a l y z e d . 

The positions of the control and safety rods are identical in the ZPPR/FTR-I assembly and the ZPPR simulation 
of the ZPR-3/FTR-I assembly. Because of a smaller core, the drawers adjacent to the outer poison rods in 
the ZPPR simulation of ZPR-3/FTR-I contain radial reflector materials rather than core materials as in 
ZPPR/FTR-I. The loading of these drawers is shown in Fig. I.B.8. 
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T A B L E I .B. IO. S u b c r i t i c a l i t y of Z P R - 3 / F T R - I Conf igu ra t ion 
As D e t e r m i n e d f r o m E d g e - w o r t h M e a s u r e m e n t s 

M a t r i x P o s i t i o n 

Half 1 

134-29 
140-29 
132-30 
142-30 
131-31 
143-31 
130-32 
144-32 
145-35 
145-39 
130-42 
144-42 
131 -43 
143-43 
132-44 
142-44 
134-45 
140-45 

Half 2 

1 8 d r a w e r s 
c o r r e s p o n d i n g 
to t h o s e in 
Half 1 + 239 -29 

R a d i u s (cm) 

47.43 
47.43 
48.23 
48.23 
47.92 
47.92 
48.94 
48.94 
47.49 
47.49 
48.94 
48.94 
47.92 
47.92 
48.23 
48.23 
47.43 
47.43 

45.64 

-239 + P u - 2 4 1 
U - 2 3 5 (kg) 

1.0116 
1.0116 
0.5088 
0,5088 
1.0116 
1.0116 
0.5088 
0.5088 
1.0116 
1.0116 
0.5088 
0.5088 
1.0116 
1.0116 
0.5088 
0.5088 
1.0116 
1.0116 

1.0116 

Wor th (Di) 

49 .14 
49.14 
20.20 
20.20 
48.02 
48 .02 
19.26 
19.26 
49 .01 
49 .01 
19.26 
19.26 
48.02 
48 .02 
20.20 
20.20 
49 .14 
49.14 

644.50 

53.24 

To ta l = 1342.24^ 

*Using 1039.1 Ih 
to $4 .23 . 

1% and /3 = 0 .0030558, to ta l wor th of 37 d r a w e r s s u m s 

1 2 5 4 5 6 7 8 9 10 

I I I I I 
12 13 14 15 16 17 18 19 20 21 22 23 

J I I 1 I I I I I 
No No Na No No No|Na No NaNo N O N O I N Q Ng No No No No Ni • Nil Ni - Ni |Ni 

B.C B.C R..: No N a N a N o N o 

No No No NoNo No No No No No No No No No No No N o N o 
Ni N i l Ni Ni |N i 

N i - N i | N i N i | N i 

ex 
Ni Ni |N i Nil Ni 

No No No N o N o -m 
p-JNoNo N o N o N o N o j N o N o No N o N o N o | N o No No No No N o l N i N i l N i N i l N i " 

Fig. I.B.9. B4C Control Ring Drawer for FTR-n on ZPPR 
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ZPPR HALF I 
{HALF 2 IS A MIRROR IMAGE OF HALF I) 
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I « POISON SAFETY ROD (WITHDRAWN DURING OPERATION) 

Fig. I.B.IO. Control-ring Placement during Transition from FTR-I to FTR-II 
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P r i o r to the addi t ion of the B4C c o n t r o l r i n g , t h r e e U-235 
f i s s ion c h a m b e r s w e r e pos i t i oned in m a t r i x p o s i t i o n s 132-22 , 126-47 and 
137-52, with the f ront of the c h a m b e r s a l igned wi th the r e a c t o r m i d p l a n e . 
The r e s p o n s e of t he se f i s s ion c h a m b e r s and the Z P P R o p e r a t i o n a l n u c l e a r 
i n s t r u m e n t a t i o n to the B4C addi t ion and the e n l a r g e m e n t of the r a d i a l r e 
f lec tor a r e given in Table I . B . l l . The two e x t e r n a l s t a r t u p s o u r c e s w e r e 
pos i t ioned in the a s s e m b l y , and a l l c o n t r o l r o d s w e r e c o m p l e t e l y i n s e r t e d 
in the c o r e for these m e a s u r e m e n t s . 

TABLE I . B . l l . Response of Neut ron-sens i t ive Ins t rumentat ion to Addition 
of B4C Control Ring and En la rgement of Radial Reflector 

Chamber 

Radial^ 
Posi t ion 

(cm) 

Response 
(Control Rods and Exte rna l Sources In) 

Addition of B4C 
Control Ring 

En la rgemen t of 
Radial Reflector 

U-235 
(137-52) 

U-235 
(126-47) 

U-235 
(132-32) 

NI-3 

NI-4 

NI-5 

NI-6 

NI-7 

NI-8 

82.79 

84.14 

87.68 

161.49 

161.49 

161.49 

161.49 

161.49 

161.49 

8 counts /10 sec 

1 count/10 sec 

13 counts /10 sec 

1.4 X 10-'° A 

1.4 X lO"'" A 

0.70 X 10-'° A 

0.60 X 10-'° A 

0.76 X 10"'° A 

0.97 X 10"'° A 

10 counts /10 sec 

4 counts /10 sec 

18 counts /10 sec 

1.4 X 10"'° A 

1.4 X 10- '° A 

0.65 X 10- '° A 

0.55 X 10- '° A 

0.68 X 10-'° A 

0.86 X 10- '° A 

^As measu red from center of cen t ra l core d r a w e r . The equivalent cyl indr ica l 
radius of the outer edge of the enlarged rad ia l ref lec tor is 82.23 cm. The 
front of all the fission and operat ional chamber s a r e aligned with the r e a c t o r 
midplane. 
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C. Component Development-- LMFBR 

1. Sodium Technology Development 

a. Engineering Development (J. T. Holmes) 

Last Reported: ANL-7577, p. 43 (April-May 1969) 

The SAL (Sodium Analytical Loop) facility has been completely 
reassembled. A safety analysis was completed and presented to the 
divisional safety committee. It is anticipated that their recommendations 
can be readily incorporated into SAL, and that startup of the loop will 
begin on schedule (about the end of June). 

Two evacuable gloveboxes with atmosphere-purification systems 
have been put into operation and appear to be working satisfactorily. One is 
used for analytical purposes; the other, much larger , can be used to examine 
various components taken off sodium loops. At present, the mois ture- and 
oxygen-monitoring equipment associated with these gloveboxes is being 
calibrated. 

2. Reactor Mechanism and Instrumentation 

a. Instrumentation Development (T. P. Mulcahey) 

(i) Out of-core Neutron Flux Detection System (G. F. Popper) 

Last Reported: ANL-7577, pp. 43-46 (April-May 1969). 

Wide-range and intermediate-range circuits are being de
veloped and tested with detectors installed in a special thimble in EBR-11. 
Environment and performance requirements for F F T F and future LMFBRs 
serve as development and test goals so that suitable neutron-flux measure 
ment systems will be available for such reac tors . 

(a) Detectors and Cables. Another sample of a reworked 
Westinghouse WX-31353-25 cable assembly was tested up to 700°F in air. 
This cable performed similarly to the cable tested last month, except that 
this assembly failed due to voltage breakdown with 500 V dc applied after only 
about 24 hr of operation at 700°F in air compared to 150 hr for the first 
sample. All four of the Westinghouse cables have been returned to the man
ufacturer for evaluation and modification of the end seals and connectors. 

The Electronic Specialties Co. (ESC) cable assembly 
was tested up to 500°F in air , at which point failure due to voltage breakdown 
upon application of 500 V dc occurred. As was the case with the Westing
house cable, the point of breakdown was the connector end. The hermetic 
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seal on the end of the ESC cable assembly also failed after this relatively 
short time at a modest temperature . The ESC cable had an almost constant 
capacitance of 27.3 pf/ft at all test temperatures up to 500°F with either 
1 kHz or 1 MHz applied. The dc insulation resis tance varied with temper
ature as shown in Fig. I.C.I. Above 500°F, the cable could hold only 
300 V dc or less without the breakdown phenomenon occurring. No further 
work is planned with the ESC cable assembly. 
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Bostiad-19 Type CZ884-C-G16 C3 

1 1 1 
0 200 400 600 

Tempeiatuie, °F 

Fig. I.C.I. Variation of Insulation Resistance with 
Temperature for Several Cables 

Both the W e s t i n g h o u s e 
and ESC c a b l e s w e r e v a c u u m -
baked and backf i l l ed writh d r y n i 
t r o g e n af ter the s e a l s fa i led to s ee 
if the b r e a k d o w n w a s c a u s e d b y 
m o i s t u r e e n t e r i n g the cab l e af ter 
t h e h e r m e t i c s e a l had b r o k e n . 
The u s e of d r y n i t r o g e n did signif
i can t ly i m p r o v e the r o o m - and 
l o w - t e m p e r a t u r e r e s i s t a n c e 
c h a r a c t e r i s t i c s of t he i n su l a t i on . 
H o w e v e r , t he u s e of d r y n i t r o g e n 
did not i m p r o v e the b r e a k d o w n 
c h a r a c t e r i s t i c s of e i t h e r cab le in 
a n y w a y at h igh t e m p e r a t u r e . 
T h e r e f o r e , it i s c o n s i d e r e d tha t 
the s m a l l amoun t of m o i s t u r e 
p r e s e n t in the a i r at t e m p e r a 
t u r e s above ~300°F does not d e 
g r a d e cab le p e r f o r m a n c e 
s ign i f ican t ly . 

T h r e e s a m p l e s of Bos ton 
In su l a t ed W i r e Co. B o s t r a d - 1 9 
cab le a r e being t e s t e d : C2884-
C-G16, 6 0 6 0 - C - G 1 6 , and 7448-
C-G16. The C 2 8 8 4 - C - G 1 6 cab le 
i s a coeixial type cons i s t i ng of 
n i c k e l - c l a d coppe r i nne r con
duc to r and ou te r sh ie ld b r a i d 
wi th a b r a i d e d - g l a s s in su la t ion . 
The 6 0 6 0 - C - G 1 6 cab le i s the 
s a m e excep t t ha t an e x t r a outer 
g l a s s b r a i d i s w r a p p e d a round 
the ou te r sh ie ld . The 7448 -C-
G16 is the 6 0 6 0 - C - G 1 6 wi th an 
add i t iona l n i c k e l - c l a d coppe r 
sh ie ld w r a p p e d wi th m i c a t ape 
and g l a s s - b r a i d ou te r c o v e r i n g , 
mak ing it a t r i a x i a l cab le . 
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A l l t h r e e s a m p l e s h a v e b e e n t e s t e d u p t o 7 0 0 ° F i n a i r . 

N o c o n n e c t o r s h a v e b e e n a t t a c h e d t o t h e h o t e n d , h o w e v e r . T h e v a r i a t i o n 

of i n s u l a t i o n r e s i s t a n c e w i t h t e m p e r a t u r e f o r t h e C 2 8 8 4 - C - G 1 6 c a b l e i s 

s h o w n o n F i g . I . C . I . T h e l o w a p p a r e n t i n s u l a t i o n r e s i s t a n c e a t r o o m t e m 

p e r a t u r e i s d u e t o a b s o r b e d m o i s t u r e i n t h e a s - r e c e i v e d c o n d i t i o n . A t 

t e m p e r a t u r e s a b o v e a b o u t 2 0 0 ° F , t h e m o i s t u r e i s d r i v e n o u t a n d t h e i n s u l a 

t i o n r e s i s t a n c e i m p r o v e s s i g n i f i c a n t l y . T h i s i n s u l a t i o n - r e s i s t a n c e c h a r 

a c t e r i s t i c w i t h t e m p e r a t u r e w a s d u p l i c a t e d a l m o s t e x a c t l y b y t h e 6 0 6 0 - C -

G 1 6 c o a x i a l a n d 7 4 4 8 - C - G 1 6 t r i a x i a l c a b l e s . 

G 1 6 

c a t i 

F i g u r e I . C . 2 s h o w s t h e 

c h a n g e s of C 2 8 8 4 - C - G 1 6 c a b l e c a 

p a c i t a n c e w i t h t e m p e r a t u r e . T h i s 

c h a r a c t e r i s t i c i s t y p i c a l of g l a s s - , 

q u a r t z - , a n d m i c a - i n s u l a t e d t y p e s 

of c a b l e . V e r y l i t t l e c h a n g e i n c a 

p a c i t a n c e i s n o t e d w h e n 1 M H z i s 

a p p l i e d , b u t s i g n i f i c a n t c h a n g e s a r e 

n o t e d a t l o w f r e q u e n c i e s (1 k H z ) , 

w h e r e p o l a r i z a t i o n e f f e c t s a r e m o r e 

p r o n o u n c e d a t h i g h t e m p e r a t u r e . 

F o r s o m e r e a s o n , p o s s i b l y l o t of 

m a n u f a c t u r e , t h e C 2 8 8 4 - C - G 1 6 c a b l e 

h a d a s l i g h t l y h i g h e r ( 3 7 . 3 p f / f t ) 

c a p a c i t a n c e t h a n d i d e i t h e r t h e 

6 0 6 0 - C - G 1 6 o r t h e 7 4 4 8 - C - G 1 6 

c a b l e s ( 3 2 . 6 ) p f / f t ) . T h e 6 0 6 0 - C -

c a b l e s a r e s o s i m i l a r in p e r f o r m a n c e t h a t o n l y p h y s i c a l - s i z e i d e n t i f i -

o n c o u l d b e u s e d t o t e l l t h e c a b l e s a p a r t ^ d u r i n g t h e t e s t . 

Fig- I.C.2. Variation of Cable (Bostrad-19, 
Type C2884-C-G16) Capaci
tance with Temperature and 
Applied Frequency. Test con
ducted in air. 

A l l t h r e e c a b l e s w e r e a b l e t o w i t h s t a n d 5 0 0 V d c in 7 0 0 ° F 

a i r i n i t i a l l y , b u t t h e 6 0 6 0 - C - G 1 6 a n d 7 4 4 8 - C - G 1 6 c a b l e s w e r e v e r y m a r 

g i n a l . B r e a k d o w n of t h e s e t w o c a b l e s b e g a n a t a b o u t 5 3 0 V d c . T h e C 2 8 8 4 -

C - G 1 6 c a b l e w a s a b l e t o w i t h s t a n d a t l e a s t 8 0 0 V, t h e m a x i m u m a p p l i e d , 

w i t h o u t a n y e v i d e n c e of b r e a k d o w n . A l l t h r e e c a b l e s w e r e s o a k e d in 7 0 0 ' ' F 

a i r f o r m o r e t h a n 2 w e e k s ( 3 4 0 h r ) . T h e i n s u l a t i o n r e s i s t a n c e of a l l c a b l e s 

i m p r o v e d o n l y s l i g h t l y d u r i n g t h i s t i m e , a n d t h e c a p a c i t a n c e d i d n o t c h a n g e . 

T h e C 2 8 8 4 - C - G 1 6 c a b l e c a n s t i l l t a k e a t l e a s t 8 0 0 V , t h e m a x i m u m a p p l i e d , 

w h i l e t h e 6 0 6 0 - C - G 1 6 a n d 7 4 4 8 - C - G 1 6 a r e b r e a k i n g d o w n a t a b o u t 4 5 0 V d c . 

T h e s u p e r i o r p e r f o r m a n c e of t h e C 2 8 8 4 - C - G 1 6 c a b l e i s s u r p r i s i n g b e c a u s e 

t h i s c a b l e i s t h e b a s e f o r t h e o t h e r t w o t y p e s . T h e o n l y e x p l a n a t i o n a t t h i s 

t i m e , e v e n a f t e r d i s c u s s i o n s w i t h t h e m a n u f a c t u r e r a s t o p o s s i b l e v a r i a t i o n s 

i n p r o c e s s i n g , i s t h a t a l o o s e r w e a v e w a s a c h i e v e d o n t h i s s a m p l e , g i v i n g 

b e t t e r d i e l e c t r i c p r o p e r t i e s . H o w e v e r , t h i s e x p l a n a t i o n i s n o t s u p p o r t e d b y 

t h e h i g h e r m e a s u r e d c a p a c i t a n c e of t h i s c a b l e , w h i c h i n d i c a t e s a f i r m e r 

w e a v e . A l t h o u g h t h e s e d i f f e r e n c e s s h o u l d b e r e s o l v e d , i t m i g h t n o t b e 

p o s s i b l e t o d o s o if t h e y a r e r e l a t e d t o i n - p l a n t p r o c e s s i n g . B y f a r , t h e s e 



30 

cab les a r e p e r f o r m i n g b e t t e r than any o t h e r s t e s t e d to da t e in t e r m s of t h e i r 
ab i l i ty to hold high vo l t age wi th m i n i m u m or no b r e a k d o w n . None of t h e s e 
cab les a r e or have been s e a l e d f r o m the m o i s t u r e in the a i r , so t h e s e t e s t 
r e s u l t s a l s o s u p p o r t the c o n c l u s i o n tha t r e s i d u a l m o i s t u r e a t 700°F is not a 
s e r i o u s p r o b l e m . 

The d e t e c t o r - c a b l e t e s t p r o g r a m s at both R e u t e r - S t o k e s 
and W e s t i n g h o u s e have e n c o u n t e r e d de l ays b e c a u s e of c a b l e - a s s e m b l y de fec t s 
as a r e s u l t of t e s t i n g . N e i t h e r p r o g r a m was c o m p l e t e d t h i s m o n t h as had 
b e e n expec t ed o r i g ina l l y . 

(b) C i r c u i t s . The z e r o offset, r e p o r t e d in A N L - 7 5 7 7 , in 
the r e c o r d e r output of the Gulf G e n e r a l A tomic (GGA) l i n e a r channe l w a s 
i so l a t ed and c o r r e c t e d . It was found tha t the r a t h e r l a r g e load c u r r e n t s f r o m 
the b i s t a b l e t r i p a m p l i f i e r s w e r e caus ing a suff ic ient vo l t age d r o p along the 
c o m m o n p o w e r - s u p p l y r e t u r n l ine to accoun t for the z e r o offset . The i s o l a 
t ion of the l i n e a r - c h a n n e l a m p l i f i e r output f r o m the c o m m o n r e t u r n l ine 
solved the z e r o - o f f s e t p rob le ra . GGA wi l l c o r r e c t the l i n e a r - c h a n n e l d r a w 
ings to r e f l ec t t h e s e c h a n g e s . The p e r i o d - r e c o r d e r output s igna l on the 
w i d e - r a n g e channel w a s s i m i l a r l y i s o l a t e d f r o m the c o m m o n r e t u r n l i ne . 

The r e c o r d e d r e s p o n s e of the GGA l i n e a r channe l now 
i n d i c a t e s a pe r f ec t o n e - t o - o n e c o r r e s p o n d e n c e wi th the E B R - I I l i n e a r channel 
wi thout any c o r r e c t i o n . The l i n e a r - c h a n n e l r e c o r d e r output s i g n a l v a r i e s 
by ±1.1% of full s c a l e at cons tan t r e a c t o r power and exac t l y a g r e e s wi th the 
v a r i a t i o n in the E B R - I I l i n e a r - c h a n n e l r e c o r d e d s igna l . Da ta now i n d i c a t e 
tha t the r e c o r d e d p e r i o d s igna l i s f luc tuat ing a r o u n d plus and m i n u s infinity 
when the r e a c t o r i s running at cons t an t power , as would be expec ted , and not 
a round an a p p r o x i m a t e l y pos i t ive 1 5 0 - s e c p e r i o d a s found f r o m p r e v i o u s da ta 
due to the z e r o offset. T h e r e f o r e , it is a p p a r e n t t ha t the p r o b l e m wi th the 
p e r i o d - r e c o r d e r - s i g n a l z e r o offset h a s been so lved . 

An analog r e c o r d i n g of the GGA l o g - c o u n t r a t e (LCRM) 
and log campbe l l i ng (LAMS) output s i g n a l s t aken du r ing a r e a c t o r shutdown 
showed tha t the s lope of the L C R M and LAMS r e c o r d e r output c u r v e s w e r e 
not the s a m e , but they should be . As the LCRM output w a s checked a g a i n s t 
c a l i b r a t i o n s igna l s j u s t p r i o r to the shutdown, it i s a s s u m e d to be c o r r e c t . 
T h e r e f o r e , it i s deduced tha t the L A M S - r e c o r d e r output s igna l h a s e i t h e r 
dr i f ted out of c a l i b r a t i o n dur ing the pas t y e a r o r w a s n e v e r ad jus t ed c o r 
r e c t l y in the f i r s t p l ace , due to the l a r g e n o i s e s i g n a l s o r i g i n a l l y p r e s e n t . 
This m i s a l i g n m e n t i s p robab ly the r e a s o n tha t l i t t l e , if any, o v e r l a p 
a p p e a r e d to ex i s t be tween the LCRM and LAMS s i g n a l s a s r e c e n t l y r e p o r t e d . 
Actua l ly , an o v e r l a p of about a d e c a d e and a half can p r o b a b l y be ach ieved , 
as IS ind ica ted by the new da ta . A s lope ^nd b i a s a d j u s t m e n t of t he LAMS-
r e c o r d e r output was m a d e , and the o v e r a l l s i g n a l l e v e l i n c r e a s e d by a 
fac tor of ten . The LCRM s igna l l e v e l w a s i n c r e a s e d by a f ac to r of t en at 
the s a m e t i m e . The no i s e m the r e c o r d e d L C R M output s igna l i s now l e s s 
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than ±0.06% of full-scale, or ±1.1% of the reading in the clamped condition, 
and is a t rue indication of residual system noise. The LAMS recorded output 
signal var ies by less than ±5% of the reading, or +0.3% of full-scale at a 
constant reactor power. Surprisingly, the slope of the LAMS output signal is 
still in e r r o r by a measurable amount. The cause must be investigated because 
the slope misalignment was adjusted less than 10 days before the data were 
taken. However, it is clear that the e r ra t ic LCRM- and LAMS-recorder 
output signals no longer exist. 

The log-level slope was reported to be off by about 
0.7% of full-scale, or about 15% of the reading; however, the 0.7% of full-
scale e r r o r is well within the specification for this channel. A slope 
adjustment was made to the channel using revised calibration data supplied 
by the manufacturer . The log-level output of the GGA channel now indicates 
a perfect one-to-one correspondence with the EBR-II linear channel. The 
largest deviations found were less than ±9% of the reading, or about ±0.4% of 
full-scale. This is about the limit of precision that can be expected from this 
type of 10-decade display. The log-level signal var ies less than ±5% of the 
reading or ±0.2% of full-scale, at constant reactor power. 

To reduce further the stray noise signals being injected 
into the system on the shielded twisted pairs recommended by the manufac
tu re r , all signal cables between the preamplifier and the channel electronics 
were changed to coaxial cables. In addition, flexible conduit was placed 
around these cables from the preamplifier to the junction box at the reactor-
building penetrations. These changes significantly reduced the noise at the 
preamplifier output. The pr imary noise eliminated was 60 cycles (22 to 
6 mV rms) being injected on the ±15 V lines. 

As a resul t of the cable changes, channel alignment, 
and recorder output signal level increases made recently, the GGA 10-
decade neutron monitor is performing adequately. More reactor startup 
data a re urgently needed to evaluate fully the effects of these improvements 
on channel performance. 

b. F F T F Instrumentation (R. A. Jaross) 

(i) In-core Flowmeter Development (for FFTF) 

Last Reported: ANL-7577, pp. 47-50 (April-May 1969). 

(a) Flow-sensor Feasibili ty Studies. A static sodium tank 
and bellows testing rig was modified for droptests of probe-type flowsensors 
in h igh- tempera ture sodium. 

A number of drops in air were made to check the 
mechanism and velocity-measuring system. Although the drop mechanism is 
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a free device, the spring-loading effect of the three bellows when they are 
expanded provides an initial acceleration greater than that due to gravity. 
The drop tube moves approximately 26 in. downward before the shock 
absorbers are contacted. The velocity-measuring system uses a magnetic 
pickup that moves with the drop tube past a ser ies of 10/32 x 2-in. steel 
machine screws equally spaced 3 in. apart over a 24-in. span. Other com
ponents of the system include; a decade amplifier that also functions as a 
limiter between the magnetic pickup and the f irs t-pulse generator, two 
pulse generators in cascade to modulate the grid or cathode of an oscil lo
scope with a known time base as an indicator, and a scope camera to obtain 
a single-sweep picture from which data can be obtained for use in calculat
ing the average velocity between the 3-in. points of the drop-tube excursion. 
In air, the drop through 24 in. takes 245 msec; the average velocity of the last 
6 in. is 11.1 f t /sec. 

The drop mechanism has been installed over the sodium 
tank. Although the velocity-measuring equipment has not yet been connected, 
several drops in sodium appeared to be slightly slower than in air . The 
speed might be improved by evacuating the sodium tank partially. 

Three identical Inconel coil forms have been made for 
the eddy-current probe. One coil form, designated No. 2, has five coils 
coaxially located as P r i . #1, Sec. #1, Pr i . #2, Sec. #2, and P r i . #3. Each 
coil has 410 turns (± one turn) of l6-mil 20%-silver wire that is clad with 
nickel and coated with ceramic. All coils are 7 / l6- in . ID x 29/32-in. OD x 
l /2- in . wide, and each is spaced coaxially by a solid l / l6 - in . - th ick Inconel 
spacer. The three primary coils are connected in opposing ser ies to give a 
radial-flux field in each secondary. The two secondary coils a re connected 
in aiding ser ies . This coil assembly has been tested in the oscillating test 
mechanism with a l /32-in.-wall Type 304 stainless steel tube over the coil 
assembly and moving in unison with it inside a 2-in. OD x 1-in. ID 6061T6 
aluminum tube. With 2.09-ft/sec peak velocity and 300-mA rms pr imary 
current, a 24-mV peak-to-peak maximum signal was obtained from the 
secondaries with frequencies from 150 to 180 Hz. The sensitivity is about 
10% more than expected. This coil assembly is being coated with ceramic, 
filled, and cured; it should be useful to at least 1000°F. It will be the first 
coil tested in the droptest rig. 

A second Inconel coil form, designated No. 3, was wound 
identically to No. 2 except that the two secondary coils each have approxi
mately 1550 turns of ceramic-coated copper wire of 5-mil diameter 
(AWG36). This coil assembly is being tested in the oscillating test apparatus, 
but sensitivity measurements have not yet been made. This probe, which 
should be useful to 800°F, was made as a backup probe for No. 2. 

Leads from the top of the drop-test apparatus down to 
the coil assembly will be two twisted pairs of f iberglass-insulated copper 
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wire of 32-mil diameter (AWG20); each pair will be in a l /4- in . Type 304 
stainless steel tube lined with fiberquartz sleeving. 

We have obtained one sample piece of Supramica-
620, a machinable ceramic , large enough for a five-section coil form as 
No. 2 above. A ceramic coil form will simplify the insulation problem. 

The fabrication of the three different permanent-
magnet, solid-configuration, l - in .-OD, cylindrical flow-sensor designs is 
nearing completion. The components a re ready for final assembly and 
welding. When inserted and welded in the end of the flow-sensor cylinder, 
the end bushing will be welded to a l- in.-OD, 13-ft-long tube as required 
for droptests in the sodium tank. 

The lead end of the flow sensors will be modified later 
for tes ts in an existing low-temperature , 30-gpm sodium loop (being 
modified as a backup to the droptest tank) and/or the 250-gpm CAMEL loop. 

(ii) Failed-fuel Location Method (E. S. Sowa) 

Last Reported: ANL-7577, pp. 51-52 (April-May 1969). 

(a) Gas-disengagement Tests . High-speed (8000 f r a m e s / 
sec) photographs were taken of gas bubbles injected into water flowing at 
0, 1, 2, 6 and 10 f t / sec . These photographs were taken in the glass test 
apparatus constructed for studying the gas injection. The gas-injection 
region was an exact replica of the injection-capsule configuration in the 
Fuel Fai lure Detection Loop (FFDL). 

Analyses of the films show that bubble size depends 
strongly on the velocity of the fluid moving in the channel. Bubble size 
ranged from < 1.0 mm at 10 f t /sec to ~1.5 cm at 0, 1, and 2 f t /sec. Thus, 
because low-flow tests in the FFDL would not be meaningful unless proper 
fragmentation of bubbles is effected, the low-flow tests have been postponed 
until a proper bubble-fragmentation system is installed in the loop. 

To attempt fragmentation of the injected gas into small 
bubbles, cavitation produced by ultrasound was attempted in the water 
system. For this, a 500-W magnetostrict ive transducer was connected with 
an exponential horn to a quarter-wavelength double-cantilever resonator. 
One end of the resonator protruded into the interior of the flow channel and 
also supported the injected capsule. The gas was admitted through a hollow 
channel along the central axis of the resonator. With approximately 500 W 
of excitation supplied to the t ransducer at 25 kHz, tes ts with water flowing 
at 2 f t / sec showed no fragmentation of the gas (although outgassing of the 
water provided evidence of ultrasound input). 
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A second method for bubble fragmentation was tr ied. 
It employed a venturi res t r ic t ion above the point of gas injection. A plastic 
venturi, whose throat was roughened to produce high turbulence, was con
structed and tried in the water system. The tes ts were successful. Bubble 
fragmented into sizes of < 1.0 mm with water velocities of 1 and 2 f t /sec . 
Thus a stainless steel venturi insert is being constructed for installation in 
the FFDL. 

c. EBR-II In-core Instrument Test Facility (E. Hutter) 

(i) Pre l iminary Study of Various Concepts (O. S. Seim, 
T. Sullivan, and J. Pardini) 

Last Reported: ANL-7577, pp. 52-53 (April-May 1969). 

Evaluation of various concepts of instrument test thimbles 
has continued. Most of the effort has been devoted to the concept in which 
cooling is accomplished with primary-tank bulk sodium and the ambient 
primary sodium serves as a heat sink. 

Temperature calculations were made for an open bundle 
of typical instruments (thermocouples) in an argon environment in the EBR-II 
core. The results of the calculations showed that the gamma heat generated 
within the instruments must be dissipated pr imari ly by thermal radiation and 
that the resultant high temperature levels when the clearance between the 
sensor and the thimble is large may preclude performance of some desirable 
tes ts . Therefore, further calculations were made for a concept of multiple 
sensor thimbles. The results of these calculations indicated that the maxi
mum temperature of a typical thermocouple can be varied from about 850°F 
to over 1300°F if appropriate flow control can be achieved. 

The results of preliminary hydraulic calculations indicated 
that the pressure drop in the thimble coolant passages is high enough to 
make use of the coolant flow from the reactor h igh-pressure inlet plenum 
desirable. This applies when using one or more of the larger sensor tubes 
or a number of the smaller sensor tubes. The resul ts of the hydraulic 
calculations also showed that, because the test heat load within the thimble 
is small compared to the heat load of the thimble hardware, the flow-control 
device can be used with a variety of thimble configurations. 

^- Fuel Handling, Vessels, and In ternals - - Core Component Test Loop (CCTL) 
(R. A. J a r o s s ) ' 

Last Reported: ANL-7577, pp. 53-54 (April-May 1969). 

Although the valve and its associated inlet pipe have been removed 
for more complete examination, the exact cause of the sodium leakage 
associated with the CCTL cold-trap sodium throttle valve has not been yet 
determined. 



a. Mater ia l -proper ty Measurements 

Pre l iminary measurements of tensile strength, yield strength, 
and percent elongation have been made of 2-in. and 4-in. pipe removed from 
CCTL. The 2-in. sample tested was from near the 2-in. failed valve, but 
was sound pipe unaffected by the corrosion products produced by the leak; the 
4-in. pipe was removed from the CCTL pump outlet adjacent to the electro
magnetic flowmeter. The proper t ies are well within the statistical range 
of data in MSA-69-42 for mater ia l that had been exposed to 1200°F sodium 
(CCTL was at 1060°F). 

The behavior of the Type 304 stainless steel aircraft cable dis
cussed in ANL-7577 is peculiar to the hard-drawn, high-tensile strength, 
finely stranded aircraf t cable. The piping of CCTL is not affected by sodium 
to increase br i t t leness and reduce tensile strength as was the aircraft cable. 
These prel iminary measurements serve as the basis for proceeding with 
other CCTL mechanical work. 

D. Systems and Plant--LMFBR 

1. 1000-MWe Plant 

a. Contract Management, Technical Review, and Evaluation 
(L. W. Fromm) 

Last Reported: ANL-7561, pp. 24-25 (March 1969). 

All work by the contractors has been completed except for the 
publication and t ransmi t ta l of two document^ (Task-IV reports from Babcock 
& Wilcox and Atomics International) both of which are in the process of 
publication. 

Patent clearance has been received on the Task-II, -III, and -IV 
repor ts of General Electr ic , which were released for publication and external 
distribution. 

A plan has been developed for the evaluation of all reports from 
the contrac tors , and the technical specialists are evaluating the documents. 
A few evaluations have been drafted and are being reviewed. 
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E. E B R - I I 

1. R e s e a r c h and D e v e l o p m e n t 

a. R e a c t o r E x p e r i m e n t a l S u p p o r t - - R e a c t o r A n a l y s i s and T e s t i n g 
(R. R. Smi th) 

(i) N u c l e a r A n a l y s i s and Safety 

L a s t R e p o r t e d : A N L - 7 5 7 7 , pp. 6 1 - 6 4 ( A p r i l - M a y 1969). 

(a) Des ign and In i t i a l C a l i b r a t i o n of S t a i n l e s s S tee l D r o p 
Rod (R. W. H y n d m a n and J . K. Long) 

A s t a i n l e s s s t ee l d r o p rod h a s been in u s e in c o n t r o l -
rod loca t ion No. 1 to p r o v i d e a s m a l l , p r o m p t r e a c t i v i t y s t ep for k i n e t i c 
s t u d i e s . The rod con ta ins a 1 2 - i n . - l o n g s t a i n l e s s s t e e l rod bundle wh ich , 
when d r o p p e d out of the c o r e , r e m o v e s r e a c t i v i t y in the p a t t e r n d e s c r i b e d 
by Hyndman and N icho l son .* S ince the ve loc i ty of the rod i s s low at the 
s t a r t and at the end of the rod t r a v e l , the r e m o v a l of r e a c t i v i t y w a s s p r e a d 
out ove r about 250 m s e c , with a s lowly v a r y i n g ta i l at e a c h end. Subsequen t 
i n v e r s e k i n e t i c s i n t e r p r e t a t i o n of the r e s u l t i n g p o w e r t r a c e s w a s l i m i t e d to 
t i m e cons t an t s of the o r d e r of l / 4 s ec b e c a u s e of the d i s t r i b u t i o n of r e a c 
t iv i ty changes dur ing the d r o p . 

A r e d e s i g n e d rod bundle or g roup of bundles t h e r e f o r e 
w a s sought in which r e a c t i v i t y changes of v a r i o u s s e g m e n t s would c a n c e l 
each o the r dur ing the l o w - v e l o c i t y p o r t i o n s of the rod t r a v e l . Ef fec t ive 
r e a c t i v i t y changes would then t ake p l a c e in a s h o r t e r t i m e i n t e r v a l , and the 
rod d rop would m o r e c l o s e l y a p p r o x i m a t e a s t ep change in r e a c t i v i t y . 

The w o r t h s of s u b s t i t u t i o n s of s t a i n l e s s s t e e l for s o 
d ium at a c e n t r a l - r o d l oca t i on w e r e t aken f r o m Z P R - 3 c r i t i c a l - a s s e m b l y 
da t a .** After the da ta w e r e modi f ied to a c c o u n t for t he fact t ha t the Z P R - 3 
da ta w e r e t a k e n with a m o c k u p of s o m e w h a t d i f fe ren t s i z e than the p r e s e n t 
E B R - I I conf igura t ion , the c u r v e shown in F i g . I . E . I w a s adopted to r e p r e 
sent the w o r t h of the subs t i tu t ion . 

The c o n s t r a i n t s and condi t ions p l a c e d on the r e d e s i g n 
of the rod w e r e as fol lows. The lower a d a p t e r w a s to r e m a i n unchanged , the 
pos i t i on and length of the rod bundle could be changed, the p o s i t i o n of the 
uppe r fol lower could be changed, and one add i t i ona l fo l lower of u n d e t e r m i n e d 
length and pos i t ion , but having the s a m e dens i t y a s the rod bundle , could be 
i n s e r t e d . 

•Hyndman, R. W., and Nicholson, R. B., The EBR-II Feedback Function. ANL-7476 (July 1968). 
Keeney, W. P., and Long, J. K., Idaho Division Summary Report for July, August, September 1960 
ANL-6301, ' • _ ^ 
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M 0 1 E I UP OR DOflH F K K CEHTER KtMi 

Fig. I.E.I. Worth of Stainless Steel Substituted for Equal Volume of Sodium 
(9 kg of stainless steel = volume of 1 kg of sodium " 1150 cc; 
radius - "8.2 in.; reactor assumed to be symmetrical about 
center plane) 

With the opt ions open on the lengths and p o s i t i o n s of 
the s t a i n l e s s s t e e l s e g m e n t s of the rod, t h e r e a r e a l a r g e n u m b e r of c o m 
b ina t i ons w h o s e p a t t e r n of w o r t h could be i n v e s t i g a t e d . A c o m p u t e r s u r v e y 
of w o r t h p a t t e r n s t h e r e f o r e w a s c a r r i e d out to s e l e c t those p a t t e r n s which 
p r o d u c e d neg l ig ib le r e a c t i v i t y changes in the f i r s t and l a s t few inches of 
t r a v e l , avo ided any p o s i t i v e p u l s e , and had a to ta l w o r t h l a r g e enough to 
a l low meaningfu l a n a l y s i s . The s u r v e y led to the s e l e c t i o n of the rod shown 
in F ig . I . E . 2 . The rod w a s d e s i g n e d to be d ropped f rom 13 in. rather than 
the full 14 in. so that p o s s i b l e a s y m m e t r i e s in flux could be c o m p e n s a t e d 
for by m a k i n g s l ight a d j u s t m e n t s in d r o p he ight . 

A rod with the f e a t u r e s shown in F ig . I .E.2 was f a b r i 
ca t ed , and w a s i n s t a l l ed in Run 35. The or i f i ce was des igned for a low 
coolan t flow (4 gpm) to r e d u c e t e m p e r a t u r e g r a d i e n t s be tween the rod and 
ad j acen t s u b a s s e m b l i e s . 

P r e l i m i n a r y c a l i b r a t i o n of the new rod w a s done by 
r o d - d r o p m e t h o d s . The r e s u l t s of the c a l i b r a t i o n a r e shown in F ig . I .E .3 
t o g e t h e r with the c a l i b r a t i o n p r e d i c t e d f r o m the c r i t i c a l - e x p e r i m e n t da ta . 
Although the c r i t i c a l e x p e r i m e n t s e e m s to p r e d i c t a h i g h e r w o r t h , the d i s 
a g r e e m e n t in s c a l e is not s u r p r i s i n g in view of known d i f f e r ences be tween 
the g e o m e t r y of the c r i t i c a l a s s e m b l y and of E B R - I I a s of now. The 6-Ih 
to ta l w o r t h of the rod is expec ted to be sufficient for a n a l y s i s of the r o d -
d r o p e x p e r i m e n t s . The g e n e r a l shape of the m e a s u r e d c a l i b r a t i o n is con
s i d e r e d v e r y s a t i s f a c t o r y b e c a u s e it i n d i c a t e s that r e a c t i v i t y changes a r e 
ef fec t ive ly confined to rod p o s i t i o n s r ang ing be tween 3 and 8 in. f rom full 
i n s e r t i o n , a r eg ion t r a v e r s e d by the rod in l e s s than 90 m s e c . 
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Fig. I.E.2. Comparison of Design Features of Original and Redesigned 
Stainless Steel Drop Rods (all dimensions are in inches) 

MEASURED DISTANCE FROM F U L L INSERTION, I 

Fig. I.E.3. Measured and Calculated Worths of Redesigned Stainless Steel 
Drop Rod as a Function of Distance from Full Insertion 
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b. Nuclear Analysis Methods Development 

Last Reported: ANL-7577, pp. 64-75 (April-May 1969). 

(i) Developments in Bowing Programs BOW-IV and BOW-V 
(D. Kucera) 

The BOW-IV CDC-3600 program has been completed. This 
program, the successor to the bowing code BOW-III, contains an iterative 
procedure that produces final configurations in complete load equilibrium. 
With this improved procedure, BOW-IV becomes the first of the bowing pro
grams to reflect the chosen physical bowing model truly. BOW-IV has been 
tested for input values corresponding to power levels ranging from 0 to 
135 MW in EBR-II Run 25. 

BOW-IV contains the assumption of incompressibili ty of 
all subassembly tops regardless of imposed loads, which requires an exten
sive amount of complex programming. Since incompressibility formally 
may be considered a special case of compressibility, the less complex con
ditions for compressibil i ty a re equally useful. These conditions, more 
general and simpler, were incorporated into the program to provide a ver 
sion designated BOW-V. 

BOW-V is nearly a third shorter than BOW-IV, operates 
more rapidly, and is in total agreement with BOW-IV for the incompressible-
top case of EBR-II Run 25. BOW-V requires about 1.6 sec per iteration, 
with convergence attained in 11 iterations in the worst case studies so far 
and about four i terat ions for a typical case^ Debugging of BOW-V through 
dras t ic variat ions in input has begun. 

(ii) Reactivity Effects of Utilizing Space-energy-weighted 
MHitigroup Cross Sections for Nickel- and Steel-reflected 
EBR-II Type Systems (D. Meneghetti and K. E. Phillips) 

The comparative reactivity effects of utilizing various num
bers of spatially dependent coarse c ross-sec t ion sets to simulate fine-
energy spatially dependent analysis of EBR-II type systems have been cal
culated The spatially dependent fine-energy-detailed neutron-flux spectra 
for the simulated applied source solutions were discussed in ANL-7577, 
pp 69-73. which also showed the effects of various numbers of collapsed 
coarse-group sets on the corresponding coarse-group leakages from core 
to reflector. In the calculations, the energy range from 2.1 keV to 1.35 MeV. 
comprising the region of the resonance-scat ter ing effects, was subdivided 
into fine-energy groups. The systems calculated simulated an approximate 
core composition of the EBR-II radially surrounded by 25 cm of either 
n ickel- r ich or stainless s tee l - r ich reflector followed by essentially a 
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d e p l e t e d - u r a n i u m b lanke t 10 c m th ick . The 2 5 - c m - t h i c k r e f l e c t o r c o n s i s t e d 
of two r e g i o n s , one 10 c m and the o the r 15 c m thick, with the i n n e r r eg i o n 
hav ing a h ighe r s o d i u m content . In the c a s e of the n i c k e l - r i c h r e f l e c t o r , 
the a p p r o x i m a t e a t o m i c d e n s i t i e s for the two r e g i o n s , r e s p e c t i v e l y , in un i t s 
of 10 a t o m s / c m , a r e ( l ) sod ium, 0.003; n icke l , 0 ,073; and s t a i n l e s s s t ee l , 
0.006; and (2) sod ium, 0.0016; and n icke l , 0 .085. F o r the s t a i n l e s s s t e e l -
r e f l e c t e d c a s e , the a p p r o x i m a t e a t o m i c d e n s i t i e s for the two r e g i o n s a r e 
( l ) sod ium, 0.003; and s t a i n l e s s s t ee l , 0.074; and (2) sod ium, 0.0016; and 
s t a i n l e s s s t ee l , 0.080. 

The f i n e - e n e r g y - d e t a i l e d n e u t r o n - f l u x so lu t ions d e s c r i b e d 
in A N L - 7 5 7 7 w e r e used toge the r with the c o r r e s p o n d i n g f i n e - e n e r g y -
d e t a i l e d c u r r e n t s a s weight ing f a c t o r s in s p a c e - e n e r g y c o l l a p s e of fine 
c r o s s - s e c t i o n de ta i l to c o a r s e - g r o u p c r o s s s e c t i o n s . The f i ne -de t a i l ed 
e n e r g y r a n g e f r o m 1.35 MeV down to 2.1 keV was c o l l a p s e d into e leven 
h a l f - l e t h a r g y i n t e r v a l s and one i n t e r v a l of unit l e t h a r g y . 

Co l l ap sed c o a r s e - g r o u p c r o s s s e c t i o n s c o r r e s p o n d i n g to 
each of 63 m e s h pos i t i ons in the o n e - d i m e n s i o n a l c y l i n d r i c a l s y s t e m , to 
each of 11 s u b r e g i o n s ( t h ree in the c o r e , t h r e e in each of the two r e f l e c t o r s , 
and two in the b lanket ) and to four m e s h p o s i t i o n s (at the c e n t e r of each of 
the four r eg ions ) w e r e u t i l i zed to c a l cu l a t e s o u r c e - i t e r a t i v e ( i . e . . k rf) 
c o a r s e - g r o u p so lu t ions . 

F o r c o m p a r i s o n , c o r r e s p o n d i n g s o u r c e - i t e r a t i v e r e s u l t s 
w e r e ob ta ined th rough a s impl i f ied a p p r o a c h b a s e d on the a s s u m p t i o n of 
fundamenta l m o d e in the c o r e and of z e r o buckl ing in o the r r e g i o n s . In th i s 
a p p r o a c h , c o l l a p s e d c r o s s s e c t i o n s w e r e d e r i v e d by us ing ( l ) an a s s u m e d , 
s impl i f i ed c e n t r a l - p o i n t f ine-f lux so lu t ion a s a c r o s s - s e c t i o n weight ing 
s p e c t r u m for the e n t i r e c o r e r eg ion and (2) s impl i f ied z e r o - b u c k l i n g f ine-
flux so lu t ions a s c r o s s - s e c t i o n weight ing s p e c t r a for the two r e f l e c t o r 
r e g i o n s and the b lanket r eg ion . The extent to which the r e s u l t s ob ta ined by 
th i s s impl i f i ed a p p r o a c h c o m p a r e s wi th the r e s u l t s obta ined by u s e of 
63 c o a r s e - g r o u p s e t s is a m e a s u r e of w h e t h e r ex tens ive s p a c e - e n e r g y 
a n a l y s i s i s r e q u i r e d for a given s i tua t ion . 

E s t i m a t e s of dev ia t ions in r e a c t i v i t y r e s u l t i n g f r o m u s e of 
the v a r i o u s se t a p p r o x i m a t i o n s r e l a t i v e to the u s e of 63 c r o s s - s e c t i o n s e t s 
a r e l i s t ed for the two s y s t e m s in Tab le I . E . I . 

TABLE I.E.I. Percent Deviation in Reactivity 
with Number of Cross-section Sets^ 

(coarse-group calculation) 

System 1 1 Sets 4 Sets 4 Sets^ 

Ni-rich Reflected 0.00 -O.IO -0.16 
SS-rich Reflected 0.00 -0.11 -0.34 

^Relative to use of 63 cross-section sets: [(k - k^sj/k^j] x 100. 
By approach using simplified weighting. 
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( i i i ) W o r t h of N i c k e l R e f l e c t o r ( B . R . S e h g a l ) 

A s e t of c a l c u l a t i o n s w a s m a d e f o r Z P R - 3 A s s e m b l y 6 F t o 

g a i n i n f o r m a t i o n o n t h e e x p e c t e d w o r t h of a n i c k e l r e f l e c t o r i n E B R - I I . 

T h e r e a c t i v i t y of Z P R - 3 A s s e m b l y 6 F , w h i c h i s s i m i l a r t o 

E B R - I I i n c o m p o s i t i o n a n d s i z e , w a s c a l c u l a t e d flrst f o r t h e c a s e s of a 

d e p l e t e d - u r a n i u m b l a n k e t a n d of a n i c k e l r e f l e c t o r c o n t a i n i n g 80 v / o n i c k e l , 

7 v / o s t a i n l e s s s t e e l , a n d 13 v / o s o d i u m . T h e c o m p o s i t i o n s a n d s i z e s of 

t h e c o r e a n d t h e b l a n k e t ( o r r e f l e c t o r ) r e g i o n s u s e d in t h e c a l c u l a t i o n s a r e 

g i v e n i n T a b l e I . E . 2 . 

T A B L E I . E . 2 . S p e c i f i c a t i o n s for Z P R - 3 A s s e m b l y 6 F 

G e o m e t r y ; S p h e r e 
R a d i u s of Reg ion I ( c o r e ) : 22 .995 c m 
R a d i u s of Reg ion 2 (b lanke t ) : 53 .495 c m 

I s o t o p e 

Z35u 

A l 
F e 
C r 
Ni 
M n 
N a 

Reg ion 

C o r e 
Reg ion I 

0.006727 
0 .007576 
0.000069 
0 .019019 
0 .007712 
0 .001918 
0 .000839 
0 .00008 

C o m p o s i t i o n s (atoms/b-

D e p l e t e d - u r a n i u m 
B l a n k e t 

Reg ion 2 

0 .000089 
0 .040026 

0 .001359 
0 .004539 
0.001129 
0 .000494 

" ' 

.cm) 

Nickel Reflector 

Region 2 

-

0.004305 
0.001134 
0.073557 

0.003302 

The b r o a d - g r o u p c r o s s s e c t i o n s for the c o r e m a t e r i a l , the 
d e p l e t e d - u r a n i u m blanket , and the n icke l r e f l e c t o r w e r e obta ined th rough 
1 r M r ^ » u s i n e the E N D F / B da t a . Z e r o buckl ing was a s s u m e d for 
Z d : p l e t ^ d - u r a n ^ u . ^ b lanke t a / d the n icke l r e f l e c t o r , and c r i t i c a l buckl ing 
for l e c o r e m a t e r i a l . The S N A R G - I D c o d e - w a s used to " ^ ^ - ' - / ; « 
r e a c t i v i t y , and the m o d e l of the Z P R A s s e m b l y 6F was a s s u m e d to be a 
h o m o g e n e o u s t w o - r e g i o n s p h e r e . 

T h e r e s u l t s of the c a l c u l a t i o n s of r e a c t i v i t y a r e r e p o r t e d 

in T a b l e I E . 3 . F o r th i s s i m p l e s y s t e m , the c a l c u l a t e d w o r t h of the m c k e l 

r e f l e c t o r i s . 4 . 2 6 % h ighe r than that of the d e p l e t e d - u r a n i u m b lanke t . 

•Toppel, B.I., Rago. A. L.. and O'Shea. D. M.. MC .̂ A Code to Calculate Multigroup Cross Sections. 

**Zy.'G'rr^. -l.T- 1 - - - — ' Discrete^rdinate. Transport-theory Program (or the 

CDC-3600, ANL-7221 (1966). 
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TABLE I.E.3. Results of Reactivity Calculations 
for ZPR-3 Assembly 6F 

System keff 

With Depleted-uranium Blanket 
With Nickel Reflector 

Akeff 

1.00884 
1.05141 

+ 0.04257 

(iv) Two-dimensional Spatial Variation of Fission Rate in 
EBR-II (L. B. Miller and R. E. Jarka) 

The EBR-II core loading is changed, on the average, every 
ten days. These changes represent insertion, removal, and relocation of 
metal-driver-fuel subassemblies, oxide and carbide experimental-fuel 
subassemblies, fertile-blanket subassemblies, s t ructura l -mater ia l experi
ments, and other experiments and instrumentation. 

Driver Fuel 
Control Rod 
Experiment 

S - Safety Rod 
i - i Looded Driver 
R- Replocement 

Locations for 
Calculations 

Fig. I.E.4. Core Loading for EBR-II Run 32D 

F i g u r e I .E .4 shows the 
loading p a t t e r n for E B R - I I Run 32D. 
E a c h of the d r i v e r fuel e l e m e n t s has 
a d i f fe ren t h i s t o r y of e x p o s u r e to 
n e u t r o n flux, and t h e r e f o r e h a s dif
f e ren t a t o m i c d e n s i t i e s of ^^'U, "^V, 

U, and f i s s ion p r o d u c t s . T h i s 
g r o s s l y h e t e r o g e n e o u s d i s t r i b u t i o n 
of fuel and m o d e r a t i n g m a t e r i a l 
p r o d u c e s s u b s t a n t i a l spa t i a l power 
v a r i a t i o n s in the r e a c t o r c o r e and 
inne r b lanke t . T h e s e v a r i a t i o n s 
m u s t be wel l u n d e r s t o o d so that 
l oca l o v e r p o w e r can be p r e v e n t e d 
by r e a r r a n g i n g the c o r e conf igu ra 
t ion or changing the or i f ice s i ze on 
one or m o r e s u b a s s e m b l i e s . 

A n a l y s i s of a c o r e conf igura t ion usua l ly involves the execu 
t ion of a t w o - d i m e n s i o n a l d i s c r e t e - o r d i n a t e t r a n s p o r t ca l cu la t ion . F o r the 
ca lcu la t ion , the hexagonal a r r a y of s u b a s s e m b l i e s is r e p r e s e n t e d as a r e c 
t a n g u l a r a r r a y as shown in F ig . I . E . 5 . Each hexagona l s u b a s s e m b l y i s 
r e p r e s e n t e d by a c o r r e s p o n d i n g r e c t a n g l e which i s then d iv ided into four 
vo lume e l e m e n t s for the ca lcu la t ion . The r e s u l t i n g a r r a y of 1764 m e s h 
poin ts h a s been found to be sufflcient to r e p r e s e n t the r e a c t o r and yield 
r e l i a b l e va lues for the power g e n e r a t i o n i n . e a c h s u b a s s e m b l y . 
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Fig. I.E.5. Rectangular Representation of Run-32D 
Loading Used in Calculation of SpaUal 
Power Variations 

s u b a s s e m b l i e s with ox ide- fue l e x p e r i m e n t a l s u b a s s e m b l i e s . The pos i t i ons 

of the p r o p o s e d subs t i t u t i ons a r e ind ica ted in F ig , I .E . 5 a s R, and Rf. 

The a t o m i c d e n s i t i e s of each 
s u b a s s e m b l y , as c a l c u l a t e d f rom 
the we igh t s of the s u b a s s e m b l y c o m 
ponen t s at the t i m e of f ab r i ca t ion 
and the s u b s e q u e n t b u r n u p . a r e u s e d 
in the ca l cu l a t i o n . S i x - g r o u p and 
2 2 - g r o u p s e t s of c r o s s s e c t i o n s 
a v e r a g e d over the s p e c t r a of the 
c o r e and blanket r e g i o n s by the MC 
code a r e u sed . 

A s e r i e s of t r a n s p o r t c a l c u 
l a t i ons w e r e p e r f o r m e d to d e t e r m i n e 
the p e r t u r b a t i o n in loca l f i s s ion 
r a t e s that would be c a u s e d by r e 
p lac ing e i t h e r one b lanke t s u b a s 
s emb ly o r two ad jacen t b lanke t 

The r e s u l t i n g i n c r e a s e in 
p o w e r in the ad jacen t fuel e l e m e n t s can be 
seen f rom p lo t s of the power along the y c o 
o r d i n a t e s H a n d 8 and the x c o o r d i n a t e 2 1 . 
F i g u r e I .E .6 shows the power a long y c o o r 
d ina te 11 with the b lanke t e l e m e n t s in p l a c e , 
with one b lanke t e l e m e n t (Rj) r e p l a c e d by 
an oxide-fuel e x p e r i m e n t a l s u b a s s e m b l y , and 
with t w o b l a n k e t s u b a s s e m b l i e s (Rj and R4) 
r e p l a c e d . T h i s is a plot of the power in the* 
E B R - I I d r i v e r fuel e l e m e n t s at the edge of 
the c o r e . The m a x i m u m r e l a t i v e power in 
c r e a s e o c c u r s a t x c o o r d i n a t e 20. The in 
c r e a s e is 3.8% when one b lanke t s u b a s s e m b l y 
is r e p l a c e d by oxide fuel and 7,7% when two 
a r e r e p l a c e d . 

17 19 

O-SlAMCn IN POSITIONS > , > 

l -OXIOCRjaiNU, 

^ G K l D e n J a t N l ^ 4 R ^ 

_ L _u 19 21 23 2S 
X COORDINATE 

Fig. I.E.6. Power along Y Coordinate 11 

The effect on the ad jacen t 
b l anke t e l e m e n t s is m u c h l a r g e r . As is 
shown in F i g . I . E . 7 . the p o w e r in the row of 
b l anke t s u b a s s e m b l i e s ad jacen t to the row , , n =, 
in which the s u b s t i t u t i o n s a r e m a d e is i n c r e a s e d by a fac tor of 2.0 a t 
X c o o r d i n a t e 23 when one ox ide - fue l s u b a s s e m b l y is i n s e r t e d . The p o w e r 
in the ad jacen t b l anke t s u b a s s e m b l y at x c o o r d i n a t e 21 is i n c r e a s e d by a 
f ac to r of 2.5 when two ox ide - fue l s u b a s s e m b l i e s a r e i n s e r t e d . 

F i g u r e I .E .8 shows the extent to which the p e r t u r b a t i o n 
UI- f-,-*-u = ̂  rawav f rom the subs t i t u t ion r eg i o n a f fec t s the p o w e r in s u b a s s e m b l i e s f a r t h e r away i r o m uic & 
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in the radial direction. The effect of the perturbation diminishes rap
idly both in the core and in the blanket. 
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I ' I ' I ' I 
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o: 
UJ 

o 
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BLANKET 

O-BLANKET IN POSITIONS Rj&R^ 

l-OXIDERJEL IPJRj 

2-OXIOEFUEL I N R - i R . 

3 5 7 9 II 13 15 
Y COORDINATE 

Fig. LE.7. Power along Y Coordinate 8 Fig. I.E.8. Power along X Coordinate 21 

c. E q u i p m e n t - - F u e l Re la ted (E. H u t t e r ) 

(i) I m p r o v e d G r i p p e r and Holddown F o r c e - l i m i t D e v i c e s 
(W. M. Thompson , J . P a r d i n i , and G. D. G i o r g i s ) 

L a s t R e p o r t e d : A N L - 7 5 1 3 . p . 56 (Oct 1968). 

A p ro to type of the dev ice to p r o v i d e cont inuous m e a s u r e 
m e n t s of the f o r c e s appl ied by the g r i p p e r and holddown m e c h a n i s m s was 
des igned in 1967 and c o n s t r u c t e d in 1968. The b a s i c des ign concep t s w e r e 
p r e v i o u s l y r e p o r t e d (see P r o g r e s s R e p o r t s for J a n u a r y 1967. ANL-7302 , 
pp. 14-15, and F e b r u a r y 1967. ANL-7308 . pp . 3 -4) . Subsequen t t e s t i ng of 
the p ro to type to e n s u r e ope rab i l i ty , r e l i ab i l i t y , and i n t eg r i t y of the dev ice 
h a s been s a t i s f a c t o r i l y c o m p l e t e d . C e r t a i n m a x i m u m and m i n i m u m force 
l i m i t a t i o n s have not been r e s o l v e d , however , and r e q u i r e a c t u a l m e a s u r e 
m e n t s of p a c k i n g - g l a n d f r i c t ion dur ing fue l -handl ing o p e r a t i o n s T h e s e 
m e a s u r e m e n t s wi l l be obta ined f rom a field t e s t . The t e s t a l s o wi l l p rov ide 
in fo rma t ion about the e l e c t r i c a l - n o i s e condi t ions that wi l l be encoun te red . 

C o n s t r u c t i o n of the p e r m a n e n t c o n t r o l conso le for the d e 
v i ce h a s been s t a r t e d . C i r c u i t d i a g r a m s and p h y s i c a l l ayou t s showing 
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location of control components have been prepared as sketches to expedite 
fabrication. The components will be located on an instrument-mounting 
rack in the left bay of the new control cabinet that has been installed a few 
feet west of the EBR-U fuel-handling control console. All the panel space 
except the top 8|- in., which is reserved for the instrumented subassembly, 
will be devoted to the new device. This 48-in.-high panel space will contain 
five panels with attached chass is for mounting equipment. The top two 
panels, one for the gripper and one for the holddown mechanism, will con
tain force-measur ing and control amplifiers as well as force-indicating 
me te r s The next two panels will hold the relays that control the timing of 
the calibration cycle. The bottom panel will contain the common dc power 
supply for the amplifiers and a spare supply for use if the first power sup
ply fails Each chassis will be mounted on chass i s - t rack slides for easy 
accessibil i ty and will be interconnected by flexible multiconductor cables. 
Cables also will connect this panel rack with the adjacent bay, where the 
relays and circuits that interface with the fuel-handling control console 
will be located. 

Plans are being made to test this system on line without 
removing the existing force-l imit device. This test will substitute for some 
of the testing originally planned to be done with a test rig. The console, 
when completed in Illinois, will be shipped to Idaho and installed in place. 
The two potentiometers that will be temporari ly installed on the gripper 
car r iage for the field test will be permanently installed in the final mechan
ical modification. These potentiometers will be connected to the console 
for the test and will produce the same signals that a re expected after final 
installation. The equipment that interfaces with the fuel-handling control 
console will not be connected for the test; however, recording and alarnn 
devices will be temporar i ly added in the second bay to momtor the functions 
of the new sys tems . After the performance testing, the mechanical modi
fications, such as replacing the existing force springs with more sensitive 
springs and removing the calibration components and limit switches, will be 
made and the interface equipment connected. 

(U) New Control Rod Subassemblies (O. S. Seim, T. Sullivan, 
and J. Pardini) 

Last Reported: ANL-7577. p. 79 (April-May 1969). 

(a) Higher-worth Control Rod. A draft of Technical Mem
orandum 82, "Design and P r e s s u r e - d r o p Charac ter i s t ics of the EBR-II 
• Higher-worth Control Rod," was completed. Studies a re being "»ade to 
determine if two intermediate-worth control rods should be used with the 
higher-worth rods in EBR-II. The former would provide regulation, and 
the latter would provide gross reactivity control. 
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(iii) Oscillator Rod--Mark II (O. Seim. J. Pardini . and 
T. Sullivan) 

Last Reported: ANL-7577, pp. 79-80 (April-May 1969). 

The handling tool for the storage-basket adapter sleeve 
was modified, and the modified tool was tested in sodium with satisfactory 
resul t s . 
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d. New Subassemblies Design and Experimental Support 
(E. Hutter) 

(i) Irradiation Subassemblies 

Last Reported: ANL-7577, pp. 81-82 (April-May 1969). 

(a) Mark-A19A Irradiation Subassembly (O. Seim and 
E. Filewicz) 

The Mark-A19A irradiation subassembly for the core 
and the inner and outer blanket rows is a Mark-A19 subassembly that has 
been modified to achieve higher flow rates and to permit use of standard 
lower adapters . Figure I.E.9 shows the Mark-A19A irradiation subassembly 
with a core- type lower adapter. 

In the Mark-A19A design, the upper filter screen and 
lower filter section have been deleted, and an axial reflector has been 
added in the space formerly occupied by the lower filter section. An orifice 
plate can be mounted below the axial reflector to provide reduced flow. The 
capsule bundle is identical to that of the original design; it will contain 
nineteen 3/8-in.-OD by 40-in.-long test capsules, each in a shroud tube. 

The Mark-A19A subassemblies are expected to be more 
economical to build than the Mark-A19 subassemblies, and will therefore 
replace the Mark-A19 when the existing stock of nonstandard lower adapters 
used by the Mark-A19 is depleted. A model subassembly is bemg built for 
water-flow t e s t s . 

(b) Mark-J Irradiation Subassemblies (O. S. Seim and 
W. Ware) 

Approval was received from the experimenter (General 
Elec t r ic ) for construction of the Mark-J19 subassembly for their encapsu
lated h igh- tempera ture (1250°F max) fuel-irradiation experiment. 

The Mark-J37 subassembly that was intended for high-
tempera ture irradiat ion experiments with unencapsulated fuel is being 
redesigned. The redesign is necessary because the proposed pi tch-to-
d L m e t e r rat io of I . l6 (0.250-in.-dia fuel element with a 0.040-in.-dia spiral 
spacer wire) does not provide thermal-hydraul ic conditions that are typical 
of those expected in cores of commercia l fast breeder reac tors . A pitch-
to-diameter ratio of 1.2 to 1.3 is des i red. 
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e. Instrumented Subassembly (E, Hutter and A. Smaardyk) 

(i) Research and Development 

(a) Coupling Design (C. Divona and R. Brubaker) 

Previously Reported: ANL-7500, pp. 61-62 (Sept 1968). 

The original design of the instrumented-subassembly 
coupling has been modified. In the original design, the coupling was sup
ported by a spring designed to allow approximately 0.34 in. of differential 
expansion between the coupling and the extension tube of the subassembly. 
Recent calculations indicate that this clearance should be increased to 
0.50 in. to allow the subassembly to be inserted into the reactor at the 
normal rate of 15 in. /min. The redesigned coupling will use a support spring 
that will allow a differential expansion of 0.80 in. between the coupling and 
extension tube. 

The additional clearance affected the design of the 
coupling seal . The top of the coupling device is now to be sealed by a static 
O-ring, a soft rubber gasket, and a movable O-ring. The movable O-ring 
seal will accommodate the relative motion between the coupling and the 
drywell l iner of the subassembly. 

(b) Instrumented-subassembly Test 3 (PNL-17) 
(A. Smaardyk) 

Not previously reported. 
% 

Pacific Northwest Laboratory (PNL) is planning an 
irradiat ion test in EBR-II of 36 plutonium-bearing fuel elements with instru
ment leads. ANL will do the design and some development that is necessary 
for incorporating the experiment in a completed EBR-II instrumented 
subassembly. 

Development of a method for anchoring to the sub
assembly grid the conduit that will ca r ry the flowmeter lead and the inlet-
thermocouple lead has been star ted. 

f. Experimental Irradiation and Testing (R. Neidner) 

(i) Experimental Irradiations 

Last Reported: ANL-7577, pp, 87-89 (April-May 1969). 

Table I.E.4 shows the status of EBR-II experimental i r radia
tions as of June 15, 1969. Following the completion of Run 34 on May 21, 
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experimental Subassenablies X053 and X066 were removed from the grid. 
Subassembly X053 contained 37 encapsulated Mark-II fuel pins having a 
maxinnum midplane burnup of about 4.4 a/o; X066 contained two Mark-IA 
fuel pins having a imaximum midplcine burnup of about 3.5 a /o . 

TABLE I.E.4. Status ot EBR-II Experimental Irradiations as of June 15, 1969 

Subassembly No. 
and 

(Position) 
Date 

Charged 
Capsule Content and No. 

of Capsules ( ) 
Experi
menter 

Accumulated 
Exposure 

(MWd) 

Estimated 
Goal 

Exposure 
IMWd) Burnup^ 

XG03 
I7D11 

XG04 
(7B11 

XA08 
I4F2I 

X0I2 
1482) 

X018A 
I4E2I 

X019 
I6D2I 

X020 
(6BSI 

X021B 
I2D1I 

X027 

I4B3) 

X032 
(6E51 

X033 
I5E2I 

X034 

I2fl) 

X035 

I7B4I 

X036 
I7E1) 

X038 
I7C5) 

XO40 
(5B21 

X041 
I7A3I 

X04ZA 
I7D5I 

X043 
I4D2) 

X044 
(7A11 

X050 
I4C2I 

X05I 
(3A2) 

7/16/65 

7/16/65 

12/13/65 

8/10/66 

4/23/69 

2/23/69 

11721/67 

11/22/67 

12/22/67 

4/13/68 

4/13(68 

7/25/68 

5/7/68 

8/14/68 

7/24/68 

4/2/69 

2/20/69 

9/28/68 

2/23/69 

UOz-20 «//o Pu02 ( 2) 
Stainless Dummies tl7) 

UO2-20 w/o Pu02 ( 21 
Stainless Dummies (17) 

UC-20 «/o PuC I 8) 
Structural I 9) 
Structural I 21 

UO2-20 »/o Pu02 119) 

Ttiermocouple ( 2) 
Structural ( 2) 
Structural I 3) 

UO2-20 »/o Pu02 I 7) 
UC-20 w/o PuC I 31 
Structural I 81 
Graptiite ( 1) 

Structural ( 7) 

B4C, Ta ( 7) 

UO2-25 w/o Pu02 137) 

Oxide Insulator I 1) 
Stainless Dummies ( 6) 

UO2-2O w/o Pu02 ( 4) 
U02-28 w/o Pu02 ( 4) 
UO2-2O w/o Pu02 ( 5) 
UC-18 w/o PuC I 2) 
Structural ( 4) 

U02-25 w/o Pu02 1371 

GE 

GE 

ANL 
A M 
GE 

PNL 
ANL 
GE 

GE 
UNC 
PNL 
PNL 

U02-PU02 
UC-20 w/o PuC 
Structural 
Structural 
Graphite 

Structural 
Structural 

U02-25 w/o Pu02 
Structural 

U02-25 w/o Pu02 

UC-20 w/o PuC 

Structural 

Structural 

UO2-25 w/o Pu02 

Structural 

1 9) 
( 3) 
141 
1 21 
1 I) 

1 6) 
I 1) 

118) 
1 1) 

1191 

(19) 

1 7) 

1 7) 

(19) 

1 7) 

UO2-20 w/o Pu02 119) 
UO2-2O w/o Pu02 116) 
Stainless Dummies ( 2) 

GE 
UNC 
PNL 
ANL 
PNL 

PNL 
PNL 

GE 
PNL 

PNL 

UNC 

ORNL 

ORNL 

GE 

INC 

ANL 
CE 

PNL 

PNL 

GE 

USL 

GE 
GE 
ORNL 
W 
GE 

PNL 

22,610 

22,610 

18,780 

15,380 

1,834 
12.580 

11.974 
3,294 

10,199 

9,043 

9,425 

9,008 

7,294 

8,499 

6,584 

6,960 

6.773 

3.010 

5,635 

3,010 

23,300 

45,000 

20,700 

21,400 

2,700 
22,900 

23,200 
7,200 

16,000 

11,900 

10,900 

14,800 

44,800 

33,300 

17,700 

7,000 

16,700 

25.000 

5,500 

8.100 

7,500 

16,400 

11.0 
8.4 
8.4 

5.6 
5.6 

5.0 
5.5 
3.5 
3.5 

52 
5.6 
3.6 
3.6 
3.6 

6.5 
1.4 

5.6 
4.5 

4.5 

4.7 

2.3 

2.0 

1.9 

3.2 
3.4 

L6 

1.4 

L6 

LO 

1.7 • 7.7'' • 9.4 
U 
u 
L6 

L2 • 5,36 • 6.5 

0:7 
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SubassemUy No. 
and 

(Position) 

X054 

I4E1) 

X055' 
I6A4 i 7F3) 

xose 
ISC2I 

X057 

I2B1I 

XOS*" 
(7F3»6fl) 

X059 

I4A1) 

xow 
(7C3I 

X061 
(TA5) 

X0<2 
ieF3l 

XOM 
(4C3I 

X067 

I4A3) 

Date 
Cttarged 

3/31/69 

2/23/69 

4/2/69 

2/23/69 

4/24/69 

4/23/69 

4/VM 

4/23/69 

S/2VW 

S/2a/«9 

5/28/69 

TABLE I.E.4 (Contd 1 

Capsule Content and No. 
of Capsules t I 

U02-25 w/o Pu02 

UC-15 w/o PuC 

UO -̂ZS w/o Pu02 

Structural 

U02-25 w/o Pu02 

U02-2S w/o Pu02 

Structural 

Structural 

U02-25 w/o Pu02 

U02-25 w/o Pu02 

Weldmenis 
Structural 
Structural 
Oxide Insulator 

137) 

(19) 

1371 

1 7) 

137) 

(37) 

( 7) 

( 7) 

(371 

(19) 

( »l 
( 1) 
( 1) 
( 1) 

Experi
menter 

PNL 

UNC 

GE 

PNL 

CE 

PNL 

INC 

INC 

GE 

GE 

PNL 

ORNL 
CE 
ORNL 

Accumulated 
Exposure 

(MINdl 

2.410 

3.010 

2.410 

3.010 

L«34 

104 

2.410 

1.834 

916 

m 

986 

Estimated 

Coal 
Exposure 

IMVWI 

10.000 

20.000 

10,600 

15.000 

it.om 

l/.SOD 

5.400 

11.000 

I2J0O 

Mias 

2.40) 

B u r n t * * 

1.3 

19 

L2 

1.4 

a6 

a6 

0l6 

0L4 

04 

03 

a4 

"Approximate accumulated center t u r n u p on peak rod duels, a/o; nonluels. nvt x VT^y 

IJPrevious exposure from another subassembly 
'Relocated Irom 6A4 to 7F3 at start ol Run 35 to 9ain necessary reactor 'eacU'l ty. 
dRelocated from 7f3 to 6F1 at start ol Run 35 to avert possible overheatin? of Row 8 blanKet elements. 

During the fuel handling for Run 35, three experimental 
subassemblies were loaded into the reactor grid: (1) X062, a Mark-F37 
subassembly containing unencapsulated mixed-oxide elements of the 
GE F9B group- (2) X064, a Mark-AI9 subassembly containing encapsulated 
mixed-oxide elements of the Ge-F5 group^and (3) X067, a Mark-B7 sub
assembly containing principally weldment samples from PNL^along with 
other structural and msulating-material samples from PNL, ORNL, and 
GE-NSP. 

The PNL-7 group of unencapsulated mixed-oxide elements 
was successfully tagged by the sponsor with a xenon isotopic mixture fur
nished by ANL. This is the second group of test elements to be xenon-
tagged- the first was the GE-F9D group. The 37 tagged PNL elements will 
be loaded into the first of a ser ies of Mark-H37 experimental subassemblies. 

g. FCF Equipment Improvement (M. J. Feldman) 

(i) P rocess Equipment (N. R. Grant, J. R Bacca, and V. G. Eschen) 

Last Reported: ANL-7577, p. 91 (April-May 1969). 

The stereomacroscope lens system was returned to the 
vendor for reworking. One of the lenses would not focus properly and could 
not be repaired on the site by a vendor representative. 
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h. Hot Fuel Examination Facility (HFEF) ( N . J . Swans on) 

Last Reported: ANL-7513, p. 76 (Oct 1968). 

(i) Shielding Studies (K. R. Ferguson) 

Shielding experiments were conducted in the FCF to obtain 
experimental data that could be compared with calculated data. The resul ts 
of the experiments will be used to evaluate the final design of the shielding 
for the Hot Fuel Examination Facility (HFEF). 

The radiation dose rate at the surface of the roofs of the air 
and argon cells was measured using a source consisting of 365 fuel pins 
from five driver subassemblies discharged at the end of EBR-II Run 33. The 
roof of the air cell consists of 48-in.-thick reinforced concrete (288 g/cm^). 
The roof of the argon cell consists of a 0.38-in.-thick steel liner and two 
layers of reinforced concrete, one 48 in. thick (299 g/cm^) and the other 
54 in. thick (334 g/cm^). The density of the concrete was assumed to be 
144 Ib/ft^. The fuel pins formed a plane source approximately 4 ft on a side 
and one pin diameter thick; measurements were made in a direction perpen
dicular to the plane so that the effect of self-absorption was reduced. 

The measured dose ra tes , normalized for a source- to-
detection distance of 2 5 ft, were 4.8 mR/hr for the air cell ten days after 
reactor shutdown, and 2.1 and 0.44 mR/hr for the two shield thicknesses of 
the argon cell 15 days after reactor shutdown. The change in thickness of 
6 in. resulted in an increase in attenuation by a factor of 4.8, which is equiv
alent to 51 g/cm^ for a tenth-value layer. 

High- and low-level thermoluminescent dosimeters were 
used to measure the radiation source intensity. The intensity of the source 
ten days after reactor shutdown (filtered through 0.25 in. of aluminum) was 
1.4 X 10^ R/hr corrected to a distance of 1 ft. 

The RIBD code was used to calculate the quantities of fission 
products contributing significantly to the penetrating radiation. Based on a 
decay time of ten days and the irradiation history of the fuel, these quantities 
were determined to be 11,000 Ci of '^^I, 51,000 Ci of '*°La, and 10,000 Ci of 

Eu. The ISOSHLD code was to calculate the dose rate resulting from these 
quantities of fission products. The calculated dose rate was greater than the 
measured dose rate by an average ratio of 2.9. The determinations for the 
three shield thicknesses gave values that were within ±15% of this value. 

On the basis of measurements made with relatively thin 
shields, it has been reported that gamma radiation obliquely incident on a 
slab is more penetrating than would be calculated on the basis of the oblique 
slab thickness. This effect has been called the refractive effect because its 
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resul t is as if the gamma rays were bent toward the normal. The effect is 
significant for gamma energies and in mater ia ls in which considerable 
Compton scattering occurs . 

The refractive effect was observed in the FCF shielding 
experiments . Doses were measured at points along the shield that were 
various distances from the point normal to the source, and these doses 
were compared with the calculated doses based on the measured variation 
of attenuation with shield thickness. The ratio of observed to calculated 
dose was 1.02 at a 10° angle of incidence, 1.2 at 20°, and 1.7 at SO" for a 
48-in.- thick shield of s teel-reinforced ordinary concrete (288 g/cm ). It is 
estimated that, under the conditions of these tes ts , the observed overestimate 
of penetration associated with the 2.9 buildup factor is adequate to compen
sate for the refractive effect when radiation is incident up to an angle of 
about 40°. 

i. Feasibil i ty Study of Fuel Failure Detection--Chemical and 
Mechanical Methods 

i) Trace Elements Analytical Techniques (C . E. Crouthamel) (i) 

Last Reported: ANL-7577, pp. 96-97 (April-May 1969). 

No further experiments are planned in connection with the 
sodium-soluble tag program because the project is to be terminated. Only 
the work deemed necessary for the preparation of a terminal report will be 
continued. 

As was pointed out previously (see ANL-7577), the ' " A U -
"^Pt tagging method seemed more attractive than the '"Au- '^ 'Sb method, in 
that instability of the tag after discharge to the pr imary sodium would not be 
expected to alter the activity ratio of the activation products, Au and Au. 
However, recent calculations have shown that, during variations in reactor 
operating conditions, the ' " A U / ' " A U activity ratio would not be as constant 
as the ' " A u / ' " S b activity rat io. The reasons for the greater variation in 
the "»Au/' '"Au activity ratio are as follows: (1) The half-life of Sb 
(2.8 days) is more nearly equal to the half-life of " " A U (2.7 days) than is the 
half-life of ' "Au (3.15 days). (2) The formation of ' " A U ^ J S delayed by the 
31-min half-life of the intermediate activation product Pt . 

To gain some insight into how much variation would be pro
duced by reactor s tar tups, shutdowns, and changes in power, calculations 
were made which permit ted comparison of the performance of the Au- Pt 
tag with that of the "^Au-'^'Sb tag during a one-month period of operation of 
EBR-II. The following assumptions were made inperforming the calculations: 
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(1) Each tag is composed of an equal weight ratio of ' " A U 
and the other isotope. 

(2) The capture cross sections are 100 mb for ' " A U , and 
70 mb for both "^Pt and '^'Sb. 

(3) The time to achieve the power level and the time to 
shutdown are insignificant. 

The resul ts of these calculations are given in Table I .E.5. 
It is evident from these resul ts that the identification of a Pt-Au tag would 
be more difficult than the identification of an Sb-Au tag because the var ia
tions in activity ratios are greater . However, with adequate fuel-failure 
detection equipment and a power record of the reactor , identification would 
still be possible. 

TABLE I.E.5. Calculated Activity Ratios of Tags 
during EBR-II Reactor Operation^ 

Time 

(days) 

3.5 
7.0 
2.5 
1.0 
3.25 
1.25 
3.25 
3.25 
2.5 
3.5 

Power 
(MW) 

30 
0 

30 
0 

30 
0 

30 
0 

30 
50 

Activity Ratio at 
End of Period 

"«Au/ '"Sb 

1.79 
1.68 
1.78 
1.77 
1.78 
1.76 
1.77 
1.72 
1.76 
1.78 

19S ' A U / ' " A U 

3.19 
2.43 
3.10 
2.95 
3.04 
2.87 
2.98 
2.62 
2.95 
3.02 

^The period used for these calculations is con
sidered to be a typical EBR-II operating period. 
(It extended from Oct. 1 to Oct. 31, 1968.) 

(ii) Sodium Loop--Tag Confirmation Study (J. T. Holmes) 

Last Reported: ANL-7577, p. 97 (April-May 1969). 

Assembly of the loop designed for evaluating the stability of 
isotopic tags in circulating sodium has been completed except for application 
of secondary insulation. Current efforts involve the installation of tubing 
connections between the loop and a portable supply drum containing 50 gal 
of sodium. 
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The tag s tudy for which th i s loop was o r i g i n a l l y c o n s t r u c t e d 
h a s been d i s c o n t i n u e d . At ten t ion i s now being given to the m o d i f i c a t i o n s 
tha t would have to be m a d e to u s e the loop for t e s t s of o n - l i n e m o n i t o r i n g , 
s a m p l i n g , and pu r i fy ing e q u i p m e n t . F u r t h e r r e p o r t s on the u s e of th i s loop 
wi l l a p p e a r u n d e r C o m p o n e n t D e v e l o p m e n t - - L M F B R , Sodium Techno logy 
D e v e l o p m e n t . 

j . M a t e r i a l s - C o o l a n t C o m p a t i b i l i t y (D. W, C i s s e l ) 

(i) E x a m i n a t i o n of R e a c t o r P a r t s (W. E . Ru the r and T. D. C l a a r ) 

L a s t R e p o r t e d : A N L - 7 5 7 7 , pp . 98 -99 ( A p r i l - M a y 1969). 

(a) A n a l y s i s of Roll P i n s f r o m E B R - I I . T h r e e Type 420 
(12-14% C r ) s t a i n l e s s s t ee l ro l l p ins f rom E B R - I I s e n s i n g - r o d S u b a s s e m 
bly No . 2 w e r e s u b j e c t e d to m e t a l l o g r a p h i c e x a m i n a t i o n by ANL in I l l ino i s 
a f t e r a s i m i l a r p in in a n o t h e r s u b a s s e m b l y had fa i led . The p i n s , each 
5/32 in. OD X 0.085 in. ID x 1 in. long, w e r e u s e d to s e c u r e a sol id shaft 
wi th in a hol low c o n c e n t r i c shaft at t h r e e p l a c e s along the s e n s i n g - r o d 
s u b a s s e m b l y . 

All t h r e e p ins exh ib i t ed s u r f a c e s c a l e s tha t a p p e a r e d 
to be o x i d e s . The r e a c t i o n l a y e r was m o r e ev ident at the i nne r s u r f a c e s than 
at the o u t e r , p r o b a b l y b e c a u s e of the l i m i t e d a c c e s s of the e n v i r o n m e n t s to 
the o u t e r s u r f a c e s of the p i n s . The l o c a t i o n s of the p ins in E B R - I I and the 
d e p t h s of the oxide l a y e r s in the p ins w e r e as fol lows: 

M a x i m u m Depth of 
' Oxide L a y e r ( m i l s ) 

P i n No . 

2A 

2B 

2C 

P i n n e d J o i n t 

P r i m a r y A r g o n 
(cool) 

P r i m a r y A r g o n 
(hot) 

P r i m a r y Sod ium 
(hot) 

In n e r Surf 

0.1 

0.2 

0.2 

a c e * Out e r Sur face" 

0.1 

0.1 

0.1 

All t h r e e p in s had the s a m e m i c r o s t r u c t u r e , tha t of 
p a r t i a l l y t e m p e r e d m a r t e n s i t e . S o m e c o a l e s c e n c e of the c a r b i d e s was o b 
s e r v e d at lOOOX m a g n i f i c a t i o n . Th i s m i c r o s t r u c t u r e is s i m i l a r to tha t 
o b s e r v e d in t h r e e o t h e r p in s e x a m i n e d by ANL in Idaho . 

* Scale was continuous on all pins. 
** Scale was in isolated areas on all pins. 
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Microhardness t r ave r ses across the t r ansverse sec
tions failed to reveal any hardness gradients from OD to ID. The average 
microhardness readings for the three pins were in the range from 550 to 
580 KHN, which compares closely with the value of 570 KHN obtained for 
the failed roll pin. 

Carbon analyses of the three pins showed an average 
concentration of 0.36 wt % C, well above the minimum specification of 
0.15 wt % C for Type 420 stainless steel . 

The three roll pins examined at ANL-IUinois compared 
very well with those studied at ANL-Idaho with respect to micros t ruc ture 
and hardness . However, the pins examined in Illinois showed less inner- and 
outer-surface oxidation product than those examined in Idaho and appeared 
to have less surface flaws (microcracks, microlaps, etc.). No evidence was 
found of substantial interaction of liquid sodium with the Type 420 stainless 
steel roll pins. 

(b) EBR-II Coolant-circuit Materials (S. Greenberg) 

(1) P r imary System. In the P rogres s Report for 
April 1968, ANL-7445, p. 88, Monel and nickel were listed as being exposed 
to sodium in the pr imary system. This is incorrect . Except for possible 
experimental objects, neither nickel nor Monel is exposed to p r imary 
sodium. 

(2) Secondary System. The mater ia ls exposed to 
sodium and to argon containing sodium vapor in the EBR-II secondary sys
tem are listed in Tables I.E.6, I.E.7, and I.E.8. These mater ia ls were 
identified through the study of drawings of the system. 

TABLE I.E.6. Materials Exposed Directly to Liquid Sodium 

Approximate Service 
Material Temperature (°F) 

Inconel 770 
Type 304 Stainless Steel 300-860 
T-ype 316 Stainless Steel 590 
T-ype 347 Stainless Steel 560-840 
Type 501 Stainless Steel 860 
Fer r i t i c Steels: 2:̂  Cr-1 Mo 580-860 

(ASTM grades A-182, F22; A-213, T22; 
A-234, •WP22; A-335, P22; A-387, D) 

Stellite 590 



TABLE I.E.7. Materials Exposed to Argon 
Containing Sodium Vapor^ 

Material 
Approximate Service 

Temperature (°F) 

Carbon Steel 
Carbon Steel, Galvanized 
Type 304 Stainless Steel 
Type 316 Stainless Steel 
Type 347 Stainless Steel 
Stellite 

360-500 
360 

360-590 
590-700 

590 
590 

^Only those mater ia ls exposed at temperatures above the 
melting point of sodium (208°F) are listed. The concen
tration of sodium in argon is negligible below 208°F. 

TABLE I.E.8. Materials Exposed to Liquid Sodium 
if Prinnary Containment Fails 

Material Prinnary Containment 
Approximate Service 

Temperature (°F) 

Carbon Steel 
Chromel-Alumel 

NaK 

Inconel Rupture Disks 770 
Type 304 Stainless Steel and 

Z'i Cr-1 MoFerr i t i c Steel 
Thermocouple Sheaths 300-860 

Type 304 Stainless Steel 
P r e s s u r e Transmi t te rs 590-860 

None of the mater ia ls listed is of itself of con
cern with respect to integrity in the service environnnent. However, possible 
problems could ar i se as the result of carbon transfer from relatively high-
carbon mater ia ls to austenitic stainless steel components. Experiments a re 
in progress to evaluate the possible seriousness of the situation. There is 
at present no evidence of any deleterious compatibility effects in the sec
ondary sodium system. 

(ii) Data Development (F. A. Cafasso) 

Last Reported: ANL-7561, p. 43 (March 1969). 

Sufficient data have been obtained to demonstrate that liquid 
sodium at 650°C can leach (tramp) copper from Type 304 stainless steel 
(see ANL-7561, p. 43). The main objective of the study having been satisfied, 
the experiments are being discontinued. 
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k. Study of Operation with Failed Fuel (R. R. Smith) 

(i) Unbonding of Sodium in Row 8 Blanket Elements 
(P. B. Henault) 

Not pre-viously reported. 

A study was made to determine whether or not a Row 8 
blanket element can becoine unbonded during operation or during a subse
quent reactor shutdown after a lower weld has failed. The resul ts of the 
study indicate that the typical element will lose 4.85 cc of sodium, or about 
75% of the bond sodium above the top blanket pin. After pump shutdo-wn, the 
plenum gas will expand and expel additional bond sodium out of the element, 
equivalent to about 18% of the original bond inventory. On each subsequent 
startup, this latter volume of sodium will be sucked back into the element, 
to be expelled again after the next shutdown. 

For the nontypical element that has been filled with sodium 
to a nninimal level, slight unbonding is thought to be likely. For the extreme 
case (e.g., where sodium and uranium volumes are minimal and jacket vol
ume is maximal), 5.30 cc of sodium, or about 29% of the total bond, will be 
expelled. 

The amount of sodium expelled from a blanket element in 
Row 8 after each shutdown, once the element has become defective and 
allows free passage of sodium in and out of the element, was calculated for 
a number of temperatures . Values were calculated for nominal, maximal, 
and minimal initial sodium filling (see Table I.E.9). 

TABLE I.E.9. Calculated Volumes of Sodium Bond Expelled from Row 8 
Blanket Element after Shutdown 

Volume Expelled (ml) 

Temperature Nominal Initial Maximal Initial Minimal Initial Initial Bond Expelled^ 
(°F) Sodium Filling Sodium Filling Sodium Filling (% of Total) 

20 
18 
16 
12 
8.5 
4.6 
0,7 
0.0 

1400 -0.65'' -0.72l> -O.ST^ -3.lb 

Percent is based on nominal values and with the total bond assumed to be at 850°F. 
^Negative values indicate that sodium is sucked into element after shutdown. 

Basic data for the elements -used in the analysis are sum
marized in Table I.E.10. Plenum temperature was considered to be the 
same as the coolant exit temperature. From encapsulated mel t -wire 

800 
850 
900 
000 
100 
200 
300 
319 

4.15 
3.75 
3.35 
2.55 
1.75 
0.95 
0.15 
0.00 

4.63 
4.18 
3.74 
2.85 
1.96 
1.06 
0.17 

-

3.68 
3.34 
2.97 
2.27 
1.56 
0.85 
0.14 

_ 
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experiments conducted in position 8E3, the temperature was found to be 
between 813 and 845°F. Calculations indicate the hottest average coolant 
exit temperature to be 893°F for a Row 8 subassembly (the range was cal
culated to be from 870 to 910°F). For the analysis reported here, an 
average plenum temperature of 850°F was used. 

TABLE I.E.10. Row 8 Blanket-element Data 
Used in Unbonding Analysis 

Inside tube length (in.) 61 
Tube diameter (in.) 0.457 
Total pin length (in.) 55 
Pin diameter (in.) 0.433 
Total uranium weight (kg) 2.513 
Sodium level above top pin (in.) 1.5 ± 0.5 
Sodium volume^ (ml) 

Nominal 18.08 
Maximal 19.06 
Minimal 17.10 

Nominal gas volume^ at 77°F and 14.35 psia (ml) 8.87 
Mean atmospheric pressure where filled (psia) 14.348 
Volume coefficient of expansion of Type 304 

stainless steel 30.6 x 10"V°F 
Volume coefficient of expansion of uranium 34.2 x 10"'/°F 
Tolerance in tube volume (%) 0.5 
Tolerance in pin volume (%) 0.6 
Spring volume (cc) 4.303 
Coolant exit temperature (°F) 

Measured 813-845 
Calculated 893 

Range of coolant exit temperatures ("F) 40 
Static pressure (psia) 

Top 17.6 
Bottom 19.3 

Operating pressure (psia) 
Top 24.0 
Bottom 29.6 

Burnup (a/o) 
Position 8F3 0.02036 
Position 8F4 0.02416 

Estimated pin growth (%) 1 .0 

^Excluding effects of tolerances in tube and pin diameters. 

From a recently completed study of irradiation growth of 
blanket elements, it has been estimated that a 0.025-a/o burnup of Row 8 
elements corresponds to an overall expansion of approxinnately 1%. 
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Row 8 blanket eleinents were fabricated in Illinois, and the 
mean atmospheric p ressu re for that location was used in calculating the 
actual argon inventories in the elements. A room temperature of 77°F was 
assumed. 

The fission gas released to the plenum was considered to 
come only from recoil fission products, which would pro-vide 0.05% re lease . 
For the present burnup, the volume of released gas was calculated to be 
about 0.0077 cc (STP) and was therefore ignored in the calculations. 

The burnup values reported in Table I.E.10 are the highest 
average determined for an individual element in the designated subassembly 
location. 

Specific values of the volumes used in estimating bond ex
pulsion are shown in Table I.E.I 1. The volumes were calculated for the 
cold and fresh condition, the fresh hot operating condition, and the present 
estinnated pin growth. A nominal 800°F temperature r ise was used in est i 
mating the contribution due to thermal expansion. 

TABLE I.E.I 1. Calculated Nominal Volumes Used in Unbonding 
Analysis of Row 8 Blanket Element (values in ml) 

Tube or element 
Uranium 
Total sodixinn 
Sodiiim in annulus 
Sodiun:! above pins 
Plenum (gas plus sodium 

above pins) 
Total void space of plenum 

plus annulus 
Gas space 
Argon inventory (STP) 
Fission-gas inventory (STP) 
Spring 

Cold (77°F) 

163.966 
132.718 
18.076 
15.120 
2.956 

11.825 

26.945 
8.868 
7.930 
0.0 
4.303 

Hot 
Operating 

168.164 
136.116 
20.637 
15.506 
5.131 

12.127 

27.635 
6.996 
7.930 
0.0 
4.413 

Hot with 1% 
Expansion 

168.164 
137.477 
20.637 
14.145 
6.492 

12.127 

26.274 
5.637 
7.930 
0.008 
4.413 

Variation fronn 
Nominal (%) 

0.5 
0.6 

10.9 
9.9 

56.0 

0.5 

5.9 
64.0 
40.0 

0.0 
0.0 

The variations from the nominal volumes reported in 
Table I.E.I 1 are the maximum possible. For example, the table shows the 
sodium volume varying by 10.9% from the nominal. An increase of 10.9% 
would occur for an element ha-ving maximal tube volume and minimal pin 
volume, and which had been filled with sodium to a maximal level. The 
values reported in Table I.E.9 are based on credible rather than possible 
variations. Gas volume was considered to vary by 1.0 ml, which is slightly 
more than the acceptable variations in sodium filling. 

The nominal volume of sodium bond expelled after a lower-
weld failure was found to be 4.85 cc. From Table I.E.I 1, it can be seen that 
this represents about 75% of the bond sodium above the fuel at the time of 
failure. 



Maximum expulsion should occur for the element with 
maximal argon inventory, minimal sodium filling, and maximal void volume. 
Minimum expulsion should occur for the element with minimal argon, maxi
mal sodium, and minimal void volume. The m^lximum and minimum extru
sion volumes were found to be 5.30 and 4.42 cc, respectively. 

Actual values for the maximum and minimum bond expulsion 
should be less extreme than those calculated because all tolerances were 
added in calculating the values. 

The additional volume of sodium expelled from an element 
with a fault after each pump shutdown will depend on the operating tempera
ture and the level of sodium filling. For 850°F and nominal filling, the 
volume of the expelled sodium was calculated to average 3.75 cc (maximum 
and minimum values were calculated to be 5.28 and 2.26 cc, respectively). 
These extremes are considered possible rather than credible; the credible 
values are reported in Table I.E.9. 

1- Systems Engineering (B. C. Cerutti) 

(i) Surveillance, Evaluation, and Studies of Systems 

Last Reported: ANL-7577, pp 103-104 (April-May 1969). 

(a) Depressurization of Reactor Building (H. W. Buschman) 

A partial depressurizat ion (about 0.5 psi) of the reactor 
building occurred on March 28. The exact cause of the depressurizat ion has 
been determined, and correct ive action has been taken. 

On March 28, the electrical solenoid on the exter ior -
air-supply valve of the building failed and the valve closed. The air-supply 
fan also automatically tripped off. This action was normal and as designed. 
What was not normal was that closure of the air-supply valve did not actuate 
a limit switch on the valve, which in turn would have caused the building 
exhaust valve to close and thereby prevent depressurizat ion of the building. 
Since the exhaust valve remained open and the exhaust fans continued to run, 
air was continuously removed from the reactor building, causing a part ia l 
depressurizat ion of about 0.5 psi in approximately 3 min although the auto
matic vacuum-relief valve had opened during the depressurizat ion, its relief 
capacity is not large enough to handle the volume of air exhausted by the 
exhaust fan (about 7000 cfm) without some depressurizat ion of the building. 
At the end of the 3-min period a part ial isolation of the reactor building was 
manually initiated and the manual p ressure - re l i e f valve was opened. P r e s 
sure within the building then returned to normal . 
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The failed solenoid was replaced, but the cause of the 
abnormal system response could not be immediately determined. Because 
the consequences of this failure were judged not to be serious and the system 
appeared to operate normally after the failed solenoid was replaced, opera
tion of the reactor was resumed. Further investigation of the failure was 
planned for a time when such an investigation would not be plant-controll ing. 

During the last week of May, the building isolation sys
tem was checked out. Operation of the system at first appeared to be normal 
in all respec ts . It was decided to fail the solenoid on the air-supply valve 
manually and observe the systena response. When this was done, the subse
quent events were identical to those that caused the depressurizat ion on 
March 28. The cause of the systena failure was then quickly t raced to the 
closed linait switch on the air-supply valve. Because of solenoid failure, 
the switch would not actuate when valve closure occurred, but it would 
actuate when the valve was closed by ordinary means. Adjustment of the 
limit switch corrected the situation. 

2. Operations 

a. Reactor Plant (G. E. Deegan) 

Last Reported: ANL-7577, pp. 109-110 (April-May 1969). 

The reactor was operated for 998 MWd from May 21 through 
June 20. This raised the cumulated total of reactor operation to 26,041 MWd. 
Run 34B was completed on May 21, and Run 35 was begun on May 29. 

During the shutdown for fuel handling between Runs 34B and 35, 
further changes were made in the detection system of the fuel-element-
rupture detector. Each of the three channels of the system again have two 
BF3 counters, but the counters are now shielded from the sodium piping by 
2 in. of lead for gamma attenuation and 1 in. of polyethylene for neutron 
scattering. Results to date indicate that the shielding has practical ly elimi
nated the degradation in count rate that was previously observed. 

During Run 34B no evidence of a fission-gas re lease was ob
served. At the end of the Run 34B, the test subassembly containing the 
element with the known upper-weld defect was removed from the grid and 
placed into the storage basket. Other loading changes made after Run 34B 
included the following. The stainless steel drop rod was replaced with a 
new stainless steel drop rod of modified design (see Sect. I .E.I .a) . The two 
silicon carbide tempera ture- tes t subassemblies (containing pellets for de
termining coolant outlet temperature) and the friction-test subassembly 
(containing a pellet for determining oxygen content of the sodium coolant) 
had completed their scheduled irradiation and were removed from the grid. 
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Seventeen surveillance subassemblies were removed. These 
included seven extended-burnup subassemblies, the last 50-MW Phase II 
surveillance subassembly, and the seven remaining subassemblies in the 
cold-line Phase II surveillance program. Two controlled-flow subassem
blies were removed and replaced by new controlled-flow subassemblies . 
Three fresh subassemblies containing samples of vendor fuel were installed. 
[The fuel handling of experimental subassemblies is reported under 
Sect. I .E.l .f .( i) .] 

Routine physics experiments, consisting of reduced-flow and 
rod-drop tes ts , were performed at the beginning of Run 35. 

b. Fuel Cycle Facility (M. J. Feldman) 

Last Reported: ANL-7577, pp. 110-123 (April-May 1969). 

(i) Fuel Production 

(a) Cold-line Production and Assembly (D. L. Mitchell) 

Table I.E.12 summarizes the production activities for 
May 16 through June 15, 1969, as well as for the year to date. 

Eight batches (approximately 800 elements) of Mark-II 
fuel elements have been completed. The cold-line equipment is being r e 
converted from Mark-II to Mark-IA fuel-element production. Production 
of Mark-IA fuel has been resumed. 

(ii) Inspection of Vendor Fuel (D. L. Mitchell) 
^ 

A summary of the data relating to receipt and acceptance 
of fuel produced by Aerojet-General Corporation is included in Table I.E.12. 
The acceptance rate for the ANL verification inspection of the fuel was 
higher than 98% during the reporting period. 

(iii) Surveillance (M. J. Feldman, J. P . Bacca, and 
E. R. Ebersole) 

(a) Post i r radiat ion Analysis of EBR-II Fuel (J. P . Bacca) 

(1 ) Surveillance of Vendor-produced Fuel. In attempts 
to determine the cause of the abnormal irradiation shortening of the vendor-
produced Mark-IA fuel, efforts are being directed toward characterizing that 
fuel and comparing its charac ter is t ics with those of fuel produced in the 
FCF cold line. The a reas under investigation are summarized below. 
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TABLE LE.12. Production Summary for FCF Cold Line 

5/I6/69 through Total 
6/15/69 This Year 

213 
7 

0 

0 

0 
0 

0 
0 

2 

1,497 
2,092 

36 

0 
0 

350 

69^ 

471 
6 

609 
5 

0 

-

971 
34 

1,707 

0 

1,705 
40 

1,730 
262 

12 

23,635'' 
20,546*= 
1,236*= 

941 
53 

884 

69 

804 
21 

791 
7 

C 

-

Alloy-preparation runs 
New fuel 0 1 1 8 
Remelts 0 0 5 3 

Total 0 1 6 11 

Injection-casting runs 2 0 8 10 

Pins processed 
Accepted 
Rejected 

Elements welded 

Elements rewelded 

Elements leaktested 
Accepted 
Rejected 

Elennents bondtested 
Accepted 
Rejected 

Subassemblies fabricated {cold-line fuel) 

Elements received from vendor 
Inspected and accepted 
Inspected and rejected 

Subassemblies fabricated (vendor fuel) S'̂  ~ 5 -

Total elements available for subassembly fabrication as of 6/15/69 
Cold-line fuel 

Mark lA 864 
Mark II 789 

Vendor fuel (all Mark lA) 19,755 

Visual examination of 64 welds indicated that they were not acceptable for potentially 
high-burnup experiments. 

'^Total includes figures for 1968. 
Each subassembly is made up of a mixture of vendor and cold-line fuel elements, 

( A ) M e t a l l o g r a p h y . Opt ica l and e l e c t r o n m e t a l 
l o g r a p h y of u n i r r a d i a t e d and i r r a d i a t e d vendor fuel a r e be ing conduc ted by 
ANL, P N L , and LASL to c h a r a c t e r i z e th i s type of fuel, d e t e r m i n e the n a t u r e 
of the i r r a d i a t i o n d a m a g e done to it, and c o m p a r e th is fuel wi th F C F -
p r o d u c e d fuel, 

( B ) G a m m a Scanning . E l e m e n t s con ta in ing s h o r t 
ened i r r a d i a t e d fuel p ins a r e being g a m m a - s c a n n e d in an effort to s e l e c t , 
by n o n d e s t r u c t i v e m e a n s , p ins that m a y have i n c r e a s e d in d i a m e t e r at the 
top r a t h e r than at the bo t tom of the e l e m e n t . Th i s top swe l l ing wil l be con
f i r m e d by m e a s u r i n g the d i a m e t e r s of the de j acke t ed p i n s . 

(C) Dens i ty M e a s u r e m e n t s . M e a s u r e m e n t s a r e 
being m a d e of the d e n s i t y of F C F and vendor fuel p ins as c a s t and af ter 
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gamma-solution treatment to determine the amount of retained gamma phase 
in the as -cas t pins. This effort will help to character ize the FCF and vendor 
casting p rocesses . The density of irradiated vendor fuel also is being meas 
ured to determine the effect of irradiation on density. 

(D) Heat Treatment of Cladding Material. An effort 
has been initiated to determine the effect of heat treating the cladding mate
rial in air to 660°C. The effect of time at 660°C on sensitization, oxidation, 
compatibility with fuel, straightness, and tensile strength will be investigated. 
This information will be needed for evaluation of various proposed rennedial 
methods that may be used to reclaim this fuel. 

(E) Irradiation Experiments. Three subassemblies 
containing intermixes of vendor-produced, vendor-cast and FCF-bonded, and 
FCF-produced fuel are being irradiated. Results fronn postirradiation ex
amination of elements from these subassennblies should confirm or discount 
the supposition that the shortening of the vendor fuel is connected with the 
vendor's bonding process . Elennents for two additional subassemblies are 
being processed by the vendor and ANL. These elements will be identified 
as to casting parameters , casting orientation, bonding conditions, and sam
ple retention. Included in the variables being reviewed is ANL bonding of 
vendor-cast pins. The vendor has heat treated 30 elements for 1 hr at 500°C 
before bonding them by his centrifugal bonding process . These elements and 
61 cold-line elements will be made into an additional subassembly. 

(2) 70%-enriched Fuel Experiment. Postirradiation 
examination of elennents from Subassennbly C-2193S, which was irradiated 
to a total calculated maximum burnup of 1.54 a/o in grid position 4B1, has 
been conducted. This subassembly contained elements formerly irradiated 
to 1 .23 a/o in Subassembly C-2175S. Table I.E.I 3 shows the fuel swelling 
that took place in the elements during irradiation. Swelling of the fuel pins, 
as deternnined by eddy-current measurements of bonding-sodium level, aver
aged 10.1%. (Silicon content of the fuel ranged from 260 to 533 ppm.) Swelling 

TABLE I.E.13. Fabrication and Irradiation Data for 
70%-enriched Driver-fuel Subassembly C-2193S* 

(Burnup: 1.55 a/o max: 1.30 a/o avg) 

Injection-

Batch No. 

0700 
0701 
0702 
0703 
0704 
0705 

Silicon 
Content of 
Fuel (ppm) 

260 
533 
362 
407 
409 
437 

Number 
El< emen 

4 
4 
9 

22 
14 
27 

of 
i t s 

Element-
burnup 
Range 
(a/o) 

1.45-1.50 
1.45-1 49 
1.42-1.53 
1.41-1.55 
1.42-1.53 
1.41-1.55 

Total Volume Swelling 
of Fuel (AV/v. %) 

Average 

11.85 
11.01 
10.10 
14.31 
8.26 
7.71 

Range 

9.83-15.51 
8.84-14.23 
8.33-11.44 
7.41-16.73 
6.20-9.94 
5.97-9.01 

^Received 1.23 a/o burnup as Subassembly C-217SS. 



66 

of indiv idual p in s r a n g e d f r o m 6.2 to 16.7%. T h e s e da t a a r e i l l u s t r a t e d in 

F i g . I .E . I 0, which ind i ca t e s that swel l ing of 7 0 % - e n r i c h e d fuel h a s i n c r e a s e d 

s l igh t ly ove r that p r e v i o u s l y o b s e r v e d and that the swel l ing r a n g e s a r e 

l a r g e r than t hose o b s e r v e d for e a r l i e r s u b a s s e m b l i e s . No j a c k e t s t r a i n 

was found in t h r e e e l e m e n t s tha t w e r e e x a m i n e d . 

MAXIMUM BURNUP OF F J E L ELEMENT, E 

Fig. I.E.IO. Swelling of 70%-enriched EBR-II Fuel and 52<i'o-enriched Fuel 
from Controlled-flow Subassemblies as a Function of Burnup 

(3) C o n t r o l l e d - f l o w E x p e r i m e n t . T a b l e I . E . 1 4 s u m 

m a r i z e s t h e r e s u l t s of p o s t i r r a d i a t i o n m e a s u r e m e n t of s w e l l i n g f o r S u b 

a s s e m b l y C - 2 1 8 6 S , w h i c h a c h i e v e d a c a l c u l a t e d m a x i m u m b u r n u p of 

1.23 a / o i n g r i d p o s i t i o n 2 A 1 . T h i s s u b a s s e m b l y c o n t a i n e d b o t h M a r k - I A 

a n d M a r k - I B f u e l . A v e r a g e f u e l - p i n s w e l l i n g w a s 8 . 0 % , w h i c h i s c o n s i s t e n t 

w i t h d a t a p r e v i o u s l y o b t a i n e d f o r t h e c o n t r o l l e d - f l o w s u b a s s e m b l i e s a t l o w e r 

b u r n u p s . T h e s e v a l u e s , h o w e v e r , a r e s l i g h t l y h i g h e r t h a n v a l u e s f o r a v e r a g e 

f u e l - p i n s w e l l i n g of 7 0 % - e n r i c h e d f u e l of c o m p a r a b l e s i l i c o n c o n c e n t r a t i o n s 

t h a t w a s i r r a d i a t e d t o s i m i l a r b u r n u p l e v e l s . T h e s e d a t a a r e c o m p a r e d in 

F i g . I . E . I O . 

TABLE I.E. 14. Fabrication and Irradiation Data for 
Controlled-flow Driver-fuel Subassembly C-2186S^ 

(Calculated burnup: 1.23 a/o max; 1.08 a/o avg) 

Inject ion-
cas t ing 

Batch No. 

M a r k lA 
0 9 5 
0 9 6 
0 9 7 

M a r k - I B 
0 9 5 
0 9 6 
0 9 7 

Silicon 
Content of 
Fue l (ppm) 

2 9 0 

3 0 8 

2 7 6 

2 9 0 

3 0 8 

2 7 6 

Number of 
E l e m e n t s 

10 

10 

26 

10 

10 

2 5 

E l e m e n t -
burnup 
Range 
(a /o) 

1.17-1.23 
1.18-1.23 
1.17-1.23 

1.17-1.23 
1.17-1.23 
1.17-1.23 

Total Vol 
of Fue l 

Average 

6.69 
8.09 
8.08 

7.28 
7.93 
8.70 

ume Swelling 
( A v / v , %) 

Range 

2 .05-8 .21 
6.30-9.92 
5.79-9.24 

6.32-8.42 
4 .86-9 .79 
6 .45-9.75 

^Held 46 Mark-IA and 45 Mark-IB elements 
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(4) Driver-fuel Extended-burnup Progrann. Fuel ele
ments from Subassembly B-362 were examined after being irradiated to a 
calculated maximum burnup of 1.72 a/o in grid position 6B3. This is the 
first driver subassembly that has been irradiated to the 1.7-a/o level. 
Table I.E.15 summarizes the results of postirradiation measurement of 
swelling for B-362. Average fuel-pin swelling for the subassembly was 
10.7%; swelling of individual pins ranged from 5.6 to 16.0%. These data 
show that the slope of the swelling-versus-burnup curve for fuel containing 
200 to 500 ppm silicon increases at burnups above approximately 1.5 a/o 
(see Fig. I.E.11). 

TABLE I.E. 15. Fabrication and Irradiation Data for 
Extended-burnup Driver-fuel Subassembly B-362 
(Calculated burnup: 1.72 a/o max; 1.43 a/o avg) 

Inject ion-
caat ing 

Batch No. 

Sil icon 
Content of 
Fuel (ppm) 

Number of 
E l emen t s 

E lement 
burnup 
Range 
(a /o) 

Total Volume Swelling 
of Fuel {AV/V, %) 

Average Range 

41S8 
4160 

290 
370 

46 
45 

1.51-1.72 
1.50-1.71 

11.63 
9.82 

6.88-15.96 
5.63-14.26 

MAXIMUM BURNUP OF FUEL ELEMENT. O/O 

Fig. I.E.11. Swelling of EBR-II U-5 w/o Fs Driver 
Fuel as a Function of Bumup 

ob ta ined in the 1 .5 -a /o burnup r a n g e . 

No j a c k e t s t r a i n was o b 
s e r v e d in s ix e l e m e n t s m e a s u r e d , 
even though e d d y - c u r r e n t t r a c e s 
ind ica ted con tac t be tween the fuel 
and j a c k e t . 

F u e l e lennents f r o m Sub
a s s e m b l y C-2109 w e r e e x a m i n e d 
following i r r a d i a t i o n to a m a x i m u m 
ca lcu la t ed burnup of I .53 a / o . 
Tab le I .E .16 s u m m a r i z e s the r e s u l t s 
of p o s t i r r a d i a t i o n m e a s u r e m e n t of 
fuel swel l ing . T h e s e da ta a r e in 
c l o s e a g r e e m e n t with p r e v i o u s da ta 

A v e r a g e fuel-pin swe l l ing for the s u b 
a s s e m b l y was 7.2%; swel l ing of individual p ins ranged f rom 4.8 to 10.7%. 

TABLE I.E. 16. Fabrication and Irradiation Data for 
Extended-burnup Driver-fuel Subassembly C-2109 
(Calculated burnup: 1.53 a/o nnax; 1.31 a/o avg) 

Inject ion-
cas t ing 

Batch No. 

4228 
4230 
4231 
4232 
4233 
0449 

Sil icon 

Fuel (ppm) 

2 6 0 

3 5 0 

3 0 0 

3 4 0 

2 6 0 

3 0 0 

E l e m e n t s 

1 

16 

7 

2 4 

4 2 

1 

E l e m e n t -
burnup 
Range 
( a ' o ) 

1.51 
1.45-1.51 
1.46-1.47 
1.44-1.46 
1.44-1.51 

1.47 

Total Vol 
of Fue l 

Average 

5.45 
6.08 
6.62 
6.50 
8.28 
6.82 

ume Swell ing 
(AV/V, %) 

Range 

4 .76-6 .79 
5 .12-7.57 
5 .31-7.16 
5.70-10.69 

-



Fuel elements from Subassembly C-2147 were 
examined following irradiation to a maximum calculated burnup of 1.47 a /o . 
Table I.E.17 summarizes the results of postirradiation measurement of 
fuel swelling. These data also are in close agreement with past data ob
tained at 1.5 a/o burnup. Average fuel-pin swelling for the subassembly 
was 6.0%; swelling of individual pins ranged from 3.8 to 7.4%. 

TABL-E I.E.17. Fabrication and Irradiation Data for 
Extended-burnup Driver-fuel Subassembly C-2147 
(Calculated burnup: 1.47 a/o max; 1.26 a/o avg) 

Injection-
casting 

Batch No. 

022 IH 
023 IH 

Silicon 
Content of 
Fuel (ppm) 

Number of 
Elements 

Element-
bur nup 
Range 
(a/o) 

Total Volunne Swelling 
of Fuel (Av/v, %) 

Average Range 

230 
300 

49 
42 

1.38-1.46 
1.36-1.44 

6.37 
5.54 

3 . 9 0 - 7 . 3 7 

3 . 8 0 - 6 . 2 8 

Subassemblies C-2148, C-2085, B-3025, and 
B-3027 in this program have been irradiated to a burnup of 1.5 a/o and are 
being received at the FCF for examination. 

(iv) Fuel Management and Handling (N . R. Grant and P . Fineman) 

Table I.E.18 summarizes the fuel-handling operations 
during the reporting period. 

TABLE I.E.18. Summary of FCF Fuel Handling 

5/16/69 through 
6/15/69 

Total 
This Year 

Subassembly Handling 

Subassemblies received from reactor 
Driver fuel (all types) 
Experimental 
Other (blanket) 

Subassemblies dismantled for 
surveillance or examination 

Driver fuel (all types) 
Other (blanket) 

Driver-fuel elements to surveillance 
Number from subassemblies 

Driver-fuel subassemblies transferred 
to reactor 

13 
I 
1 

13 
1 

753 
13 

Fuel-alloy and Waste Shipments 

Cans to burial ground 

Skull oxide and glass scrap to ICPP 

Recoverable fuel alloy to ICPP 
Fuel elements 
Subassennblies 
Nonspecification nnaterial 

2 

0 

3 (35 kg of alloy) 
1 (2.9 kg of alloy) 
1 (13.3 kg of alloy) 

53 
7 
2 

62 
2 

2686 

62 

15 

2 

17 (278.4 kg of alloy) 
3 (14.6 kg of alloy) 
5 (84.3 kg of alloy) 
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(v) E x p e r i m e n t Handl ing and I n t e r i m E x a m i n a t i o n (V. G. E s c h e n 
and N. R. G r a n t ) 

S u b a s s e m b l y X 0 6 6 was r e c e i v e d f rom the r e a c t o r and d i s 
m a n t l e d . It con t a ined two c a p s u l e s wi th M a r k - I A fuel e l e m e n t s i r r a d i a t e d 
to 3.75 a / o b u r n u p (3.4 a / o p e a k burnup in S u b a s s e m b l y XOl 5 and an a d d i 
t iona l 0.35 a / o bu rnup in S u b a s s e m b l y X 0 6 6 ) . The c a p s u l e s w e r e n e u t r o n 
r a d i o g r a p h e d and a r e being held for f u r t h e r e x a m i n a t i o n . 

The fol lowing e x p e r i m e n t a l s u b a s s e m b l i e s w e r e f a b r i c a t e d 
wi th new c a p s u l e s and t r a n s f e r r e d to the r e a c t o r : X 0 6 4 (A-19) , con ta in ing 
GE Group 5 m i x e d o x i d e s ; and X 0 6 7 (B-7) , con ta in ing BNWL, ORNL. and 
GE s t r u c t u r a l m a t e r i a l s . 
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II O T H E R FAST R E A C T O R S - - C I V I L I A N - - O T H E R 
FAST B R E E D E R REACTORS 

A. F u e l D e v e l o p m e n t 

1. F u e l J a c k e t Alloy S tud ies 

a. F a b r i c a t i o n D e v e l o p m e n t of F u e l - j a c k e t Al loys 

(N. J . C a r s o n , J r . ) 

L a s t R e p o r t e d : A N L - 7 5 6 1 , p. 60 ( M a r c h 1969). 

The effort to c o m p l e t e and conso l ida t e da ta on the f a b r i c a b i l i t y 
of v a n a d i u m a l loys cont inued. C o o l i n g - r a t e e x p e r i m e n t s w e r e r u n wi th 
t l s Z / o T i - 7 . 5 w / o Cr a l loy and wi th V-20 w / o T i a l loy; w o r k - h a r d e n m g 
and h e a t - t r e a t i n g e x p e r i m e n t s w e r e r u n wi th V-10 w / o Cr a l loy . 

In the c o o l i n g - r a t e e x p e r i m e n t s p a i r s of s a m p l e s w e r e h e a t 
t r e a t e d for one hour at t e m p e r a t u r e s be tween 1000 and 1500=C. One s a m p l e 
of e f c h pa i r w a s cooled slowly f r o m the h e a t - t r e a t i n g - - p e r a t u - , w h e r e s 
the o the r w a s cooled by oil quench ing . The h a r d n e s s v a l u e s of t he s a m p l e s 
w e r e m e a s u r e d wi th an A v e r y H a r d n e s s T e s t e r on m e t a l l o g r a p h i c a l l y p r e -

p a r e d s p e c i m e n s , and w e r e plot ted 
as a function of the t e m p e r a t u r e of 
hea t t r e a t m e n t . 

The effect of cool ing r a t e on 
the h a r d n e s s of V-20 w / o Ti a l loy 
is shown in F ig . II .A. 1. Cooling 
r a t e h a s no effect on h a r d n e s s for 
hea t t r e a t m e n t at 1100°C and be low; 
at h i g h e r t e m p e r a t u r e s the o i l -
quenched s a m p l e s a r e s l igh t ly 
h a r d e r . The p h o t o m i c r o g r a p h s show 
the changes tha t occu r in the n a t u r e 
of the s e c o n d - p h a s e p a r t i c l e s . The 
s a m p l e s l o w - c o o l e d f r o m 1000°C 
h a s s m a l l s e c o n d - p h a s e p a r t i c l e s 
d i s t r i b u t e d t h roughou t the g r a i n s . 
In the s a m p l e s l o w - c o o l e d f r o m 
1400°C, m u c h of the s e c o n d - p h a s e 
m a t e r i a l is in the f o r m of s m a l l 

- 300 

II 12 13 
HEAT-TREATING TEMPERATURE (10^-CI 

fig. II.A.l. Effect of Cooling Rate on Hardness 
of Heat-treated V-20 w/o Ti Alloy 

p l a t e l e t s The g r a m s i ze p roduced by 1000°C h e a t t r e a t m e n t w a s be tween 
6 and 7, and i n c r e a s e d l i n e a r l y to be tween 0 and - 1 for 1500°C h e a t t r e a t 
m e n t for both the quenched and the s l o w - c o o l e d s a m p l e s . 
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The effect of cool ing r a t e on the h a r d n e s s of the V- 15 w / o T i -
7.5 w / o Cr a l loy is shown in F i g . I I .A.2 . The h a r d n e s s i n c r e a s e on q u e n c h 
ing w a s s l igh t ly g r e a t e r and began a t a s l igh t ly lower t e n n p e r a t u r e than for 
the V - 2 0 w / o T i a l loy . The g r a i n s i z e , which w a s be tween 7 and 8 a f te r one 
h o u r at 1000°C, i n c r e a s e d l i n e a r l y to be tween 0 and - 1 af ter one hour at 
1500°C for both the quenched and the s lowly cooled s a m p l e s . 

T T T T 
<z:^'s^ 

—o 

Fig. n.A.2 

Effect of Cooling Rate on 
Hardness of Heat-treated 
V-15 w/o Ti-7.5 w/o Cr 
Alloy 

II 12 13 14 15 
HEAT-TREATING TEMPERATURE 110'"CI 

F i g u r e I I .A.3 shows the h a r d n e s s of the V-10 w / o Cr a l loy a s 
a function of r e d u c t i o n at roonn t e m p e r a t u r e . Reduc t ion is in p e r c e n t by 
a r e a and was m e a s u r e d on rod s tock that had been r e d u c e d by ro l l i ng . 
H a r d n e s s m e a s u r e m e n t s w e r e m a d e with an A v e r y H a r d n e s s T e s t e r on 
m e t a l l o g r a p h i c a l l y p r e p a r e d s p e c i m e n s . The V-10 w / o Cr a l loy, which 
had a r e l a t i v e l y high in i t ia l h a r d n e s s , did not h a r d e n ex t ens ive ly on w o r k 
ing. Mos t of the ha rden ing tha t did occu r took p lace in the f i r s t 10% r e 
duct ion. One a n o m a l o u s h a r d n e s s va lue was obta ined at 60% r e d u c t i o n , 
but was not used in d rawing the c u r v e . 

Fig. II.A.3. 
Hardness of V-10 w/o 
Ct Alloy vsDegree of 
Reduction at Room 
Temperature 

K) 20 30 40 50 60 70 
PERCENT REDUCTION IN AREA 

The effect of hea t t r e a t m e n t on the h a r d n e s s of the cold-
r e d u c e d V-10 w / o Cr a l loy is shown in F ig . I I .A.4 . The h a r d n e s s s lowly 
d e c r e a s e d wi th i n c r e a s i n g h e a t - t r e a t m e n t t e m p e r a t u r e . M i n i m u m h a r d n e s s 
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w a s r e a c h e d at about 1000°C. P h o t o m i c r o g r a p h s of s a m p l e s - d u c ^ d ^ ^ ^ 

and h e a t t r e a t e d a t 900 and at 1100"C a r e inc luded to show r e c r y s t a l U z a 

t ion b e h a v i o r . 

2 3 4 5 6 7 8 9 
HEAT-TREATING TEMPERATURE (10^ °C) 

Fig. n.A.4. Hardness of V-10 w/o Cr Alloy Reduced 
50 and 70'7o at Room Temperature and 
Heat Treated for One Hour 
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III . G E N E R A L R E S E A R C H AND D E V E L O P M E N T - -
CIVILIAN--STUDIES AND EVALUATIONS 

A. E v a l u a t i o n of F a s t R e a c t o r A n a l y s i s M e t h o d s and Data 

1. Model for E l e c t r i c a l - g e n e r a t e d - s y s t e m Re l i ab i l i t y A n a l y s e s 
(M. E . S tephenson) 

Not r e p o r t e d p r e v i o u s l y . 

A connputer code is be ing c o n s t r u c t e d tha t u s e s c h a r a c t e r i s t i c s of 
ind iv idual p lant and u t i l i ty e l e c t r i c a l s y s t e m s to a s s e s s s y s t e m f a i l u r e 
f r equency . T h i s code wi l l : (1) p rov ide a tool for i nves t i ga t i ng L M F B R i m 
pac t on u t i l i ty s y s t e m s and guide L M F B R R&D a c t i v i t i e s by p rov id ing a 
m e a n s for eva lua t ing plant c h a r a c t e r i s t i c s , and (2) be i n c o r p o r a t e d into 
p o w e r - s y s t e m p ro j ec t i on a n a l y s e s . 

F o r the c u r r e n t 1000-MWe L M F B R s t u d i e s r e l i a b i l i t y i s i m p o r t a n t . 
B e c a u s e p lan t r e l i a b i l i t y in f luences o v e r a l l e l e c t r i c - g e n e r a t i n g - s y s t e m 
r e l i a b i l i t y , s t u d i e s a r e being m a d e of how the u n a v a i l a b i l i t y p a r a m e t e r s of 
ind iv idua l p l an t s inf luence o v e r a l l - s y s t e m r e s e r v e r e q u i r e m e n t s . H o w e v e r , 
it f i r s t w a s n e c e s s a r y to deve lop a m o d e l of how i n d i v i d u a l - p l a n t outage 
c h a r a c t e r i s t i c s inf luence the o v e r a l l s y s t e m . An in i t i a l m o d e l h a s been 
deve loped , and a c o m p u t e r p r o g r a m w r i t t e n to p e r f o r m m a n y of the c a l c u l a 
t ions involved in the m o d e l . 

a. Method and C o m p u t e r P r o g r a m 

The m o d e l m a k e s u s e of a p r o b a b i l i t y a p p r o a c h . The overa l l 
g e n e r a t i n g s y s t e m is d iv ided into s u b s y s t e m s . A n u m b e r of p l an t s a r e 
u sua l l y a s s i g n e d to s u b s y s t e m ; h o w e v e r , the n u m b e r of p l an t s in the s u b 
s y s t e m can be one if a s ing le plant of s p e c i a l c h a r a c t e r i s t i c s i s t o be con 
s i d e r e d . E a c h s u b s y s t e m is c h a r a c t e r i z e d by a f o r c e d - o u t a g e rate p 
( fo rced d o w n - t i m e d iv ided by s c h e d u l e d o p e r a t i n g t i m e ) , an a v e r a g e r e p a i r 
t i m e T, the a v e r a g e plant c apac i t y M, and the n u m b e r n of p lan t s in the 
s u b s y s t e m . F o r the p l an t s of a s u b s y s t e m , the following e q u a t i o n s apply; 
the p r o b a b i l i t y of r s i m u l t a n e o u s ou tages is 

p I • ( l - p ) " - ^ 
^i" r l ( n - r ) : 

the a v e r a g e d u r a t i o n of r s i m u l t a n e o u s ou tages i s * 

: i - p ) 
'• r + p ( n - 2 r ) ' 

and the m a g n i t u d e of r s i m u l t a n e o u s ou tages is 

M , = r M . 

•Halperin, H.. and Adler. H. A., Determination of Reserve-Generating Capability, Trans. AIEE, pp. 530-544 



7 6 

F o r e a c h s u b s y s t e m , p ^ , T^, and M^ a r e c a l c u l a t e d for a l l v a l u e s of r 
f r o m 0 t o n. T h e s u b s y s t e m s a r e t h e n p r o g r e s s i v e l y m e s h e d t o g e t h e r 
in c o m b i n a t i o n s of p o s s i b l e o u t a g e s a c c o r d i n g to t he e q u a t i o n s 

M a b = M^ + M^ 

P a b = PaPb-

' a b T + T ' 
a b 

a n d 

F a b 
Pab 

^ a b ' 

w h e r e a and b r e p r e s e n t t he s u b s y s t e m s be ing m e s h e d into t he combina t i on 
ab and F , i s t h e f r e q u e n c y of o c c u r r e n c e of an ou tage c o m b i n a t i o n h a v m g a 
m a g n i t u d e M a b . a p r o b a b i l i t y Pab- and a d u r a t i o n Tab- The m e s h i n g is 
c o n t i n u e d for a l l p o s s i b l e c o m b i n a t i o n s and r e s u l t s in a se t of M, F p a i r s 
for t he e n t i r e s y s t e m . T h e s e a r e t h e n g r o u p e d in i n c r e m e n t s of ou tage 
m a g n i t u d e a c c o r d i n g to t he e q u a t i o n s 

XMp 
F g = ZF, Pg = 2 p . and Mg = - ^ , 

r e s u l t i n g in v a l u e s of ou tage f r e q u e n c y F g a s a funct ion of ou tage m a g n i t u d e 
M T h e i n c r e m e n t of ou tage m a g n i t u d e is a p p r o x i m a t e l y equa l to t he 
a v i r a g e s i z e of a l l u n i t s in t he s y s t e m , a s r e c o m m e n d e d by A d l e r . 

So far t h i s m e t h o d i s s i m i l a r to the " l o s s - o f - c a p a c i t y " m e t h o d 
u s e d by s o m e u t i l i t i e s . T h i s p a r t of t he p r o g r a m w a s c h e c k e d a g a i n s t 
r e s u l t s ob ta ined in a s i m i l a r w a y * and w a s found to be in good a g r e e m e n t . 

Bo th the l o s s - o f - c a p a c i t y m e t h o d * * and the l o s s - o f - l o a d m e t h o d s t 
u s e a p r o b a b i l i t y a p p r o a c h in c a l c u l a t i n g f o r c e d - o u t a g e m a g n i t u d e s . The 
l o s s - o f - c a p a c i t y m e t h o d h a s t h e a d v a n t a g e t h a t the a c t u a l f r e q u e n c y of 
f o r c e d o u t a g e s is c a l c u l a t e d , b a s e d on bo th p r o b a b i l i t y and d u r a t i o n . In 
the l o s s - o f - l o a d m e t h o d , only t he p r o b a b i l i t y i s c a l c u l a t e d ; for e x a m p l e . 

*National Power Survey, Federal Power Commission, 1964, Part I, p. 189. 
**Ciesielski, E. E., and Lynskey. J. P.. APDlicatlon of Method: Probability of Û ss of Generaung 

Capacity, IEEE Winter Power Meeting, 1968i 68CP54-PWR. . . . . 
t J I ^ ^ P o w e r in the Northeast. 1970-1980-1990, a report to the Federal Power Commission by the 

Northeast Regional Advisory Committee, December 2, 1968, Ch. V. 



a l o s s of load of 1 day in 5 y r does not m e a n an a c t u a l f r e q u e n c y of once in 
5 y r , but r a t h e r a p r o b a b i l i t y of l / ( 3 6 5 x 5 ) ( that i s , it is a s s u m e d in the l o s s -
of - load m e t h o d tha t the c o m b i n e d f o r c e d - o u t a g e d u r a t i o n is 24 h r ) . It w a s 
felt d e s i r a b l e to u s e t he f r e q u e n c y a p p r o a c h h e r e , so the f o r c e d - o u t a g e 
m a g n i t u d e s w e r e c a l c u l a t e d a s in the l o s s - o f - c a p a c i t y m e t h o d . With the 
above e q u a t i o n s , the f o r c e d - o u t a g e f r equency can be ob ta ined a s a funct ion 
of the g e n e r a t i n g capac i t y f o r c e d out of the s y s t e m H o w e v e r , in the l o s s -
o f - c a p a c i t y m e t h o d , the c o m p u t e r p r o g r a m o r d i n a r i l y does not t a k e into 
accoun t the v a r i a t i o n s in the load, a s is done in the l o s s - o f - l o a d m e t h o d . 

It IS be l i eved tha t the v a r i a t i o n in loads should be t a k e n into 
accoun t . The second p a r t of the s y s t e m - r e l i a b i l i t y - a n a l y s i s m o d e l a c c o u n t s 
for s y s t e m load d e m a n d . T h u s , f r o m ut i l i ty load c u r v e s , v a l u e s of mon th ly 
peak loads as a f r ac t ion of the annual peak load a r e e s t i m a t e d The da i ly 
peak loads over a m o n t h a r e a l s o v a r i a b l e , and a r e t a k e n into accoun t by 
a p robab i l i t y or s t a t i s t i c a l a p p r o a c h * B e c a u s e weekend and hol iday l oads 
u s u a l l y a r e c o n s i d e r a b l y l e s s than weekday l o a d s , a mon th w a s c o n s i d e r e d 
to be c o m p o s e d of 21 w e e k d a y s . F o r t h e s e 21 d a y s , equa l p r o b a b i l i t i e s w e r e 
a s s i g n e d c o r r e s p o n d i n g to 21 equa l a r e a s u n d e r a n o r m a l (Gauss i an ) p r o b a 
bi l i ty c u r v e of da i ly p e a k - l o a d d i s t r i b u t i o n over a mon th Then 21 v a l u e s of 
da i ly peak load w e r e c a l c u l a t e d b a s e d on the c e n t e r s of each of t h e s e 
21 a r e a s . F o r e x a m p l e , 1 day a mon th the da i ly peak load is t aken to be the 
month ly m e a n or a v e r a g e of the da i ly p e a k s . T h i s load wi l l l a s t 1 day, and 
is r e p r e s e n t e d by the c e n t e r l / 2 1 of the a r e a unde r the b e l l - s h a p e d n o r m a l 
d i s t r i b u t i o n c u r v e . F o r a second day, the load is t a k e n to be t he c e n t e r of 
the next l / 2 1 of the a r e a u n d e r the c u r v e to the r igh t , or m T 0 .119; , w h e r e 
m is the m e a n of the da i ly p e a k s and a is t h e i r s t a n d a r d dev ia t ion F o r a 
t h i r d day, we u s e t he c e n t e r of the next l / 2 1 of the a r e a u n d e r the c u r v e t o 
the left, or m - 0 .119a. F o r a four th and ?ifth day , t he dai ly peak loads a r e 
t aken to be m + 0.241a and m - 0.241a, e t c . , unt i l f inal ly, for the 20th and 
21st d a y s , the da i ly peak loads a r e nn ± 1.980a. 

The h i g h e s t of a l l the da i ly peak l o a d s , m + 1.980j , can now be 
se t equa l to t he mon th ly peak for t he mon th unde r c o n s i d e r a t i o n To c a l 
cu la te e a c h of the 21 da i ly peak l o a d s , a va lue of a m u s t be u sed . S o m e 
s t u d i e s * ind i ca t e tha t a / m for u t i l i ty da i ly v a r i a t i o n s is about 0.02 to 0 04. 

The p r o g r a m c a l c u l a t e s the 12 m o n t h s of the y e a r s e p a r a t e l y , 
not only b e c a u s e e a c h mon th ly peak is d i f fe ren t and the amoun t of c a p a c i t y 
out for s c h e d u l e d o v e r h a u l i n g c h a n g e s f r o m month to month , but a l s o b e c a u s e 
the s y s t e m of p l an t s w h o s e fo rced ou tages a r e to be c o n s i d e r e d is d i f f e ren t 
depending on which p lan t s a r e out for s chedu led o v e r h a u l . The d i s t r i b u t i o n 
of s c h e d u l e d o v e r h a u l i n g is d e t e r m i n e d by p lac ing r e l a t i v e l y m o r e of t he 
o v e r h a u l i n g in the " v a l l e y s " of t he m o n t h l y load c u r v e o v e r a y e a r , so t h a t 

•Miller, Andrew L.. DetaiU of Outage Probability Calculations, Trans. AIEE, pp. 551-557 (Aug 1958). 
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the total of monthly load and monthly scheduled overhauUng 'l^PP^"^^^^^!^ 
constant over the year , except for the peak load months, m which there 
be no scheduled overhauling assigned. 

The final step is the calculation of system failure ^^^'i'^f'^^J^ 
The cri t ical value of forced-outage magnitude for any day. Mc; =-f °°^ 
as the system capacity less the daily load and less any scheduled outage 
due to overhauling for the month being considered: 

^ c " "^system " ^daily load " ^planned outage' 

F r o m this value of cri t ical forced-outage magnitude, the frequency of 
occurrence is obtamed from the frequency-outage function obtained 
previously. Then, a sum of all the daily values of frequency over all the 
months of the year is obtained. This can be expressed as the average inter
val between system failures, in yea r s . For the "reference" system cal
culated below, this was approximately 5 yr . 

b. Application to a Reference System and Pa rame te r Studies 

The program has been applied to a "reference" system, and 
certain pa ramete r s of the reference system were then varied to observe 
their effect. The reference system is composed of the following plants: 

3 plants of 800 MW each; 

5 plants of 600 MW each; 

7 plants of 400 MW each; 

9 plants of 200 MW each, 
giving a total system capacity of 10,000 MW. The annual peak load was 
taken as 8 000 MW. A factor, f, by which this annual peak load can be 
multiplied was 1,00 for the reference case, but values of 1.01, 1.02 and 
1 03 were also considered. The factor f takes into account lack of accuracy 
m estimating future peak loads. The reference case used a 2-2-2-4 week 
overhauling schedule, in which a plant would be on 2 wk/yr scheduled over
haul for 3 yr and then on 4 wk/yr scheduled overhaul for 1 yr . This was 
t rea ted by assuming that, in the year being considered, approximately 
3/4 of all the plants of a certain size would be on 2-wk scheduled overhaul, 
and 1/4 of the plants would be on 4-wk scheduled overhaul. The value of p, 
the individual-plant forced-outage probability, was taken to be the same for 
all plants and was 0.05 for the reference case, but values of 0.04 and O.O6 
were also considered The value of a/m, the ratio of standard deviation to 
mean for the daily peak load variation-over a month, was taken to be 0.03 for 
the reference case, but values of 0.02 and 0.04 were also considered. A 
value of 150 hr was used for average repair time for a plant. The resul t s 
are shown in Figs. III.A.l, III-A.2, and m.A.3 . 
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Probabihty ot Generating-Unit forced Outage, p 

Fig. III.A.l. Effect of Plant Forced-outage Proba
bility on Interval between System 
Failures. There is a shorter interval 
between system failures as the plant 
forced-outage rate, p, is increased. 

i.oi i.o; 
FKIDT on P«h Load, t 

Fig. III.A.2. Effect of Factor Applied to 
Peak Load on Interval be
tween System Failures. 
Even a small percentage 
increase in annual peak 
load decreases the interval 
between system failures 
rather sharply. 

0.03 0 04 

Ratio ot Slandard to Mean Deviations (ix Daily Loads ovei a Mufitfi 

F u r t h e r W o r k . 

Fig. in.A.3 
Effect of a'm for Daily Load Variation 
over a Month on Interval between 
System Failures. It takes a fairly 
large percentage change in o/m. 
from 0.03 to 0.02 (a decrease of 33'5td 
or to 0,04 (an increase of 33^), to 
make any important change in the 
interval between system failures. 

A s y s t e m is be ing c a l c u l a t e d in which the ind iv idua l -p l an t for ced-
outage p r o b a b i l i t i e s a r e v a r i e d , wi th l a r g e r va lue s of p a s s i g n e d to the 
l a r g e r - s i z e un i t s and s m a l l e r v a l u e s of p a s s i g n e d to s m a l l e r u n i t s , in 
a c c o r d a n c e wi th u t i l i t y e x p e r i e n c e . A l s o being c o n s i d e r e d is a c a s e wi th a 
" long" o v e r h a u l i n g s c h e d u l e , c o r r e s p o n d i n g to 4 - 4 - 4 - 8 i n s t e a d of Z-Z-Z-4 wk. 
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A review of r e se rve requirements in t e rms of gas- turbme units 
that will be required to re turn the system to a s tandardfai lure rate (e.g., once 
in 5 yr) will be calculated for a number of cases . Ultimately, the code wi 
be used to examine the influence of refueling t ime, refueling interval , compo
nent reliabili ty, number of coolant c i rcui ts , etc. , for LMFBRs on the utili ty-
system re se rve requi rements . 
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IV. GENERAL RE.A.CTOR TECHNOLOGY 

A. Applied and Reactor Physics Development 

1. Theoretical Reactor Physics 

a. Cross Section Data Evaluation (D. Meneley) 

Last Reported: ANL-7577, p. 128 (April-May 1969). 

Current versions of the E N D F / B codes CHECKER, CRECT, 
DAMMET, and SLAVE 3 have been received from Brookhaven These 
codes have been made operational with both the CDC-3600 and the 
IBM 360 systems The new CHECKER, CRECT, and DAMMET codes 
replace older vers ions. SLAVE 3 is a new code that averages tabulated 
cross sections from E N D F / B File 3 over various spectra . 

Aversion of U-238 having inelastic scattering consistent with 
the cross sections of the old Set 224 has been added to the 3600 MC' 
l ibrary. This version has a smal ler inelastic scattering c ross section 
than that of E N D F / B over much of the energy range The present MC^ 
l ibrary for the 3600 contains 77 mater ia l s , 

b. Reactor Computation and Code Development (B. J Toppel) 

Last Reported: ANL-7577, pp 128-134 (April-May 1969), 

Testing of the two-dimensional diffusion perturbation module 
of the ARC system and its driver module began. Because other two-
dimensional perturbation codes are unavailable, the perturbation compu
tations a re compared with diffusion computations To reduce discrepancies 
arising from the limitations of perturbation theory, only small perturbations 
resulting in Ak/k^ of the order of lO"* are considered The diffusion-theory 
calculations were run with very tight convergence c r i te r ia so that such 
small reactivity changes were calculated with a minimum accuracy of 
three significant figures. 

The first batch of problems tested the module with respect 
to changes in the assignment of compositions to regions. The configurations 
considered are described in Table IV.A 1, Regions 1-4 represent the 
unperturbed configuration, regions 5-9 are portions of these regions in 
which the composition is changed from that given in the table to another 
composition. These compositions are the same as those used in the 
testing of the one-dimensional perturbation module (see P rogres s Report 
for February 1969, ANL-7553, pp 77-80). For both the radial and axial 
directions, the boundary conditions are zero current at the lower boundary 
and zero flux at the upper boundary. 
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TABLE IV.A. l . Unper turbed Configuration for Test ing of 
Two-dimensional Pe r tu rba t ion Module 

Region 

1 

2 
3 
4 
5 
6 
7 

8 

9 

Composit ion 

1 
2 
3 
4 
1 

2 
3 
3 
4 

^lower 

0.0 
56.80 

1 3 7 . 6 0 
1 8 1 . 8 0 

5 1 . 1 2 
56.80 

137.60 
164.12 
181.80 

^upper 

56.80 
137.60 
181.80 
227.60 

56.80 
60.84 

142.02 
181.80 
190.96 

'^lower 

0 .0 
0 .0 
0 .0 
0 .0 
0 .0 

31.5875 
31.8575 

0.0 
0 .0 

^upper 

52.220 
52.220 
52.220 
52.220 

4.5125 
36.10 
36.10 

4.5125 
4.5125 

The perturbation calculations were made with the perturbation 
in the diffusion coefficient D defined in two ways. In the first definition 
the perturbation in D is simply the difference in D between the perturbed 
and the unperturbed system: 

6Di 
- (^ t r "^ t r 

• ^ ^ t r ^ t r 

(1) 

and Zf are the t ransport c ross sections for the perturbed and 
the unperturbed sys tems, respectively. The second definition is linear in 
the change in the t ransport cross section: 

6D, = ^ 6 D , = : i f f ^ . (2) 
D' SEtr^^tr 

The comparison of perturbation with diffusion computations for 
changes in the assignment of composition to regions is given in Table IV.A.2. 
There is significantly better agreement between perturbation theory and 
diffusion theory when 6D is defined by Eq. (2). With this definition the 
discrepancy is less than 1% for perturbations 1 and 2, and less than 2% for 
perturbation 4. Only for perturbation 3 is there serious disagreement 
between diffusion theory and the perturbation calculation using dD^-

TABLE IV.A.2. Comparison of Two-dimensional Perturbation and 
Diffusion Computations for Composition-Region Assignment Changes 

Composit ion Ak/k 

P r o b l e m 

1 
2 
3 
4 

Region 

5 
6 
7 
8 

Unpe rtu: 

1 
2 
3 
3 

rbed P erturbe 

4 
3 
4 
2 

;d Diffusion 

3.624 X 10-* 
-5.210 X 10-* 
-3.12 X 10-5 
• 1.154 X 10-* 

P e r t (6D,) 

2.667 X 10-* 
-5.385 X 10-* 
-1.165 X 10-* 

1.119 X 10-* 

P e r t (6D2) 

3,629 X 10-* 
-5.189 X 10-* 
-8,194 X 1 0 - ' 

1.134 X 10-* 

Problems were also run to test the perturbation module with 
respect to changes in the concentration of isotopes. In each problem, the 
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concentration of one isotope in a different composition was changed. The 
resul ts of these calculations along with a comparison with diffusion theory 
is given in Table IV.A.3. From the table it is seen that for the first 
two problems, in which the concentration of a fissile isotope is changed, 
the agreement between diffusion theory and the perturbation module is good. 
Here the change in leakage is minor, so both approximations to 6D give 
essentially the same result . In the third problem, in which a nonfissionable 
isotope is removed from region 3, the change in leakage is more important, 
the agreement between diffusion theory and the perturbation module is 
somewhat poorer, and the use of iDj gives better agreement than the use 
of 6D,. In the last problem, the change in leakage is the dominant effect. 
Here there is serious disagreement between diffusion theory and per turba
tion theory, but again the use of 60^ yields better results than the use of 
6Di. 

TABLE IV.A.3. Comparison of Two-dimensional Perturbation and 
Diffusion Computations for Isotope Concentration Changes 

Concentration 

Problem Composition IVlateriai^ Isotope Initial Perturbed Diffusion Pert 180]» Pert (SO Î 

1 1 1 53|235u) 0.00003156 0.00003748 1.154x10-4 l,1708«10-< 1.170e<IO-< 
2 2 2 55 |23')Pul a0010«74 00010970 -1.718 x W' -1,6988 x 10"' -1.6988 x i r < 
3 3 8 38INII 00012822 0,0 -1.775 x 10-4 -j 8850 x W ^ -182691 10"' 
4 4 9 35101 OO 2.0 2.37 x lO"* -3.3591 x 10-^ 7.9499 i l O ' * 

^See Progress Report for February 1969, ANL-7553, Table IV,A,2, p, 78. 

In both cases (problem 3 of the region-composition assignment 
changes and problem 4 of the isotope changes) where there was serious 
disagreement the dominant perturbation was the change in leakage. When 
the composition becomes more opaque, iQ^ yields larger reactivity effects 
for the change in leakage than 6D,, and when the composition becomes more 
transparent, ^Dj yields smaller reactivity effects. The true reactivity 
effect lies somewhere between the two, and when the change in leakage is 
the dominant perturbation the disagreement between diffusion theory and 
the perturbation module may be ser ious. However, at least from the 
comparisons that have been considered thus far, the use of Eq. (2) for the 
perturbation in the diffusion coefficient yields much better results than the 
use of Eq. (1). 

2. Nuclear Data 

a. Cross Section Measurements (C. E . Crouthamel and N. D. Dudey) 

(i) Monoenergetic Neutron Cross Section .Measurements 

Last Reported: ANL-7527, p. 95 (Dec 1968). 

Cross-sect ion values for the *''Y(n,7)"""Y, °^Rb(n,'y)'"^Rb, 
and "Rb(n,7)'*Rb reactions have been determined, and the e r r o r s in the 
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absolute cross section for each datum point have been evaluated. These 
cross sections (see Tables IV.A.4, IV.A.5, and IV.A.6) have been measured 
relative to both "^U(n,f) and "'Au(n,7) reaction cross sections. A detailed 
report on these measurements is being prepared for publication. 

Neutron Energy 
(keVI 

314 
354 

472 

723 

TABLE 

Energy Spread^ 
IkeV) 

42.9 
40.5 
33.3 
36.0 
47.4 
35.6 
45.4 
74.1 
39.4 
35.8 
85.2 
39.7 

IV.A.4. Cross Sections 

Cross Section^ 
Imb) 

0.334 ± 0.023 
0.344 ± 0.018 
0.297 ± 0.021 
0.352 ± 0.021 
0.417 ± 0.029 
0.394 ± 0.029 
0.407 ± 0.032 
0.409 ± 0.031 
0.452 ± 0.028 
0.466 ± 0.033 
0.499 ± 0.039 
0.486 ± 0.022 

for the 8'Y(n,i )90mY 

Neutron Energy 
(keVl 

783 
8)3 
853 
899 
943 
976 

1043 
1106 
1182 
1230 
1330 
1449 

Reaction 

Energy Spread^ 
(keV) 

38,2 
37,8 
91.8 
31.2 
42.9 
45.4 
46.0 
44.9 
49,9 
76,2 
697 
51.3 

Cross Section'' 

0,511 + 0,032 
0,535 ± 0,032 
0.572 ± 0.045 
0.495 ± 0.026 

0.417 ± 0,026 
0.385 ± 0,024 
0,324 ± 0,020 
0,286 ± 0,018 
0,264 + 0,022 
0,284 + 0,020 
0,297 ± 0,019 

^One-halfthe full neutron energy spread. 
''Errors quoted are the standard deviations in the atisolute value of the cross section. 

TABLE IV.A.5. Cross Sections for ttie ^^Rbln.yt^^'^Rb Reaction 

Neutron Energy 
IkeVI 

156 
174 
231 
284 
290 
323 
413 
425 
456 
503 
546 
611 
649 
714 
776 

Energy Spread^ 
IkeV) 

49,2 
65.0 
48.8 
65.0 
31.0 
50.0 
51,7 
44.8 
57.4 
59.3 
52.6 
53.5 
63.7 
62,7 
54,3 

Cross Sectlonb 
(mbl 

17,3 ± 1,69 
16,1 ± 1,72 
15,8 ± 1,82 
13,4 ± 1,30 
13,8 ± 1,26 
13,5 ± 1,38 
13,4 ± 1,22 
13,3 ± 1,56 
13,5 ± 1,47 
13,5 ± 1,28 
11.3 ± 0.95 
10.7 ± 1.07 
10.1 ± 1.12 
9.9 ± 1.03 
9.56 ± 0.92 

Neutron Energy 
IkeV) 

827 
889 
904 
922 
980 

1064 
1070 
n i l 
1141 
1201 
1220 
1385 
1393 
1484 

Energy Spread^ 
IkeV) 

65.4 
56.3 
56.4 
81.9 
69.0 
86.1 
81.3 
72.2 
88.4 
80.3 
90.8 
86.1 
89.6 
87.1 

Cross Section^ 
Imb) 

8.19 ±0.84 
8.72 ± 0.77 
7.68 ± 0.71 
8.46 ± 0.80 
7,45 ± 0,91 
6,63 ± 0,62 
7,20 ± 0,66 
6,74 ± 0.90 
7.15 ±0.68 
6.58 ± 0.61 
6.78 ± 0.70 
6.69 ± 0.65 
6.41 ±0.59 
5.50 ± 0.52 

^One-half the ful l neutron energy spread. 
'^Errors quoted are the standard deviations in the absolute value of the cross section. 

Neutron Energy 
IkeV) 

231 
290 

379 
425 
456 

572 

714 

TABLE 

Energy Spread^ 
(keVI 

495 
48.8 
3L0 
50.0 
3L2 
44.8 
57.4 
59.8 
59.3 
55.3 
63.7 
62.7 

IV.A.6. Cross Sections for the 87Rb(n,r)88Rb 

Cross Sectionb 
(mb) 

8.23 ± 0.81 
7.11 ±0.71 
6.55 ± 0.66 
5.65 ± 0.57 
5.19 ±0.49 
5.24 ±0.58 
3.81 ± 0.38 
4.20 ± 0.40 
3.78 ± 0.38 
3.59 ± 0.36 
4.18 + 0.43 
2.99 ± 0.30 

Neutron Energy 
IkeVI 

776 
827 
904 
980 

1070 
n i l 
1201 
1297 
1385 
1393 
1484 
1561 

Reaction 

Energy Spread^ 
IkeV) 

54.3 
65.4 
56.4 
69.0 
81.3 
72.2 
80.3 
50.1 
86.1 
89.6 
87.1 
89.4 

Cross Section'' 

2.97 ± 0.31 
2.63 ± 0.26 
2.64 ± 0.26 
2.71 ± 0.27 
2.78 ± 0.27 
2.63 ± 0.26 
2.46 ± 0.25 
2.47 ± 0.43 
3.17 ±0.32 
2.64 ± 0.27 
2.52 ± 0.25 
2.84 ± 0.29 

^One-half the ful l neutron energy spread. 
'^Errors quoted are the standard deviations in the absolute value of the cross section. 
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(ii) Low-mass Fast -neutron Fission Yields 

Last Reported: ANL-7561, p. 67 (March 1969). 

A ser ies of experiments to measure the fission yield of 
tritium for the ^^^Th(a,f) reaction has been attempted with the tandem 
accelera tor . Although no definitive resul ts were obtained, the experiments 
provided information that will be very useful in designing future experiments. 

Fi rs t ly , the experiments demonstrated that the particle 
identification system functioned according to expectations. Each low-nnass 
particle up to He was clearly resolved, and its energy spectrum was de te r 
mined from a lower energy of 3 to 10 MeV (depending on the particle) to an 
upper energy level of about 40 MeV. 

Secondly, the experiments pointed out several problems 
that must be solved before reliable fission-yield data can be obtained In 
the presence of the high backscatter of the bombarding alpha part ic les , a 
fast coincidence (~10 nsec) between a tritium particle and a fission fragment 
was required to establish unambiguously that the observed tritium atoms 
were fission-produced. Further , the extremely low yield of tritium made it 
difficult to measure the timing of the coincidence system adequately. (It is 
necessary to detect about lO' fissions per detected tritium event.) As a 
result, the fission detectors deteriorated from radiation damage before a 
sufficient number of tritium events were recorded; therefore, a reliable 
tritium fission yield could not be obtained. 

It is possible that such stri,ngent timing requirements may 
not be necessary for measurements with fast neutrons. However, to prepare 
for the fast-neutron experiments, methods of off-line timing of the coinci
dence system and alternative methods of detecting fission fragments are 
being investigated. 

b. Burnup Analysis and Fission Yields for Fast Reactors 
(R. P. Larsen) 

(i) Determination of the Absolute Fast Fission Yields of 
Burnup Monitors and Nonfission Nuclear Transformations 
in a Fas t Reactor 

Last Reported: ANL-7561, pp. 65-67 (March 1969). 

An experiment has been designed to measure the effective 
capture-to-fission ratio (alpha) for the three isotopes ^^'Pu, " 'U , and "^U 
in a neutron spectrum that emphasizes the lO-keV region. It is in this 
region that the greates t uncertainties in alpha exist . The basic concept 
is to perform an irradiat ion of sufficient length (~5 days) to produce (1) a 
change in ^^''Pu, ^ '̂'U, and ^ '̂U contents that can be adequately measured 



m a s s s p e c t r o m e t r i c a l l y ( d e t e r m i n a t i o n of the n u m b e r of c a p t u r e s ) and 
(2) an amoun t of the f i s s ion p r o d u c t i so tope '*°Ba tha t can be a d e q u a t e l y 
m e a s u r e d g a m m a s p e c t r o m e t r i c a l l y ( d e t e r m i n a t i o n of the n u m b e r of 
f i s s i o n s ) . Th i s i r r a d i a t i o n wi l l be c a r r i e d out in the c r i t i c a l f ac i l i t y 
Z P R - 3 . The s p e c i a l loading of s a m p l e s for the i r r a d i a t i o n h a s b e e n 
c o m p l e t e d , and p r e l i m i n a r y i r r a d i a t i o n s a r e now be ing c a r r i e d out . The 
i r r a d i a t i o n to m e a s u r e a lpha wi l l be p e r f o r m e d e a r l y in J u l y . 

(ii) S u p p l e m e n t a l D e t e r m i n a t i o n of Abso lu t e F i s s i o n Yie lds of 
B u r n u p M o n i t o r s for F a s t R e a c t o r F u e l s 

L a s t R e p o r t e d : A N L - 7 5 6 1 , p . 67 ( M a r c h 1969). 

The t e c h n i q u e s tha t have b e e n d e v e l o p e d for the m e a s u r e 
m e n t of the n u m b e r of f i s s i o n s in the a l p h a e x p e r i m e n t ( s ee Sec t , (i) above 
and A N L - 7 5 6 1 , p . 66) a r e be ing e v a l u a t e d for the d e t e r m i n a t i o n of f a s t -
f i s s i on y i e l d s of b u r n u p m o n i t o r s for f a s t r e a c t o r f u e l s . The e v a l u a t i o n 
wi l l be m a d e by d e t e r m i n i n g the y ie ld of '^^Cs f r o m the t h e r m a l f i s s i o n of 
" ^ U . This me thod of eva lua t i on was c h o s e n b e c a u s e (1) the '^^Cs y i e ld 
f r o m the t h e r m a l f i s s i o n of ^^^U h a s b e e n m o r e a c c u r a t e l y m e a s u r e d than 
any o the r f i s s i on y ie ld , (2) r e l i a b l e m e t h o d s for d e t e r m i n i n g '•'^Cs a r e 
w e l l - e s t a b l i s h e d ( s ee below), and (3) an e x c e l l e n t ^^'Cs s t a n d a r d is a v a i l 
a b l e . P r e p a r a t i o n s of the v a r i o u s m a t e r i a l s r e q u i r e d for t h i s i r r a d i a t i o n 
have begun . 

The a c c u r a c y wi th which '^^Cs can be d e t e r m i n e d in s a m p l e s 
of i r r a d i a t e d n u c l e a r fuel i s d e m o n s t r a t e d by the r e s u l t s ob ta ined a s a p a r t 
of a r e c e n t ASTM r o u n d - r o b i n . Two i r r a d i a t e d fuel s a m p l e s (one coo led 
6 m o n t h s , the o t h e r 2 y e a r s ) w e r e s u p p l i e d to e a c h p a r t i c i p a t i n g l a b o r a t o r y 
a long wi th a r e f e r e n c e s t a n d a r d ( N u c l e a r C h i c a g o - A S T M ' ^ 'Cs s t a n d a r d ) . 
T h r e e l a b o r a t o r i e s (Gulf G e n e r a l A t o m i c s , Los A l a m o s Scient i f ic L a b o r a t o r y , 
and Argonne ) c h o s e to a n a l y z e the two s a m p l e s by g a m m a s p e c t r o m e t r y us ing 
l i t h i u m - d r i f t e d g e r m a n i u m d i o d e - m u l t i c h a n n e l a n a l y z e r s y s t e m s . The 
r e p o r t e d v a l u e s * for the '^''Cs c o n t e n t s of t h e s e s o l u t i o n s , g iven be low, show 
the e x c e l l e n t a g r e e m e n t of r e s u l t s of the t h r e e l a b o r a t o r i e s . 

' " C s Con ten t x 10"'^ 
( a t o m s / m l ) 

L a b o r a t o r y 

GGA 
LASL 
A N L 

A v e r a g 

Sample 1 

7.288 
7.319 
7.317 

e 7.308 

Sample 2 

1.330 
1.338 
1.3 34 

1.3 34 

*The results obtained by Gulf General Atomics and Los Alamos Scientific Laboratory were supplied through 
the courtesy of G. Buzzelli (GGA) and G. M. Matlack (LASL). 



87 

c . D e t e r m i n a t i o n of N u c l e a r C o n s t a n t s (A, B, Smith) 

(i) F a s t N e u t r o n C r o s s Sec t ions and O t h e r N u c l e a r C o n s t a n t s 

L a s t R e p o r t e d : A N L - 7 5 4 8 , pp. 85-86 ( Jan 1969). 

(a) F a s t N e u t r o n s Inc ident on V a n a d i u m , The L M F B R - R D T 
p r o g r a m has e x p r e s s e d an exp l i c i t need for f a s t - n e u t r o n c r o s s s e c t i o n s of 
v a n a d i u m . In d i r e c t r e s p o n s e to th i s need a p r o g r a m of m e a s u r e m e n t s has 
been c o m p l e t e d and a f o r m a l r e p o r t p r e p a r e d (ANL-7564 , to be p u b l i s h e d ) . 
The r e s u l t s a r e s u m m a r i z e d h e r e . 

To ta l n e u t r o n c r o s s s e c t i o n s and e l a s t i c and i n e l a s t i c 
n e u t r o n s c a t t e r i n g c r o s s s e c t i o n s of v a n a d i u m have been e x p e r i m e n t a l l y 
s tud i ed . The to ta l n e u t r o n c r o s s s e c t i o n s w e r e d e t e r m i n e d with good 
r e s o l u t i o n (Si keV) f rom 0.1 to 1.45 MeV, Di f fe ren t i a l e l a s t i c and i n e l a s 
tic s c a t t e r i n g a n g u l a r d i s t r i b u t i o n have been m e a s u r e d a t inc iden t n e u t r o n -
e n e r g y i n t e r v a l s of SlO keV f rom 0.3 to 1.5 MeV with inc iden t n e u t r o n 
r e s o l u t i o n s of ~20 keV. The i n e l a s t i c e x c i t a t i o n of s t a t e s a t 330 + 10 keV 
and 926 ± 10 keV w a s o b s e r v e d . The e x p e r i m e n t a l r e s u l t s have been 
i n t e r p r e t e d in t e r m s of the op t i ca l m o d e l and s t a t i s t i c a l c o n c e p t s , i n c l u s i v e 
of r e s o n a n c e - w i d t h f luc tua t ions and c o r r e l a t i o n s . The o b s e r v e d i n t e r m e d i a t e 
s t r u c t u r e h a s b e e n c o n s i d e r e d in the con tex t of s t r o n g l y o v e r l a p p i n g r e s o 
n a n c e s , d i s t r i b u t i o n s in r e s o n a n c e wid ths and s p a c i n g s , and in t e r m s of an 
i n t e r m e d i a t e op t i ca l m o d e l . C o m p a r i s o n has been m a d e with p r e v i o u s l y 
r e p o r t e d e x p e r i m e n t a l va lue s and with the p e r t i n e n t con t en t s of the e v a l u a t e d 
da ta fi le, E N D F - B . 

(b) F a s t - n e u t r o n S c a t t e r i n g C r o s s Sec t ions of Hafnium, 
Gado l in ium, and S a m a r i u m . T h i s work , c a r r i e d out in d i r e c t r e s p o n s e to an 
RDT r e q u e s t , has been c o m p l e t e d and a f o r m a l r e p o r t p r e p a r e d for 
pub l i ca t i on .* 

E l a s t i c and i n e l a s t i c n e u t r o n - s c a t t e r i n g c r o s s s e c t i o n s 
of e l e m e n t a l hafn ium, g a d o l i n i u m , and s a m a r i u m w e r e m e a s u r e d at i nc iden t 
n e u t r o n e n e r g i e s of 0.3 to 1.5 MeV. The e x p e r i m e n t a l r e s o l u t i o n was suf f i 
c i en t to r e s o l v e e l a s t i c and i n e l a s t i c p r o c e s s e s r e a s o n a b l y and to define 
ind iv idua l i n e l a s t i c c r o s s s e c t i o n s for the m o s t a p p r e c i a b l y e x c i t e d s t a t e s . 
The to ta l n e u t r o n c r o s s s e c t i o n s w e r e d e t e r m i n e d up to 1.5 MeV with 
r e s o l u t i o n s oizZ.5 keV. Within the p r e c i s i o n s of the n n e a s u r e m e n t s a l l 
o b s e r v e d c r o s s s e c t i o n s w e r e r e l a t i v e l y s m o o t h funct ions of e n e r g y . The 
e x p e r i m e n t a l r e s u l t s w e r e c o m p a r e d with those ob ta ined f rom c a l c u l a t i o n s 
b a s e d upon both s p h e r i c a l and d e f o r m e d op t i ca l p o t e n t i a l s and s t a t i s t i c a l 
t h e o r y , i n c l u s i v e of f luc tua t ion c o r r e c t i o n s . The c a l c u l a t e d r e s u l t s w e r e 
d e s c r i p t i v e of m e a s u r e d to ta l , e l a s t i c s c a t t e r i n g , and, to a l e s s e r ex ten t , 
i n e l a s t i c s c a t t e r i n g c r o s s s e c t i o n s . E x p e r i m e n t a l and c a l c u l a t e d r e s u l t s 

*Submitted to Nuclear Science and Engineering. 



were compared with previously reported measured values and with the 
contents of several evaluated neutron data sets employed in reactor design. 

(ii) Fission Process Data 

Last Reported: ANL-7548, p. 87 (Jan 1969). 

Resonance Interpretation of the ^^''Pu Fission Cross Section. 
A set of multilevel pa ramete rs for the fission cross section of ^^'Pu has been 
obtained from the analysis of the Pe t re l fission data between 4 and 100 eV. 
The analysis was actually extended up to 150 eV, but it is believed that 
between 100 and 150 eV the paramete rs are very uncertain because of the 
poor resolution of the experimental data. Using the aforementioned 
paramete rs as a starting point, the analysis of the Saclay fission data 
between 40 and 100 eV has been taken up. The objective is to a r r ive at a 
consistent set of pa ramete rs for the fission c ross section of ^^'Pu. 

A set of single-level R-mat r ix pa ramete r s has been 
obtained from the analysis of the Pe t re l fission data for ^^'Pu between 
90 and 230 eV. The analysis was performed using the Adler-Adler code. 
The R-mat r ix paramete rs were obtained from the Adier-Adler single-level 
pa ramete rs by assuming the same capture width (F-y = 0.040 eV) for all 
levels . The analysis has yielded 56 levels as compared to the 37 levels 
listed in ENDF/B in the same interval. There are serious uncertainties 
associated with these pa ramete r s , however, mainly because of the poor 
resolution of the data. These single-level pa ramete r s will subsequently 
be used in self-shielding calculations. 

d. Reactor Code Center (M. Butler) 

Last Reported: ANL-7577, pp. 138-139 (April-May 1969). 

Twelve additional program packages were incorporated in the 
Center l ibrary during June. Eight were for new programs, three were new 
or revised versions of existing l ibrary programs, and one was received from 
the ENEA Computer P rogramme Library. 

The new codes include the RELAP2 program, which calculates 
flow, mass inventories, temperature , p ressure , reactivity and t ransient 
power for the p r imary system of a water reactor during a reactivity 
excursion or loss-of-coolant accident. The Phillips Petroleum Company 
submitted an IBM-7044 version of this program (ACC No. 369). The 
Bettis Atorriic Power Laboratory supplied two of the new programs: NOWIG 
to solve one-dimensional two-group diffusion and delayed-precursor 
equations using a shape-specified point kinetics approximation (ACC No. 371), 
and BL47, a plotting routine for plane s t ructures for s t r e s s analysis studies 
(ACC No. 373). These are both operable on the CDC-6600. The Bat te l le-
Northwest Laboratory IDX one-dimensional diffusion code for generating 
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effect ive c r o s s s e c t i o n s and fas t r e a c t o r a n a l y s i s on the UNIVAC 1108 has 
been i n c o r p o r a t e d as ACC No. 374. B r o o k h a v e n Nat iona l L a b o r a t o r y s u p 
pl ied ACC N o s . 376 and 377, the AVERAGE and S IGPLOT p r o g r a m s d e s i g n e d 
to c a l c u l a t e a v e r a g e c r o s s s e c t i o n s f rom S- and P - w a v e da ta of the E N D F / B 
file 2 u n r e s o l v e d p a r a m e t e r s and to c a l c u l a t e c r o s s s e c t i o n s f rom r e s o l v e d 
r e s o n a n c e p a r a m e t e r da ta us ing the m u l t i l e v e l B r e i t - W i g n e r f o r m u l a , 
r e s p e c t i v e l y . Both CDC-6600 and IBM-7094 v e r s i o n s of the BNL codes a r e 
a v a i l a b l e . 

A CDC-6600 v e r s i o n of the M A C H l p r o g r a m (ACC No. 262) and 
an IBM-360 v e r s i o n of the TWOTRAN p r o g r a m (ACC No. 358) have been 
r e c e i v e d f r o m ANL. The E N E A p r o g r a m i n c o r p o r a t e d d u r i n g June i s the 
SPANDE code (E219) w r i t t e n for the IBM-7090 by UKAEA to an a l y ze t h r e e -
d i m e n s i o n a l s t r u c t u r e s and piping s y s t e m s . 

Dur ing the f i r s t q u a r t e r of 1969, 245 p r o g r a m p a c k a g e s w e r e 
d i s t r i b u t e d by the Argonne C e n t e r . 

B . R e a c t o r F u e l s and M a t e r i a l s D e v e l o p m e n t 

1. F u e l s and Cladding 

a. B e h a v i o r of R e a c t o r M a t e r i a l s 

(i) F u e l E l e m e n t B e h a v i o r Model ing 

(a) Bubble M i g r a t i o n A n a l y s i s (R. W. Weeks and 
R. O. S c a t t e r g o o d ) 

L a s t R e p o r t e d : A N L - 7 5 7 7 , p . 140 ( A p r i l - M a y 1969). 

The l ine t e n s i o n m o d e l u s e d to p r e d i c t bubble b r e a k 
away s i z e f rom d i s l o c a t i o n s due to the inf luence of a t h e r m a l - g r a d i e n t 
d r iv ing f o r c e ( s e e , for e x a m p l e . E y r e and BuUough*) can be re f ined by 
a m o r e p r e c i s e s t a t e m e n t of the d i s l o c a t i o n s e l f - e n e r g y , and by a p p r o x i 
m a t e l y accoun t ing for the e l a s t i c i n t e r a c t i o n be tween the two d i s l o c a t i o n 
s e g m e n t s . When th is is done, the e s t i m a t e d b r e a k a w a y s i z e s for e s c a p e 
of a bubble f rom s c r e w and edge d i s l o c a t i o n s a r e s m a l l e r than those 
p r e v i o u s l y p r e d i c t e d for a g iven t h e r m a l - g r a d i e n t d r iv ing f o r c e . T h e s e 
m o d e l s , h o w e v e r , i m p l i c i t l y a s s u m e tha t bubble b r e a k a w a y is a c h i e v e d 
only when the d i s l o c a t i o n s e g m e n t s c o m e t o g e t h e r . A l t e r n a t i v e l y , the 
bubble b r e a k a w a y s i z e s can be e s t a b l i s h e d f rom the r e s u l t s of the 
i n t e r a c t i o n - e n e r g y a n a l y s i s b e t w e e n a bubble and a s t r a i g h t d i s l o c a t i o n 
p r e v i o u s l y r e p o r t e d ( see A N L - 7 5 7 7 ) . When th is i s done , s i z e s for bubble 
b r e a k a w a y f rom s c r e w and edge d i s l o c a t i o n s a r e found to be l a r g e r than 

Eyre, B., and Bullough, R., I. Nucl. Mater. ^ , 249 (1968). 
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predicted by the previous models. It thus appears that the interaction 
between a bubble and a dislocation is strong enough to s t re tch the d i s 
location considerably before bubble breakaway occurs . 

(b) Swelling Mechanisms and Models for Oxide Fuel 
(R. W. Weeks) 

Last Reported: ANL-7577, pp. 140-142 (April-
May 1969). 

The new computer model for predicting the in-pile 
behavior of cylindrical oxide-fuel elements (see P r o g r e s s Report for 
January 1969, ANL-7548, p. 88) has been programmed in FORTRAN for 
the ANL IBM-360, and is now being debugged. 

The program, called the Life in a Fas t Environment 
code (LIFE) computes the temperature distribution, fuel and clad swelling, 
U-Pu migration, fuel-clad elastic and creep deformations, and the resultant 
s t r e s s - s t r a i n history of the element. The program formulation is based 
on a three-r ing model for the fuel and allows inclusion of an initial fuel-
cladding gap. 

LIFE also models friction between the fuel and the 
clad in an approximate manner, checking whether stick or slip occurs at 
each time step, and allowing different amounts of axial s t rain of the fuel 
and clad. 

b. Metal Fuels 

(i) Fuel-e lement Performance (H. V. Rhude) 

Last Reported; ANL-7577, p. 152 (April-May 1969). 

F iss ion-gas samples from fuel Elements ND24, ND23, 
BAOl, BC02, NC17, and NC23 have been submitted for analysis . The data 
on the fuel elements and their estimated burnups have been reported in 
ANL-7577. 

Elements ND24, ND23, and BAOl were sectioned t r a n s 
versely; Elements ND24 and ND23 were sectioned longitudinally ac ross 
a reas where neutron radiography revealed a separation in the fuel column. 
A section from the a rea calculated to have the highest burnup in each fuel 
column has been submitted for burnup analysis, Metallographic examination 
has been completed on several of the sections, and specimens have been 
prepared for microprobe analysis . 
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Metallography showed that the fuel in Elements ND24 and 
ND23 swelled to the inside of the cladding, but there appeared to be no 
reaction between the fuel and the V-20 w/o Ti cladding. The fuel formed 
annular, but not concentric, zones. The central zone is pear-shaped, porous, 
and is surrounded by a less porous zone that extends to roughly three-fourths 
of the rad ius . The fuel in the outer fourth of the radius is extremely porous. 
These zones will be analyzed with the microprobe to determine the d i s t r i 
bution of uranium, plutonium, zirconium, and selected fission products. 

2. Techniques of Fabrication and Testing 

a. Nondestructive Tes t ing--Research and Developnnent 

(i) Development of Nondestructive Testing Techniques 
(C. J. Renken) 

(a) Neutron Radiography (J. P, Barton) 

Last Reported: ANL-7548, pp, 95-98 (Jan 1969). 

(1) Test Standards. Because neutron radiography is 
fundamentally different from X radiography, a new and independent system 
of test standards needs to be developed. The requirements for test standards 
in neutron radiography are (1) to provide a measure of the character is t ics of 
a neutron-radiography facility, and (2) to indicate the capability of neutron 
radiography to detect part icular details in a given object. However, the 
range of objects that can be examined by neutron radiography is so varied 
that to satisfy the second requirement a special test would be required for 
each part icular application. This study, tlferefore, deals only with the first 
requirement . 

The charac ter i s t ics of a neutron-radiography 
facility are as follows: (1) geometric unsharpness due to imperfect beam 
collimation, (2) inherent unsharpness of the detector system, (3) ratio 
of effects of neutron and gamma radiations, (4) ratio of thermal neutron 
to resonance-energy neutron effects, (5) fast-neutron influences, (6) beam 
intensity, (7) beam uniformity, and (8) presence of other influences, such 
as radiation scat tered from surrounding objects. 

A proposed standard test object that permits the 
measurement of neutron-facility charac ter i s t ics has been designed. The 
test object consists of a frame with various absorbers mounted both adjacent 
to and at spaced intervals in front of the image plane. The area of the object 
perpendicular to the neutron beam measures 100 by 75 mm; the effective 
thickness is either 60 or 104 mm, depending on the choice of spacers . 
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C h a r a c t e r i s t i c s (1) and (2), t o g e t h e r wi th the 
o v e r a l l v i s ib i l i t y of de t a i l , a r e i nd i ca t ed by the i m a g e s of c a d m i u m a b s o r b e r 
s t r i p s tha t have been d r i l l e d wi th ho les of d i f fe ren t known d i a m e t e r s and 
s p a c i n g s , and by the i m a g e s of s e t s of p l a s t i c and of c a d m i u m w i r e s . The 
s t r i p s and the w i r e s a r e l oca t ed both n e a r and a t i n t e r v a l s in f ron t of the 
i m a g e p l a n e . D e n s i t o m e t e r r e a d i n g s f r o m the n e u t r o n r a d i o g r a p h of the 
objec t p rov ide a m e a s u r e of c h a r a c t e r i s t i c s (3), (4), and (5). 

Th i s s t a n d a r d t e s t ob jec t h a s b e e n 
us ing a v a r i e t y of n e u t r o n - r a d i o g r a p h y s y s t e m s , the d e t a i l s 
l i s t e d in Tab le I V . B . l . F i g u r e I V . B . l shows the c o r r e l a t i o n 
r a d i o g r a p h i c c o n t r a s t s ob ta ined wi th the s t a n d a r d t e s t objec 
f a c i l i t i e s . T h e s e da ta w e r e ob ta ined with gado l in ium d i r e c t 
r a d i o g r a p h y . A s i m i l a r plot for the ind ium t r a n s f e r m e t h o d 
when g a m m a effects a r e e l i m i n a t e d , the po in t s l ie m o r e nea 
s t r a i g h t l i n e . As an i l l u s t r a t i o n of b e a m col l innat ion effects 
de t a i l v i s ib i l i t y . F i g . IV.B.2 shows a p lo t of v i s i b i l i t y on the 

e v a l u a t e d by 
of wh ich a r e 
s b e t w e e n the 
t and four b e a m 
- e x p o s u r e 

showed tha t 
r l y on a s ing le 
and a c t u a l 
r a d i o g r a p h of 

TABLE IV,B,1, Neutron Beams Used to Evaluate Test Standard 

Beam 
Designation 

A 
B 
C 
D 
E 
F 
G 

Input 
Aperture 

Dimensions 
(cm) 

1.27^ 
2.543 
5.083 

10.163 
15,243 
2,54'' 

10,16 by 6,35c 

Beam 
Length 
(cm) 

224 
224 
224 
224 
224 
229 
229 

Uniform 
Beam Area 
at Output 

(cm) 

15a 
15a 
153 
153 
153 

10,16 by 6,35') 
10.16 by 6,35lJ 

Tttermal-
neutron 

Flux 
(n/cm2-sec) 

2,3 X 10^ 
8,9 X 10^ 
3,5 X 10' 
1,4 X 108 
3,6 X 108 

5 X 10 
2,4 X 10' 

Ratio, 
Au (Bare) 

Au (Cadmium) 

1.4 
L7 
2.1 
2.2 
2.5 
2.6 
3.2 

Gamma 

(R/hr) 

280 
370 
560 

1,700 
2,200 

32 
50 

''Square. 
^Rectangular. 

1.00 

0.80 

0.60 

0,40 

0.20 

1 1 1 1 1 1 1 1 
Materials 
PL - Plastic 

— In - Indium 
Cd - Cadmium 
Pb- Lead 

— Neutron Beam facilities 
A - Beam A 
0 - Beam 8 
• - Beam C 
• - Beam D 

* ^ 

1 1 1 1 

1 I I I 

1 1 

0 ^ 

1 1 

1 1 

t^ 
"0 

A 

1 1 

1 1 

^5V 
eeti l '^ ' 

itlMj^—• 
— ^ S 

1 i 

-

-

.25 I .5 I .75 1 .25 
PL Pb Pb 
.25 I 2 

Fig. IV.B.l 

Radiographic Contrast for Different Ab
sorber Materials and Thicknesses, and 
for Different Neutron Beams. (Gadolin
ium foil, Kodak Single R film, direct 
exposure.) The locations of the materials 
along the abscissa axis were chosen so as 
to make the plot for Beam C linear. 

MATERIAL AND THICKNESS, mm 
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SEPARATION FROM FACE NEAREST IMAGE PLANE, cm 

Fig. IV.B.2. Visibility on a Neutron Radiograph of Plastic Wires 
as a Function of Separation of the Wires from Face 
Nearest Image Plane for Different Neutron Beams. 
(Gadolinium foil. Kodak Single R film, direct 
exposure.) 

p l a s t i c w i r e v e r s u s s e p a r a t i o n of the w i r e s f rom the imag ing p l a n e . The 
f igure c l e a r l y shows that for s m a l l s e p a r a t i o n s ( c o r r e s p o n d i n g to s m a l l 
object t h i c k n e s s e s ) , low c o l l i m a t i o n is p r e f e r a b l e , w h e r e a s for l a r g e 
s e p a r a t i o n s , high c o l l i m a t i o n is n e c e s s a r y . The high v i s ib i l i ty for s m a l l 
s e p a r a t i o n s that i s p r o v i d e d by l o w - c o U i m a t i o n b e a m s is due to the a d v a n 
tageous n e u t r o n s p e c t r u m and n e u t r o n - t o - g a m m a r a t i o . High c o l l i m a t i o n 
is n e c e s s a r y for l a r g e s e p a r a t i o n s in o r d e r to o v e r c o m e g e o m e t r i c 
u n s h a r p n e s s . 

E x t e n s i v e g r a p h s and a n a l y s e s of r e s u l t s for th is 
t e s t ob jec t a r e now a v a i l a b l e , and th is should enable w o r k e r s in the field 
to a s s e s s the va lue of the s y s t e m . The l o n g - t e r m goal is to have a u n i v e r s a l 
t e s t s t a n d a r d that can s e r v e to r e l a t e work done under d i f fe ren t cond i t i ons . 
No doubt, o the r l a b o r a t o r i e s wil l p r o p o s e t he i r own s u g g e s t i o n s and m o d i f i 
c a t i o n s , and even tua l ly an a c c e p t a b l e s t a n d a r d can be c h o s e n . Th i s t e s t 
s t a n d a r d i s , t h e r e f o r e , p r e s e n t e d , as a f i r s t sugges t ion , with this a p p r o a c h 
in mind . 

(b) L a s e r Studies and Holography (N. F e r n e l i u s ) 

L a s t Repo r t ed : ANL-7500 , pp. 100-101 (Sept 1968). 

Ho lography is a m e a n s of r e c o r d i n g a t h r e e - d i m e n s i o n a l 
i m a g e on a t w o - d i m e n s i o n a l p h o t o g r a p h i c p l a t e . Holography is unique in 
that it can p rov ide a m e a n s for t h r e e - d i m e n s i o n a l i n t e r f e r o m e t r y . 

Ho log raph i c i n t e r f e r o m e t r y can be acconnpl i shed e i t h e r 
by the d o u b l e - e x p o s u r e me thod o r by the s i n g l e - e x p o s u r e r e a l - t i m e a n a l y s i s 
m e t h o d . In the d o u b l e - e x p o s u r e m e t h o d , a h o l o g r a m of the objec t i s r e c o r d e d , 
the s u r f a c e of the objec t is d i s p l a c e d s l igh t ly (for e x a m p l e , by e i t h e r m e c h a n 
i ca l nnovennent or t h e r m a l expans ion ) , and a second e x p o s u r e is m a d e on the 
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same plate. When the developed hologram plate is displayed with laser 
light, the two images form a set of interference fringes. Where the d i s 
placement was very slight, broad, widely spaced fringes occur; where the 
displacement was greater , the fringes are finer, and may even exceed the 
resolution limit of the display system. The fringe pattern is not located at 
the surface of the object image, but somewhere else in space. Hence, there 
may be considerable parallax between the fringe system and the object. 

In the single-exposure real - t ime analysis method, a 
hologram of the object is recorded and the photographic plate is developed. 
The plate is then returned to its original position relative to the object, 
with an accuracy to within a fraction of the wavelength of the recording light. 

If the hologram is sufficiently bright 
and the repositioning is done correctly, 
fringes are produced by interference 
between the object and the hologram 
image as the object surface is 
displaced. 

Applications of these methods 
are shown in Figs . IV.B.3 and IV.B,4, 
Figure IV.B.3a is a photograph of a 
single-exposure hologram of a fuel-
rod jacket that has been placed in 
front of a m i r r o r . Figure IV.B.3b 
is a photograph of a double-exposure 
hologram; 20-psig air p ressure was 
applied inside the capped jacket to 
expand it before the second exposure. 
Since the jacket tubing had been run 
through a tubing straightener, there 
was less strain along regions of work 
hardening. This may account for the 
helical fringe pattern that was formed. 
Another double-exposure hologram 
that was made of the same object in 
a horizontal position also showed a 
helical pattern. Therefore, the pat
tern must be caused by changes in 
the rod and not by some optical 
peculiarity. 

Fig. IV.B.3 

Photographs of Holograms of a Capped Fuel-rod 
Jacket Placed in Front of a Mirror, (a) Single-
exposure hologram; (b) double-exposure hologram 
with 20-psig pressure inside the jacket during the 
second exposure. 

An a l t e r n a t i v e way of shif t ing 
the s u r f a c e pos i t ion of an ob jec t i s to 
hea t i t . A h e a t e r c o n s i s t i n g of a 
p l a t inum w i r e run th rough a c e r a m i c 
ho lde r was i n s e r t e d ins ide a j a c k e t 
tube . F i g u r e IV.B.4a shows a tube 



Fig. IV.B.4. Photographs of Double-exposure Holograms of a Jacket Heated between Exposures. 
Temperature change between exposures (a) AT — 5°F: (b) i T — 8°F; and 
(c) AT - 16°F. 

UI 
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that was heated from 70 to 75°F (AT = 5°F) between exposures . Note 
that under proper exposures the beginning and final temperatures of the 
attached thermometer can be recorded on the hologram. A fairly coarse 
set of fringes was observed. Figure IV.B.4b (AT = 8°F) shows a finer 
fringe system, indicating a larger displacement between exposures . In 
Fig. IV.B.4C (AT = 16°F) the fringes have disappeared almost completely. 
The tubes contained artificial defects used in calibrating eddy-current 
and ultrasonic tes te rs ; however, the effect of the flaws on the fringe system 
was negligible. 

Real-t ime holographic interferometer studies were 
also made. No special precautions were taken to prevent shrinkage of the 
hologram emulsion during the developing process , yet we were readily 
able to reposition the hologram so that only a few widely spaced fringes 
were seen. Perfect repositioning would resul t in no fringes. Thus, the 
precautions to prevent emulsion shrinkage that are mentioned in some 
reports appear to be unnecessary. After the developed plate was repos i 
tioned, heat was applied to the tube and a conventional photograph was 
taken. Although the fringes were readily visible to the eye, considerable 
difficulty was encountered in photographing them. One difficulty was that 
the fringe system is not necessari ly located in space at the surface of the 
object, and a large depth of field is required to get both the object and the 
fringe system in focus. At the low level of illumination provided by our 
laser , large apertures were necessary, which resul ted in a small depth 
of field. Another difficulty encountered was that the fringe system drifted 
slowly during the photographic exposure (1/2 to 5 min), blurring the image 
of the fringes on the film. 

For rea l - t ime analysis the problem of shrinkage of the 
hologram emulsion was much less severe than expected; the problem of 
making permanent conventional photographs of the readily visible rea l - t ime 
fringes was more severe than expected. The lat ter difficulty could be over
come by using a more powerful laser or by taking more stringent precautions 
to keep the plate holder and the object rigid. 
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C. Engineering Development 

1. Development of Master-Slave Manipulator Systems (R. C. Goertz) 

Last Reported: ANL-7548, p. 98 (Jan 1969). 

a. Mark-E4A Test and Modification. Work on the Mark-E4A ma
nipulator system concentrated on improving the reliability and ease of repair 
of the slave a rm. Changes made included: (1) a better method of attaching 
a new Pitman a rm to the hub of the large Y-motion drive gear (the old arnn 
worked loose several t imes and had high s t resses ) ; pre l iminary tests indi
cated satisfactory performance; (2) new supports with eccentr ics were de
signed and are being fabricated for the pinions at the output of the two servo 
drives for the Y- and Z-motions, which will make it possible to remove the 
drives without disturbing the gear meshes; with a few additional modifications 
on other components, any of the seven servo drives can be removed by 
another pair of Mark-E4As, thus reducing the cost and time required to 
repair the slave a r m when it is "hot;" (3) the Y-motion pushrod is being 
redesigned to reduce backlash, reduce the torque it puts on the lower arm 
casting, and make it eas ier to remove and install ( s t ress and deflections 
on the lower a rm casting were too high with the old pushrod); (4) a new 
brake for the servo drives has been designed (it will hold the torque setting 
better and be eas ier to replace). Because the heat the present seven servo 
motors generate (about 440 W each) causes their load capacity to diminish, 
consideration is being given to replacing them with new motors of the types 
being developed, described below. 

b. High-performance Servomotor ^nd Servo-system Studies and 
Tests . The designs of several dc motors are being studied for possible use 
in the Mark-E4A or in future electr ic mas te r - s lave manipulators. Two 
motor sizes are of interest : for 50-lb-capacity and for 75-1 00-lb-capacity ma
nipulators. Most of the motors are of the moving-coil type, but an inverted de
sign (in which the rotor has a permanent magnet) also is being studied. 

A motor of the moving-coil type was designed and built for 
testing design concepts. Only one layer of winding was used, and the flux 
density was low; otherwise, the motor worked well. The experience aided 
the solution of design and fabrication problems for subsequent models. 

A second moving-coil motor has been designed and is being 
fabricated. Although it is smal ler and lighter (weighs 12 lb) than the first 
model, it should have the needed high-performance mer i t factor of greater 
than 2000/sec (ratio of torque squared to inert ia/watt) , which will give a 
low effective nnass (caused by the inotor rotor inertia) at the manipulator 
a rm and will keep heat generation moderately low. For example, use of a 
dc motor having a mer i t factor of 2000/sec in a manipulator having a load 
capacity of 95 lb would give a mass of about 2 lb due to the motor inertia 
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and generate a maximum heat (l^R) of 100 W. This motor would not be the 
ultimate model needed, but would be an improvement and would be very 
useful in a practical manipulator. 

Pre l iminary studies were made of inverted-motor designs 
using Alnico-9 or the new samarium-cobal t magnet mater ia l developed by 
Raytheon Co. Both mater ia ls show promise , but the studies show that the 
samarium-cobalt mater ia l looks better. Its availability is being investiaged. 

c. Study of Remote Handling for LMFBR Faci l i t ies . Although the 
Mark-E4A manipulator system offers sufficient overall performance and 
reliability to be an economical investment for ear lyLMFBRfaci l i t ies , studies 
show that improvements would be desirable to provide: (a) bet ter capability 
to perform remote maintenance and repair on complex machinery, which 
would require features such as higher load capacity, better grasping capa
bility, and wider dynamic range of "feel," (b) different a rm lengths to 
accommodate different facility needs, (c) smaller and lighter s l ave -a rm 
assemblies that would be easier to support and move around the facility, 
(d) a need for less cooling at the slave a rm so that it can be covered to 
reduce contamination, (e) demonstrated and proven grea te r reliability and 
ease of repair , and (f) a low^er pr ice . 

Although no manipulator system can be made 100% reliable, 
a manipulator system (which includes a pair of manipulators, a slave-TV, 
support system, electric cabling, and a crane) can be made 100% depend
able by designing the facility, support, and electr ical cables such that the 
manipulator system can be removed readily for repair , or by providing 
multiple manipulator systems to obtain redundancy an in ter repai r capa
bility. A larger facility (costing about $10,000,000) that is used for 
general-purpose remote handling can be made 100% dependable by 
installing several pai rs of slave a rms , each with slave-TV, a crane, 
and a support system designed such that one pair of manipulators can 
repair or remove all par ts of another manipulator. The large facility 
might have three pai rs of manipulators for triple redundancy, in terrepair 
capability, and a service cell above one end of the main hot cell so that 
one slave system (arms, support boom, slave-TV, and the carr iage with 
its crane) can be removed for r epa i r s . 

The use of general-purpose electr ical mas te r - s l ave manipula
tors in an LMFBR facility can permi t economies in special-purpose equip
ment and time to accomplish new remote-handling tasks, as well as leading 
to facility simplifications, higher plant factor, and shorter schedules for 
designing and building the plant. 
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2. Instrumentation and Control 

a. Boiling Detector (T. T. Anderson, R. H. Seiner, and 
S. L. Halverson) 

(i) Acoustic Method 

Last Reported: ANL-7561, pp. 75-76 (March 1969). 

(a) High-temperature Detector Development. An experi
mental high-temperature acoustic sensor has been evaluated for bond 
integrity of the crys ta l -meta l surfaces and for transducer sensitivity in 
liquid sodium. The sensor is composed of a 1-cm lithium niobate plate 

sandwiched between a stainless steel 
diaphragm and a stainless steel back
ing member (see Fig. IV.C.l) . The 
lithium niobate was first coated with 
a fired frit composition of platinum, 
palladium, and gold, then brazed into 
the assembly with the eutectoid alloy 
of 82% gold and 18% nickel. A solid 
wire brazed to the top of the backing 
member car r ies the electrical signal; 
the sheath of the transducer functions 
as the signal return path. 

Ball-and socket instilatois 

Election beam weld 

Electrical Ie3dl302ss) 

Reintoicenienl tube I304SS) 

Election.beam weld 

F K I plate (X<ss) Lithlum-nlobate ciystal 

Fig. IV.C.l. Cross Section of High-tempcratuie 
Acoustic Sensor 

The t r a n s d u c e r was c a l i b r a t e d 
in s o d i u m by i n d i r e c t m e t h o d s b e -
c a u s p equ ipmen t for abso lu t e c a l i b r a 
t ion has not been c o n s t r u c t e d . The 
a c o u s t i c s igna l to the h i g h - t e m p e r a t u r e 

s e n s o r w a s p r o v i d e d by a 1 - M H z - r e s o n a n c e P Z T - 4 c r y s t a l mounted on the 
cool end of a l / 2 - i n . - d i a s t a i n l e s s s t e e l rod that ex tended into the s o d i u m 
pot. A r a d i o f r e q u e n c y g e n e r a t o r d r o v e the P Z T - 4 c r y s t a l to p r o d u c e an 
a c o u s t i c s i g n a l that p r o p a g a t e d down the rod into the sod ium. I m m e r s e d 
in the s o d i u m , the h i g h - t e m p e r a t u r e s e n s o r p i cked up th is a c o u s t i c s igna l 
and c o n v e r t e d it to an e l e c t r i c a l s igna l . After c o n s i d e r a b l e c h a r g e a m p l i 
f icat ion (8 v / p C ) , the s i g n a l w a s d i sp l ayed on an o s c i l l o s c o p e . 

S i m u l t a n e o u s l y wi th the a c o u s t i c c a l i b r a t i o n , l e ak ag e 
r e s i s t a n c e w a s m e a s u r e d fronn the s e n s o r c e n t e r w i r e to the shea th . The 
r e s i s t a n c e d e c r e a s e d in the u s u a l exponen t i a l m a n n e r with i n c r e a s i n g 
t e n n p e r a t u r e , but a l a r g e s t e p change o c c u r r e d a f te r an ove rn igh t t h e r m a l 
soak a t 320°C. T h e r e w a s ev idence of a c o u s t i c r e s p o n s e up to 670°C, af ter 
wh ich r e s p o n s e b e c a m e i n t e r m i t t e n t and the e l e c t r i c a l r e s i s t i v i t y i nd i ca t ed 
that open c i r c u i t s w e r e o c c u r r i n g . Cool ing to 350°C r e t u r n e d the t r a n s d u c e r 
to an o p e r a t i n g condi t ion , a l though r a p p i n g the s o d i u m c o n t a i n e r could induce 
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intermittent operation. Over the next 3 days, one thermal cycle was per 
formed between 120 and 550°C. Then the sensor was operated satisfactori ly 
for 5 days at 400°C. After removal from the sodium pot, the sensor was 
neutron- and X-radiographed, which showed a large gap (3/16 in.) between 
the backing member and the fragmented crys ta l . Differential thermal 
expansion is suspected as contributing to the failure, since forces were 
evidently sufficient to break a ce ramic- to -meta l feedthrough joint at the 
top of the sensor. Subsequent disassembly showed that the crys ta l bonding 
strength had been adequate despite incomplete wetting by the braze alloy. 

(b) Irradiation Tests of Piezoelectr ic Mater ia ls . Problems 
associated with experimental evaluation of lithium niobate as a piezoelectr ic 
transducer mater ia l in a liquid-metal (>650°C) high-gamma (>10^ R) envi
ronment are being defined. Previous work on irradiat ion effects in piezo
electric mater ia ls is being studied. Although most of the published l i t e ra 
ture concerns before-and-after evaluations of stock components, severa l 
papers report effects on piezoelectric, dielectr ic, and elastic constants, 
and on annealing defects by mechanical vibration. But no irradiat ion data 
were available for lithium niobate. 

An impedance meter with output in Smith-chart format 
was evaluated to determine crystal-device charac ter i s t ics at the input 
terminals . The motion of the impedance locus, which was t raced on the 
Smith-chart presentation unit as frequency was varied, was barely percep
tible because of the great difference in the impedance levels of the 50-ohm 
reference termination and the crystal device. When this termination was 
replaced by a 100-pf capacitor, the impedance locus shifted from the periph
ery of the Smith chart to the center, where the locus gyrations (characteris t ic 
of resonances) were clearly visible. The first resonance-c i rc le maximum 
occurred at the predicted 3.4-MHz longitudinal crysta l resonance. No assur 
ances could be given by the vendor as to the interpretat ion of the readout 
with a variable reactance reference termination. 

As a first step in evaluating the effect of radiation on 
lithium niobate, it was decided to perform before-and-after irradiation tests 
to establish the dose required to damage very-high-grade crys ta ls . Crystals 
were i r radiated with electrons from a Van de Graaff accelera tor to simulate 
gamma-ray damage. The electron energy was 1.3 MeV, sufficient to pene
trate the volume of 0.975-mm-thick by 1-cm-dia c rys ta l s . Lase r -g rade 
crystals of two compositions were tested: (a) stoichiometric, and (b) excess 
lithium-content for high-phase-match temperature of the 1.08-pi He-Ne laser . 

Elect r ica l measurements with the crystals included 
dielectric constants, and resonance and antiresonance frequencies to obtain 
an electromechanical coupling coefficient. Two disks of Z-cut lithium 
niobate, high-phase-match mater ia l , were subjected to the i rradiat ion by 
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1.3-MeV electrons in decade steps from 2.86 MR to 2.86 x 10^ MR. All 
i rradiat ions and measurements were performed at ambient temperatures of 
approximately 24°C. The electr ical measurements were made with an im
pedance bridge. The measurement variables were constant-s t ress dielectric 
constant Cf, limiting dielectric constant e^rn' 3-ntiresonant frequency f^r" 
and resonant frequency fj.. An electromechanical coupling coefficient k was 
obtained from the transcendental expression: k^(l - k^) = TT/2(1 - A f/fj.) 
tan (7TAf/2fj.), where Af = f^j. - fj.. The square of k is a measure of the 

interaction between elastic and elec
tric energy by the crystal . The k 
remained relatively constant at 11% 
with accumulated dose up to 2.86 x 
10 MR. The lowest compressional-
mode resonant frequency remained 
constant at 3.679 MHz. Immediately 
after irradiation, the dielectric con
stant C'p decreased about 14% and then 
returned toward the initial value with 
time, as shown in Fig. IV.C.2. These 
electr ical measurements suggest that 
the piezoelectric propert ies are p re 
served under beta irradiation, although 
some changes might be occurring in 
crystal dimensions or s t ructure . 

Tmealtei Ifiadialion. h, 

Fig. IV.C.2. Change in Dielectric Constant e j at 
RoomTemperarure after Beta Irradiation 

To induce loca l s t r a i n , a t h i r d d i sk of the Z - c u t , h igh -
p h a s e - m a t c h t e m p e r a t u r e , l i t h ium n ioba te w a s sub jec ted to the e l e c t r o n 
i r r a d i a t i o n on half i t s s u r f a c e , whi le the r e s t w a s sh ie lded by an a l u m i n u m 
a b s o r b e r . Op t i ca l e x a m i n a t i o n s of s t r a i n , changes in b i r e f r i g e n c e , op t i ca l 
pa th , r e f l e c t i v i t y and op t i ca l t r a n s m i s s i o n , ev idence of c r a c k i n g , d i s c h a r g e , 
and o the r d e s t r u c t i o n w e r e m a d e . After 28 .6 - and 286-MR i r r a d i a t i o n s , the 
m a t e r i a l c o l o r e d only s l igh t ly , t u rn ing a b a r e l y no t i ceab l e m a u v e . Deve lop 
m e n t of s t r a i n was i nd i ca t ed by a s l igh t d i m e n s i o n a l change . Both op t i ca l 
t r a n s m i s s i o n and a p p a r e n t r e f l e c t i v i t y d e c r e a s e d , but no ev idence w a s found 
of any g r o s s d e s t r u c t i o n wi th in the c r y s t a l . 

If l i t h ium n ioba te had behaved as a s a l t , r a d i a t i o n 
would have c a u s e d r a p i d d e t e r i o r a t i o n . But t h e s e p r e l i n n i n a r y da ta ind ica te 
that it i s qui te s t a b l e to r a d i a t i o n , and in th i s way b e h a v e s m o r e l ike the 
s t ab l e o x i d e s ; r a p i d d e s t r u c t i o n does not o c c u r . 

Add i t iona l i r r a d i a t i o n t e s t s wi th the Van de Graaff a r e 
extending t h e s e r e s u l t s , o p e r a t i n g l i t h ium nioba te as a t r a n s d u c e r in a 
r a d i a t i o n e n v i r o n m e n t to d e t e r m i n e the t o l e r a b l e dose r a t e for no i se r e 
j e c t i o n , and c o m p a r i n g the b e h a v i o r of s t o i c h i o m e t r i c l i t h ium n ioba te 
with that of q u a r t z . 
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For future gamma-ir radia t ion t es t s , a cobalt-60 facility 
will be used. It will provide a maximum dose rate of 40 MR/hr in a 3-in.-dia 
cylindrical region. Thus it can simulate the ~1-MR/hr gamma dose rate in 
the EBR-II upper plenum, as well as the - lO '^ -MR/hr dose rate in the sodium 
coolant outside the reactor vessel . 

(c) Sound Measurements in EBR-II. The data from flow-
induced acoustic tests in hydraulic systems are being evaluated. Typical 
noise sources that could be involved are fluid turbulence, mechanical 
vibration, edgetones, quadrupole sources, gaseous cavitation, and vaporous 
cavitation. 

b. Flow Monitor (T. T. Anderson) 

Not previously reported. 

New and imaginative methods are being developed to monitor 
in-core coolant flow or phenomena related to flow that could detect an 
imbalance between cooling and power in LMFBRs. Two methods are being 
investigated: (1) deduction of in-core flow rates from a correlat ion of the 
time shift between two thermocouple signals and (2) the generation or 
t ransmission of audio or ultrasonic frequencies proportional to flow by 
orifice or fluid-amplifier techniques. Measurement of flow by acoustic 
methods and t ransmission of the acoustic information within l iquid-metal-
cooled fast reactors are being investigated. One method employs a hy-
drualically driven fluidic device to measure and to te lemeter acoustically 
the flow information to be sensed remotely from the core region. This type 
of device has the advantage of requiring no electr ical leads at the measu re 
ment location in the reactor environment. A subcontract was awarded to 
Genge Industries to determine the feasibility of producing prototype flowmeters. 

3. Heat Transfer and Fluid Flowr 

a. Heat Transfer in Liquid Metal Cooled Reactor Channel 
(R. P. Stein and J. V. Tokar) 

Last Reported: ANL-7577, pp. 163-164 (April-May 1969). 

(i) LMFBR High-flux Operation and Its Consequences. The 
supers t ructure for the loop is completely finished. All the components 
required for the loop have been completed and delivered, except the vacuum 
chamber, which has been fabricated but requires vacuum testing. The heat 
exchanger has been located within the loop s t ructure; the air blower for the 
heat exchanger has been mounted in place. 

The detailed piping flexibility analysis (see P rog re s s Report 
for November 1968, ANL-7518, p. 97) has been completed and is being 
evaluated. 
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4. Engineering Mechanics 

a. Anisotropic Thermoelast ici ty Studies (R. A. Valentin) 

Last Reported: ANL-7577, p. 165 (April-May 1969). 

(i) Isotropic Solutions for Comparison. The computer code 
needed to evaluate the s t ress and displacement expressions for the axially 
symmetric deformation of a finite-length, t ract ion-free, heat-generating 
cylinder is being debugged. 

The connputer program needed to study the p re s su re d i s t r i 
bution between cladding and fuel in the region near the end of the fuel has 
been completed (for the case of zero interface shear) . It is being modified 
to allow computation of the complete s t r e s s state within the fuel in this region. 

b. Structural Dynamics Studies--Parallel-flow-induced Vibrations 
(M. W. Wambsganss, J r . , P. L. Zaleski, and S. S. Chen) 

Last Reported: ANL-7577, pp. 166-169 (April-May 1969). 

(i) Structural Dynamics Test Loops 

Last Reported: ANL-7577, p. 166 (April-May 1969). 

The piping of the small loop has been completed; the support 
s t ructure for the test section and the control system are under construction. 

(ii) Flowtest Single Cylinders 

Last Reported: ANL-7561, pp. 78-79 (March 1969). 

Displacement- and p res su re - t ime data obtained from single-
element flowtests were processed on a spectrum analyzer and the resul ts 
presented as mean-square-value spectral densit ies. These representations 
were used to determine the frequency distribution of the nnean-square value 
and, by integration, the nnean-square value (see P rogress Report for 
November 1968, ANL-7518, pp. 101-102). Such representations also permit 
identification of frequency bands of energy that often in turn can be associated 
with various excitation sources . Although this infornnation is very useful, to 
complete the description of the random signal, the amplitude distribution 
must be studied. For example, two random motions can have the same rms 
value, but one could have extreme peak amplitudes relative to the other. 
The probability law can describe the signal to the degree required by compu
tation of a sufficient number of moments. Amplitude analysis also presents 
data in a form directly useful and meaningful in the study of s t r ess and fatigue. 
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Fig. IV.C.3. Typical Probability-density Representa
tion of Displacement of Single Tube 
Vibrating in Parallel-flowing Fluid 
(a = rms value = 2.34 mils, and 
u = 16 ft/sec) 

Data s t o r e d on t ape f r o m 
e a r l i e r t e s t s w e r e p r o c e s s e d on 
an a m p l i t u d e - d i s t r i b u t i o n a n a l y z e r 
to ga in in s igh t into the law of 
s t a t i s t i c a l d i s t r i b u t i o n of a m p l i 
tudes m e a s u r e d in s i n g l e - e l e m e n t 
t e s t s in p a r a l l e l flow. The s h a p e s 
of the c u r v e s that w e r e ob ta ined 
s u g g e s t a n o r m a l or G a u s s i a n d i s 
t r i bu t ion . As shown in F ig . I V . C . 3 , 
which is a typ ica l p r o b a b i l i t y dens i ty 
r e p r e s e n t a t i o n of tube v i b r a t i o n , the 
G a u s s i a n p r o b a b i l i t y law a p p r o x i 
m a t e s the da ta qui te w e l l . 

If, b a s e d on th is a g r e e m e n t , 
we a s s u m e a G a u s s i a n d i s t r i b u t i o n 

for the d i s t r i b u t i o n of v i b r a t i o n ampl i tude in a g iven d i r e c t i o n in p a r a l l e l -
flow exc i t a t ion of a c y l i n d r i c a l rod, we can w r i t e the p r o b a b i l i t y law a s 

PY^y) J2H\ a exp 

which assumes a mean value of zero (a is the standard derivation). The 
further assumption that motion in all directions is equally probable implies 
that the variables w and y (w presents rod motion in a direction perpen
dicular to the y direction) are independent random variables . Their joint 
probability function can be written as the product of their individual 
probability-density functions. This result is useful in determining the 
probability law governing the vector displacement (r,e), where 
r = (w2 + y2)'^^ and e = tan-i(y/w). 

Under the assumption that all directions are equally 
probable, the angle S follows a uniform probability law 

Pfl(e) 

--L, 0 < e < 271-
27T 

0, otherwise. 

If we assume the standard deviations to be the same for motion in the two 
orthogonal directions, viz.. = o. = a, the integration required to 
compute Pr>(>̂ ) is greatly simplified and we obtain a Rayleigh distribution: 

PR(r) 
(r/a^ exp Z\0 >o 
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Its mean, mean-square , and variance in te rms of the standard deviation o 
are , respectively. 

= v f a ; 7 - 2 0 ^ ol = {z.lL)o^ 

The probability of the rod displacement exceeding a specified value Xo can 
be written as 

Mr/a)^ P[r >Xo] = j dr (r/a^)e ^ 
'xo 

The integral has the following numerical values: 

X P[r > Xo], % 

0 
1 
2 
3 

100 
60.7 
13.5 

1.2 

A vibration amplitude greater than 3o is attained only 12 times in 1000. 
Nevertheless, a rod vibrating at a frequency of 50 Hz will experience 
360,000 peaks per hour, hence will attain a vibration amplitude greater 
than 3a, 4320 t imes per hour. Such amplitudes can contribute to wear and 
impacting of adjacent elements. 

« 
( i i i) Damping A n a l y s i s 

L a s t R e p o r t e d : A N L - 7 5 7 7 , p . 166 ( A p r i l - M a y 1969). 

The effect of flow v e l o c i t y on the dannping of a c y l i n d r i c a l 
rod in p a r a l l e l flow is be ing s tud i ed a n a l y t i c a l l y . With an equa t ion of nnotion 
d e r i v e d by P a i d o u s s i s * and e m p l o y i n g a o n e - m o d e a p p r o x i m a t i o n , the r e l a 
t i o n s h i p b e t w e e n the d a m p i n g f ac to r C, and m e a n a x i a l flow v e l o c i t y u w a s 
ob ta ined a s 

^ = Co + NU, (1) 

*Paidoussis, M. P., Dynamics of Flexible Slender Cylinders in Axial Flow; Part I. Theory, J. Fluid Mech. 
26,(4), 717-736(1966). 



where 

£ C N P 
N = ——i ; ^ -,-, 1/2' 

e = i /d ; 

"̂  \M + m/ 

1/2 

(1^)""-

r EI ' 

and where ^o is the damping factor for zero flow velocity, I is cylinder 
length, d is cylinder diameter, m is the mass of cylinder per unit length, 
M is added mass of fluid, EI is the flexural rigidity of the cylinder, T is 
axial tensile force, Crj, and Cj^ are drag coefficients, and to is nondimen-
sional frequency of the fundamental mode. 

For a relatively small flow velocity and a "representat ive" 
value of S C T (say, e C j = I), N can be considered a constant: 

N . " ^ ^ ^ , , , . (2) 

This implies that the damping factor is proportional to mean axial flow 
velocity and agrees with the experimental results in Fig. IV.C.4, discussed 
in ANL-7577. 

For the experiment setup we have e = 72, |3 = 0.574, 
U = 1.34 X 10 ^u, r = 0, and m = 22.4. Substitution in Eqs. (2) and (1) yields 

C = Co + (6.1 X 1 0 - 2 C N ) U , (3) 

where u has units of f t /sec. The value of the normal drag coefficient Cj^ 
is not known. Paidoussis suggests 0.018 as a "reasonable" value. Use of 
the experimental results in Fig. IV.C.4 to calculate C]\[ from Eq. (3) gives 
C]\[ equal to 0.087 and 0.24 from the bandwidth and modal-magnification 
methods of measuring damping, respectively. To obtain agreement with 
Paidoussis ' damping model requires a drag coefficient approximately an 
order of magnitude greater than the value he suggests as reasonable. 
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The exact explanation for the flow-velocity dependence 
of the damping is not fully understood. It is likely that the damping model 
is more complex than that derived from Paidoussis ' equation of motion. 
A study to identify the damping mechanism and significant parameters 
is continuing. 

D. Chemistry and Chemical Separations 

1. Closed Cycle Processes --Connpact Pyrochemical Processes 

a. Laboratory Process Development (I. Johnson) 

Last Reported: ANL-7561, pp. 84-85 (March 1969). 

A liquid Cu-Mg-Ca alloy is used in the reduction step of the 
sa l t - t ranspor t process for the recovery and purification of fast breeder 
reactor fuels. The phase relations of this alloy are being investigated to 
provide more complete information on the factors influencing the reduction 
reaction. Electron-microprobe examination of the Cu-Mg-Ca alloy indicated 
the presence of two intermetall ic compounds: CaCu and Ca^Cu. 

b. P rocess Engineering Studies (R. D. Pierce) 

Last Reported: ANL-7577, p. 174 (April-May 1969). 

Various mater ia ls of construction are being tested for use in 
vesse ls and other components for pyrochemical processing of fast breeder 
reactor fuels. 



Two pieces of Mo-30 wt % W were electron-beam welded together, 
and thermally cycled three times between 100 and 800°C in an argon a tmos
phere. There was no significant change in hardness (-1%) or weight after 
the thermal cycling. The welded specimen was subsequently part ial ly im
mersed in a MgCl2-30 mol % NaCl-20 mol % KCl salt mixture for 24 hr at 
700^0. The melt was agitated at about 25 rpm during the test. There was 
no detectable effect on the hardness of the specimen in either the salt phase 
or the vapor phase, and the weight of the specimen was unaffected. The 
specimen will be tested next in a Cu-Mg al loy/ ternary salt system. 

c. Experimental Flowsheet Investigations (R. D. P ie rce) 

Last Reported: ANL-7577, pp. 174-175 (April-May 1969). 

Work is continuing on the construction of equipment for the 
Plutonium Salt Transport Experiment (see P rogres s Report for September 
1968, ANL-7500, p. 115). 

The stainless steel outer shells for the three transfer lines for 
glovebox 3 are being fabricated, and machining of Mo-30 wt % W par t s , such 
as couplings for the lines, is continuing. A Hastelloy X vesse l has been 
ordered for the high-temperature vacuum operations in box 3. 

Prel iminary induction-heating tests of the vessels in glovebox 3 
have been completed. The heating tests provided information on the number 
of coils that are required to couple properly to each vessel and also demon
strated that the cooling water provided to the vesse l s ' flanges was adequate. 
The vessels have been bolted to the mating flanges of the glovebox and 
insulated. The induction coils have been wound and installed. 

Electr ical work inside box 3 has been completed, and all process 
equipment except the transfer lines has been installed. The windows are 
being installed, and leak checking of the box, purification system, and a s 
sociated piping will follow. 

Drafting work for the inlet air-f i l ter panel for box 3 is under 
way, and drafting for the filter panels for the ends of the subbox enclosure 
is nearly complete. The drawings for the outlet air panel and plenum were 
completed, and sent to the shops for fabrication. 

A mechanism is being designed for moving an 80-kg processing 
crucible of tungsten through the lock (7) between boxes 3 and 4. The cru
cible will be placed on a car t that will move on portable ra i ls extending 
from the lock into both boxes. The crucible can then be lifted on and off 
the cart with the hoists inside the gloveboxes. 
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Work is under way on the processing piping manifolds under 
box 3 and the process control panels for box 3. All of the e lect r ical work 
inside glovebox 4 has been completed. 

d. Liquid Metal-Molten Salt Contactors (R, D. P ierce) 

Last Reported: ANL-7561, pp. 86-87 (March 1969). 

Fabrication of a stainless steel mixer - se t t l e r unit has been 
completed. The unit was built to test the design proposed for use in the 
Plutonium Salt Transpor t Experinnent (see Sect, c above). The unit will be 
operated with liquid metals and molten salts at 650''C, and will be used 
to nneasure stage efficiency and to verify operating parameters projected 
from low-temperature tests with water and water-organic systems 
(see ANL-7561). 

Orifice sizes for the pump inlet and metering cup have been 
selected, and calibration of the apparatus with water has been completed. 
The unit was heated to 670°C to check the alignnnent of the moving parts 
at temperature , and was degassed in preparation for the addition of the 
metal and salt charges that a re being prepared. After the unit has been 
charged with salt and metal, shakedown runs will be performed, which will 
be followed by meta l - sa l t extraction experiments. 

e. Decladding and Fuel Resynthesis (R. D. Pierce) 

Last Reported: ANL-7577, pp. 175-176 (April-May 1969). 

Recent laboratory experiments (see ANL-7577) have indicated 
that a Sb-17.3 at. % Cu alloy may be an attractive alternative to zinc as the 
decladding solvent in the pyrochemical process currently under development. 

In the latest experiment, a sample of Type 304 stainless steel 
was exposed to a Sb-18 at. % Cu alloy at 900''C for one hour. The experi
mental conditions were identical to those used in a previous set of ex
periments (see P rog re s s Report for September 1968, ANL 7500, pp. 117-118) 
in which Zircaloy-2 and Types 304 and 316 stainless steel were dissolved 
in zinc at 800°C by holding them in a tantalunn enclosure attached to the 
bottom of an agitator. The tantalum enclosure prevents the changing con
figuration of the dissolving specimen from altering the mixing charac te r i s t ics . 

Inspection of the stainless steel specimen after one hour of 
contact showed that it had connpletely dissolved, and prel iminary analytical 
data indicated complete dissolution in less than 10 min. These resul ts 
suggest that the Sb-Cu alloy dissolves stainless steel at a much higher rate 
than liquid zinc with moderate agitation. This fact, coupled with the nnuch 
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h i g h e r so lub i l i ty of the s t a i n l e s s s t e e l c o n s t i t u e n t s in the S b - C u a l loy , 
i n d i c a t e s tha t a c t i v e c o n s i d e r a t i o n of the a l loy for u s e in the p r o c e s s is 
w e l l - m e r i t e d . F u r t h e r i n v e s t i g a t i o n s wi l l be m a d e to ident ify any p r o b 
l e m s a s s o c i a t e d wi th c o r r o s i o n , e n t r a i n m e n t , and i n t e r f a c i n g wi th o t h e r 
p r o c e s s s t e p s . 

2. G e n e r a l C h e m i s t r y and C h e m i c a l E n g i n e e r i n g 

a. Sodium C h e m i s t r y 

(i) S tudies of the F o r m a t i o n and S tab i l i za t ion of C a r b o n -
b e a r i n g D i s p e r s i o n s in Sodium ( F . A. C a f a s s o ) 

L a s t Repo r t ed : A N L - 7 5 6 1 , p . 87 ( M a r c h 1969). 

Ef for t s to p r e p a r e s t a b l e d i s p e r s i o n s of e l e m e n t a l c a r b o n 
in l iquid s o d i u m have not p r o v e n fruitful . F o r th i s and o t h e r r e a s o n s , w o r k 
in th is a r e a has been d i scon t inued . 

(ii) D e t e r m i n a t i o n of the Solubi l i ty of H e l i u m in Sod ium 
( F . A. Ca fa s so ) 

L a s t R e p o r t e d ; A N L - 7 5 6 1 , p . 88 ( M a r c h 1969). 

I n fo rma t ion c o n c e r n i n g the t e m p e r a t u r e and p r e s s u r e coef
f ic ients of h e l i u m so lubi l i ty in l iquid s o d i u m is i m p o r t a n t to the s e l e c t i o n 
of a cove r gas for s o d i u m - c o o l e d r e a c t o r s . A c c o r d i n g l y , the so lub i l i ty of 
he l i um in l iquid s o d i u m has b e e n m e a s u r e d as a funct ion of t e m p e r a t u r e 
(350-550°C) and p r e s s u r e (2-7 a t m ) . The t e m p e r a t u r e - d e p e n d e n c e s tudy 
was r e c e n t l y comple t ed , and the r e s u l t s a r e s u m m a r i z e d below^; the 
p r e s s u r e - d e p e n d e n c e e x p e r i m e n t s a r e s t i l l m p r o g r e s s . 

The e x p e r i m e n t a l p r o c e d u r e w a s ad ap t ed f rom a m e t h o d * 
p r e v i o u s l y u s e d to d e t e r m i n e the so lub i l i ty of r a r e g a s e s in e u t e c t i c 
m i x t u r e s of fused f l u o r i d e s . A p p r o x i m a t e l y 2.5 l i t e r s of s o d i u m in a 
s t a i n l e s s s t e e l v e s s e l w a s s a t u r a t e d wi th H e - e n r i c h e d h e l i u m gas at a 
p r e s e l e c t e d t e m p e r a t u r e and p r e s s u r e by c i r c u l a t i n g the gas t h r o u g h the 
m e t a l for 2 h r . The s a t u r a t e d m e t a l w a s allowred to s t and o v e r n i g h t at 
the s a m e t e m p e r a t u r e and p r e s s u r e . A p p r o x i m a t e l y 2 l i t e r s of th i s 
e q u i l i b r a t e d s o d i u m w a s t r a n s f e r r e d in to a n o t h e r s t a i n l e s s s t e e l v e s s e l , 
w h e r e the d i s s o l v e d h e l i u m w a s s t r i p p e d f r o m the s o d i u m by r e c i r c u l a t i n g 
a rgon th rough the m e t a l . The a r g o n - h e l i u m m i x t u r e w a s then d r a w n by 
a Toep l e r pump t h r o u g h a l i q u i d - n i t r o g e n - c o o l e d M o l e c u l a r S ieve t r a p into 
a bulb of known v o l u m e . The h e l i u m p a s s e d u n a d s o r b e d t h r o u g h the t r a p , 

*Grimes, W, R., Smith, N. W., and Watson, G. M.. J. Phys. Chem, 62, 862 (1958). 
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TEMPERATURE. "C 

4S0 400 

Fig. IV.D.l. Solubility of Helium in 
Liquid Sodium 

w h e r e a s t h e a r g o n w a s r e t a i n e d . F i n a l l y , 

t h e c o n t e n t s of t h e b u l b w e r e a s s a y e d f o r 

h e l i u m i s o t o p e s a n d o t h e r g a s e s w i t h a 

n n a s s s p e c t r o m e t e r . T h e i n c l u s i o n of H e 

i n t h e s a t u r a t i n g g a s e n a b l e d a d i s t i n c t i o n 

t o b e n n a d e b e t w e e n s o l u b l e h e l i u n n a n d 

h e l i u m i n t r o d u c e d a s a c o n t a m i n a n t d u r i n g 

t h e s t r i p p i n g s t e p . 

H e l i u m s o l u b i l i t i e s w e r e m e a s u r e d 

a t a p p r o x i m a t e l y 50 ' ' i n t e r v a l s b e t w e e n 

3 5 0 a n d 5 5 0 ° C a t 6 - 7 a t m p r e s s u r e of 

h e l i u n n . T h e r e s u l t s of f o u r m e a s u r e m e n t s 

a t e a c h t e m p e r a t u r e a r e s h o w n g r a p h i c a l l y 

i n F i g . I V . D . l . T h e d a t a w e r e f i t t e d b y 

t h e m e t h o d of l e a s t s q u a r e s t o a l i n e a r 

e q u a t i o n of t h e f o r m l o g s o l u b i l i t y v e r s u s 

l / T . T h e r e g r e s s i o n l i n e c a n b e r e 

p r e s e n t e d b y : 

(350-550°C) Log He solubility (ppb/atm) = 5.11 - 2850 T"'. 

T h e e r r o r i n t h e h e l i u n n s o l u b i l i t y a t t h e 9 5 % c o n f i d e n c e l e v e l i s 4 % . T h e 

h e a t of s o l u t i o n c a l c u l a t e d f r o m t h i s e q u a t i o n i s 1 3 . 0 ± 0 . 6 k c a l / m o l . 

b . C h e m i s t r y a n d E n g i n e e r i n g 

( i ) P h a s e - d i a g r a m S t u d y of t h e T e r n a r y S y s t e m U - P u - O 
( P . E . B l a c k b u r n a n d A . E . M a r t i n ) 

L a s t R e p o r t e d : A N L - 7 5 6 1 , p p . 8 8 - 8 9 ( M a r c h 1 9 6 9 ) . 

A n a t t e n n p t i s b e i n g m a d e t o u t i l i z e a n e q u i l i b r a t i o n t e c h n i q u e 

t o e s t a b l i s h t h e h y p o s t o i c h i o m e t r i c b o u n d a r y of t h e f l u o r i t e p h a s e i n t h e 

U - P u - O s y s t e m . L i q u i d u r a n i u n n - p l u t o n i u m a l l o y s a r e e q u i l i b r a t e d w i t h 

m i x e d - o x i d e c r u c i b l e s a t e l e v a t e d t e m p e r a t u r e s . T h e a n a l y s e s of t h e 

p r o d u c t c r u c i b l e s s h o u l d p r o v i d e d a t a on t h e h y p o s t o i c h i o m e t r i c b o u n d a r y , 

if t h e s t u d y i s c o n f i n e d t o r e g i o n s of t h e s y s t e m w h e r e t h e d e s i r e d t w o -

p h a s e e q u i l i b r a t i o n s a r e p o s s i b l e . T h i s i s l i k e l y t o i n c l u d e r e g i o n s a s 

h i g h a s P u / U = 1 i n t h e t e m p e r a t u r e r a n g e f r o m 1 6 0 0 t o 2 3 0 0 ° C ; h o w e v e r , 

t h e f i r s t e x p e r i m e n t s a r e b e i n g c o n d u c t e d a t t h e s e c t i o n w h e r e P u / u = 0 . 2 5 . 

A n u m b e r of p r o b l e n n s a s s o c i a t e d w i t h t h e o p e r a t i o n of t h e 

n e w p l u t o n i u m g l o v e b o x a n d i t s h i g h - t e m p e r a t u r e f u r n a c e s w e r e r e v e a l e d 

d u r i n g t h e i n i t i a l e x p e r i m e n t a t i o n . M o s t of t h e s e p r o b l e n n s a r e n o w u n d e r 

r e a s o n a b l e c o n t r o l . In a d d i t i o n , t h e s e e x p e r i m e n t s r e v e a l e d s o m e of t h e 

p r o b l e m s of t h e e q u i l i b r a t i o n t e c h n i q u e w h i c h a r e i n h e r e n t i n i t s a p p l i c a t i o n 
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to a t e r n a r y s y s t e m . Thus fa r , 
the da ta ind ica te tha t the h y p o 
s t o i c h i o m e t r i c b o u n d a r y of the 
f luor i t e p h a s e a t P u / u = 0.25 is 
s u b s t a n t i a l l y m o r e h y p o s t o i c h i o 
m e t r i c than w a s o b s e r v e d in a 
s i m i l a r s tudy of the U-UO2 s y s t e m , 
i . e . , a t a s e c t i o n of the t e r n a r y 
w h e r e P u / u = 0. 

Fig. IV.D.2. 

Pu/u RATIO 

Electron Probe Microanalyzer Analyses 
of Products (Alloy, Oxide Growth, and 
Crucible) of Equilibration between Liquid 
Uranium-Plutonium Alloy and Mixed-
oxide Crucible at 2000°C 

and 1.62, 

An e l e c t r o n - p r o b e m i c r o 
a n a l y z e r (EPM) w a s u s e d to e x 
a m i n e the p r o d u c t s of t h e s e e x p e r i 
m e n t s . The E P M da ta , shown in 
F ig . IV.D.2 , a r e for a v e r t i c a l 
s e c t i o n th rough the p r o d u c t s of 
an a l l o y - c r u c i b l e e q u i l i b r a t i o n at 
2000'"C. (The in i t i a l a l loy and 
c r u c i b l e had P u / u c o m p o s i t i o n s 
of 0.243 and 0.246, r e s p e c t i v e l y . 
The in i t i a l and final O / M c o m p o 
s i t i ons of the c r u c i b l e w e r e 2.0 

r e s p e c t i v e l y . ) The E P M a n a l y t i c a l da ta in F ig . IV.D.2 a r e g iven 
in P u / u r a t i o s as a function of the d i s t a n c e f r o m the b o t t o m of the c r u c i b l e . 
The e x i s t e n c e of c o n c e n t r a t i o n g r a d i e n t s in both the oxide g r o w t h and the 
c r u c i b l e was r e v e a l e d by the da ta . In addi t ion , f rom the da ta in the r eg i o n 
of con tac t be tween the oxide g rowth and the a l loy, it w a s e s t a b l i s h e d tha t 
a t the t e m p e r a t u r e of the e x p e r i m e n t the P u / U r a t i o of the f luor i t e p h a s e 
is 2.2 t i m e s g r e a t e r than that of the l iquid a l loy "with which it i s in e q u i l i b 
r i u m . This t i e - l i n e in fo rma t ion a l lows an a d j u s t m e n t to be m a d e in the 
compos i t i on of the in i t ia l a l loy for future e x p e r i m e n t s a t th i s t e m p e r a t u r e 
so that the c o m p o s i t i o n of the in i t i a l oxide g rowth wi l l be e s s e n t i a l l y the 
s a m e as that of the c r u c i b l e . In th i s way , the e s t a b l i s h m e n t of a P u / U 
c o n c e n t r a t i o n g r a d i e n t in the c r u c i b l e should be avoided . Howeve r , to 
finish the e x p e r i m e n t wi th an a l loy of the p r o p e r c o m p o s i t i o n , it w i l l be 
d e s i r a b l e to conduct the e x p e r i m e n t in two s t a g e s . In the f i r s t s t a g e , 
the c r u c i b l e would be r e d u c e d n e a r l y to the h y p o s t o i c h i o m e t r i c b o u n d a r y . 
The al loy and oxide g rowth would then be r e m o v e d and be r e p l a c e d by 
f resh a l loy. Dur ing the second s t a g e , the final, but r e l a t i v e l y m i n o r , 
ad jus tmen t of the c r u c i b l e c o m p o s i t i o n would o c c u r . 

(ii) Vapor Spec i e s P a r t i a l P r e s s u r e s in the T e r n a r y U - P u - O 
S y s t e m ( j . E . B a t t l e s and P . E . B l a c k b u r n ) 

L a s t R e p o r t e d : A N L - 7 5 6 1 , pp . 89-91 ( M a r c h 1969). 

M a s s - s p e c t r o m e t r i c s tud i e s of the vo l a t i l i z a t i on b e h a v i o r 
of the u r a n i u m - p l u t o n i u m - o x y g e n s y s t e m a r e being m a d e to d e t e r m i n e 
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(1) the composition of the vapor phase in equilibrium with the condensed 
phase(s), (2) the part ial p re s su res of the vapor species as a function of 
temperature , and (3) the thermodynamic propert ies of the vapor species. 
The first phase of this study, which was devoted to the plutonium-oxygen 
system, has been completed. The study of the volatilization behavior of 
UO2-PUO2 mater ia l was recently initiated. 

Two prel iminary experiments on the volatilization of 
20 wt % PUO2-8O wt % UO2 mater ia l at ~2260°K have been conducted. A 
tungsten effusion cell was used in the first experiment, whereas a rhenium 
effusion cell was used in the second experiment. The starting material 
had an oxygen-to-metal (O/M) atom ratio of 2.OI3. In these experiments, 
vapor species of W-O (tungsten effusion cell) and Re-O (rhenium effusion 
cell) were observed during the initial heating of the sample. The intensity 
of these vapor species decreased rapidly, thus indicating a reduction in 
the oxygen potential ( O / M ) of the samples. 

In the second experiment, the sample (374 mg) was heated 
at about 1400°C until the Re-O vapor species were no longer detectable. 
The sample was then heated at about 2260°K for 20.5 hr. The variation of 
the ion intensities as a function of time is shown in Fig. IV.D.3. At point A 
in Fig. IV.D.3, a temperature decrease (10-15°) occurred, and at point B, 
a momentary high-voltage failure occurred. The points Ri and Rj indicate 
reheats after cooling the sample to room temperature . At point Rj 
(9.5 hr), a sannple was removed for oxygen analysis. The analysis yielded 

0 2 4 6 

Fig. IV.D.3. Variation of the Ion Intensides of UO2 , UO , UO; 
PuO *, and Pu •*• as a Function of Time at Constant 
Temperature (-2260°K) 
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an O / M atom ratio of 1.92o. The remainder of the mate r ia l (~53 mg) was 
then reheated to 2260''K for an additional 11 hr . From point R, to the point 
marking the conclusion of the experiment, the ion intensities of the vapor 
species appear to have reached an approximate s teady-state condition. The 
residual mater ia l at the conclusion of the experiment (after 20.5 hr) had 
an O / M atom ratio of I.865. Although P\iOz+ was detected in the vapor phase 
in a minor amount, its concentration could not be evaluated because the 
mass spectrometer does not completely differentiate between PUO2 and 
UO2"'". The ion intensities of UOz"*", UO+, PuO+, and Pu"*" were determined 
using an ionizing-electron energy of 11 eV, whereas 15 eV was used in the 
measurement of the ion intensity of UO3''". 

Although considerable scat ter exist in the data shown in 
Fig. IV.D.3, the experiment did fulfill its purpose of establishing the re la 
tive abundance of the vapor species and the variation in the concentration 
of the species as a function of time at a constant temperature . 

Batches (25-g each) of 5 wt % Pu02-95 wt % UO2, 
10 wt % PUO2-9O wt % UO2, and 20 wt % PUO2-8O wt % UO2 mater ia l using 
97% ^̂ Û will be prepared. This mater ia l should eliminate the difficulty 
in the present experiments in resolving the UO2 and PUO2 peaks that 
resulted from the use of "^U and " ' P u . 

(iii) Preparat ion of Nuclear Materials (P. A. Nelson) 

Last Reported: ANL-7561, p. 91 (March 1969). 

The continuous preparation of UC from uranium oxides 
with a 25-kW, inductively heated plasma torch (see P rog re s s Report for 
December 1968, ANL-7527, pp. 124-125) is being studied. 

Eight runs have been conducted with a UO2 feed mate r ia l 
containing 8.7 wt % C. In the first run, the solids w^ere fed directly into 
the plasma arc . However, the high heat transfer from the solids to the 
quartz tube in which the arc is formed caused the tube to crack. Therefore, 
in the seven subsequent runs, the solids wrere fed into the flame downstream 
of the arc and no further difficulties were experienced. The product powder 
and gases in all of the runs were directed by a ceramic tube into the product 
receiver where the gases were exhausted through a sintered metal filter. 

The carbon content of the UC products from the seven runs 
varied from 5.0 to 6.5 wt % with a solid feed rate that varied from 10 to 
15 g/min and plate power that ranged from 15.0 to 16.8 kVA (power to the 
plasma is estimated to be 40-50% of the plate power). The resul ts of these 
runs are being analyzed to determine the effects of all the var iables . Sub
sequent runs will be conducted when complete analytical resul ts a re available 
for the product mater ia l . 
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V. NUCLEAR SAFETY 

A. Reactor Kinetics 

1. Accident Analysis and Safety Evaluation (G. J. Fischer) 

Last Reported: ANL-7577, p. 181 (April-May 1969). 

a. Special Systems Analysis 
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TRANSIENT I 

Prel iminary analyses of proposed experiments on failures of 
fast fuel pins with the Mark-II TREAT loop have been performed with the 
help of the SASIA code. The fuel pin considered here is a 12-in.-long 
stack of 13% enriched UO2 pellets of 0.246-in. outer diameter, contained 
inside a Type 304 stainless steel jacket of 0.290-in. outer diameter with a 
clearance of 2 mils filled with helium gas at atmospheric pressure . The 

fuel pin (93% theoretical density) is sur
rounded by a ring of six hollow dummy pins 
separated by 0.056-in.-diameter, spiral 
spacer wire. All seven pins are placed in 
the test region of the Mark-II loop in which 
liquid sodium at 450°C is circulated at the 
rate of 4 m/sec . The loop is then exposed 

i __ to two different power transients in TREAT 
reactor. These transients, shown in Fig. V. A. 1, 
are equivalent to a total energy production of 
1760 and 2070 j / g UOj. respectively. 

TRANSIENT 2 

Fig. V.A.I. Power Shapes for Two 
TREAT Transients 

SASIA js used to c a l cu l a t e the t e m p e r 
a t u r e and s t r e s s p ro f i l e s as a function of the 
e n e r g y p roduced in the pin, a s s u m i n g an 
equ iva len t s ingle fue l -p in g e o m e t r y . The c lad 
r u p t u r e , thought to be due to the e x c e s s i v e 
loading on the clad, is p r e d i c t e d b a s e d on the 

p e r m a n e n t d e f o r m a t i o n . The chain of events leading to the p e r m a n e n t d e 
f o r m a t i o n of the c ladding c o n s i s t s of fill ing the c l e a r a n c e be tween the fuel 
and the c ladd ing due to t h e r m a l expans ion of UO2. and the e l a s t i c d e f o r m a 
tion of the c lad , p r i m a r i l y due to the t h e r m a l expans ion of the fuel ( including 
~10% v o l u m e change due to the me l t ing of UO2) unt i l the loading e x c e e d s the 
yie ld point , when c lad u n d e r g o e s p l a s t i c de fo rma t ion . The p e r c e n t a g e 
p l a s t i c d e f o r m a t i o n is defined as 

rc ( t ) - rc(to) ,^^ 
P e r c e n t a g e P l a s t i c Defo rma t ion = 7—-r x lUU, 

r c ( t o ) 

where rc(t) is the outer radius of the clad at any time t. Time to is taken 
to be the time when loading exceeds the yield point. The plastic flow 
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depends exp l ic i t ly on the r a t e and the m a g 
ni tude of the t r a n s i e n t ; we show in F i g . V.A.2 
a plot of th is quant i ty as a funct ion of the 
e n e r g y p r o d u c t i o n in the t e s t pin for both 
power t r a n s i e n t s . 

A s h a r p i n c r e a s e in the p e r m a n e n t d e 
f o r m a t i o n o b s e r v e d a t the e n e r g y p r o d u c t i o n 
of about 750 j / g UO2 is a t t r i b u t e d to the o n s e t 
of the me l t ing of the fuel n e a r the c e n t e r l i n e . 
Addi t ional me l t ing of UO2 dur ing the r e m a i n 
ing of the power t r a n s i e n t c a u s e s m o r e 

Fig. V.A.2. Percentage Plastic Defor- p l a s t i c de fo rma t ion , a l though the r a t e of d e 
f o r m a t i o n is s o m e w h a t s l o w e r . The p l a s t i c 
de fo rma t ion of the c lad depends not only on 
the magn i tude but a l s o on the r a t e of loading . 
This point i s i l l u s t r a t e d in F i g . V.A.2 , w h e r e 

a 5% p la s t i c de fo rma t ion is found to c o r r e s p o n d to the hea t p r o d u c t i o n of 
1030 and 1260 j / g UO2 for t r a n s i e n t s 1 and 2, r e s p e c t i v e l y . It should be 
r e m e m b e r e d that the f i r s t t r a n s i e n t is f a s t e r than the second . 

4 0 0 8 0 0 1200 1600 2 0 0 0 
ENERGY PRODUCTION. J /g-UOz 

Percentage Plastic Defor
mation of Cladding as a 
Function of the Energy Pro
duction in a Test Pin for the 
Transients of Fig. V.A.I 

F r o m some p r e v i o u s a n a l y s e s of the au toc lave e x p e r i m e n t s S-2 
and S-3 it a p p e a r s that the c ladding r u p t u r e s when p e r m a n e n t d e f o r m a t i o n 
exceeds 4%. This r e s u l t can be usefully appl ied to the p r o p o s e d e x p e r i 
men t s as well , s ince the coolant flow does not s e e m to have any s ign i f ican t 
influence on the pin p e r f o r m a n c e for t h e s e fas t t r a n s i e n t s . C o n s i d e r i n g a 
somewha t o p t i m i s t i c value for the p l a s t i c d e f o r m a t i o n of the c lad of 5% for 
f a i l u r e , the c lad is expec ted to r u p t u r e for t he se t r a n s i e n t s at about 1030 
and 1260 j / g UO2, r e s p e c t i v e l y . A m o r e c r i t i c a l a n a l y s i s wi l l be a t t e m p t e d . 

2. Reac to r Cont ro l and Stabi l i ty 

a. Reac to r Stabi l i ty and Stabi l i ty Des ign C r i t e r i a for Spat ia l ly 
Dependent Sys t ems (L. Habegge r and C. Hsu) ' 

L a s t Repor t ed : ANL-7577 , p. 182 ( A p r i l - M a y 1969). 

(i) Nonl inear Model . I nves t i ga t i ons of the q u a s i l i n e a r i z a t i o n 
i t e r a t i v e p r o c e d u r e for obtaining so lu t ions to n o n l i n e a r , o n e - d i m e n s i o n a l , 
s t e a d y - s t a t e r e a c t o r equa t ions a r e cont inuing. This n u m e r i c a l p r o c e d u r e 
has p r o v e n to be effective in comput ing so lu t ions to non l inea r equa t ions of 
the f o r m 

Sir ° (^ ) - ^ ^'t'^) + a,A(x)(*(x) + B(x)0(x) + a ,(x)6Tc(x)0(x) = 0; 

S6Tc(x) 
c(x)0(x); 0(0) = 0(.e) = 0; 6Tc(0) = 0; 6Tc(£) = ATc 
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T h e s e equa t i ons a r e a m o d e l of a r e a c t o r s y s t e m with c o o l a n t - t e m p e r a t u r e 
f eedback ; the c r i t i c a l flux and coo lan t t e m p e r a t u r e d i s t r i b u t i o n , 0(x) and 
6Tc(x) , and the p a r a m e t e r a a r e d e t e r m i n e d s i m u l t a n e o u s l y . 

E x t e n s i o n of the c o m p u t a t i o n a l p r o c e d u r e to a diffusion 
equa t ion conta in ing c o n t r o l - r o d s i m u l a t i o n , f u e l - t e m p e r a t u r e feedback , 
and c o o l a n t - t e m p e r a t u r e f eedback is being i n v e s t i g a t e d . 

3. Coolant D y n a m i c s 

a. C r i t i c a l F low (H. K. F a u s k e and M. A. G r o l m e s ) 

L a s t R e p o r t e d : A N L - 7 5 7 7 , p. 183 ( A p r i l - M a y 1969). 

(i) Sonic Veloc i ty and P r e s s u r e - w a v e P r o p a g a t i o n . The d e 
t e r m i n a t i o n of the p r o p a g a t i o n ve loc i ty of p r e s s u r e p u l s e s in both o n e - and 
t w o - c o m p o n e n t , t w o - p h a s e m e d i a has been s tudied over a wide r a n g e of 
flow r e g i m e s , such a s bubble , s lug , annu la r and d r o p l e t f l ows .* T h e s e 
s tud i e s i n d i c a t e a m a r k e d change in the c h a r a c t e r i s t i c p r o p a g a t i o n ve loc i ty 
of the s y s t e m as a function of flow r e g i m e . E x p e r i m e n t and a n a l y s i s a r e 
in e x c e l l e n t a g r e e m e n t . It is s u g g e s t e d that m e a s u r e m e n t of the p r e s s u r e -
pu l se p r o p a g a t i o n ve loc i ty in known flow r e g i m e s can be employed to 
identify a g iven t w o - p h a s e flow r e g i m e . F i g u r e V.A.3 shows the c h a r a c t e r 

i s t i c p r o p a g a t i o n ve loc i ty as a 
function of flow r e g i m e and void 
f r ac t ion with a p p r o x i m a t e flow-
r e g i m e bounds ind ica ted . The l a r g e 
d i f fe rence in p r o p a g a t i o n ve loc i t y 
with fjow r e g i m e is a p p a r e n t and 
s u g g e s t s that only m o d e s t e x p e r i 
m e n t a l a c c u r a c y is r e q u i r e d to 
identify r eg ions of d i s c r e t e flow 
r e g i m e s . 

It is i m p o r t a n t in the L M F B R 
safety p r o g r a m to de t ec t the p r e s e n c e 
of minu te quan t i t i e s of i n e r t gas in 
the s o d i u m coolan t . This i n f o r m a t i o n 
is i m p o r t a n t in r e g a r d to (1) the 
p r o b l e m of s u p e r h e a t and (2) the e a r l y 
de tec t ion of fue l -p in f a i l u r e . Whether 
the inc ip ien t s u p e r h e a t of the sod ium 
should be c o n s i d e r e d as a wa l l -
cavi ty n u c l e a t i o n - s i t e p r o b l e m depends 

L J 
_\ BuMile K Slug 
T " flow ''/ 'io« 

1 1 

• ^ 

1̂ 
1 

--̂  

Annul ai 
0' 

' droplet ^ 
HON 

1 

Gas Volume Fiaction, a 

Fig. V.A.3. Characteristic Pressure-pulse Propa
gation Velocity in Various Two-
phase Flow Regimes as a Function 
of Volume Fraction 

•Henry, R. E.. Grolmes. M. A., and Fauske, H. K., Propagation Velocity of Pressure Waves in Gas-Uquid 
Mixtures, Proc. Int. Symp. on Research in Co-current Gas-Uquid Flow, University of Waterloo, Ontaho, 
Canada (September 18-19, 1968); Grolmes, M. A., andFauske. H. K., Propagation Characteristics of 
Compression and Rarefaction Pressure Pulses in One-component Vapor-Liquid Mixtures, submitted for 
_..Ki;«,rir,n ro T Nuclear Science and Engineering. 
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on the p r e s e n c e or a b s e n c e of i n e r t - g a s bubbles in the coo lan t . Much 
r e s e a r c h in poo l -bo i l ing s y s t e m s , w h e r e gas bubb les a r e not b e l i e v e d to 
be p r e s e n t in the bulk of the sod ium, i n d i c a t e s l a r g e inc ip i en t s u p e r h e a t s . 
Howeve r , some d e s i g n e r s * be l i eve tha t such e x p e r i m e n t s a r e not a p p l i c a 
ble to r e a c t o r s , in which i n e r t - g a s bubb les a r e l ike ly to be p r e s e n t . To 
r e s o l v e this ques t ion , a technique is needed tha t is s e n s i t i v e to v e r y s m a l l 
c o n c e n t r a t i o n s of gas in the coolant . 

Gas in the s y s t e m is l ike ly to be d i s t r i b u t e d in the f o r m 
of bubbles or r eg ions of s m a l l bubble c l u s t e r s . F o r a h o m o g e n e o u s d i s 
t r ibu t ion of a rgon gas in a sod ium liquid a t l600°F and 1 a t m . F i g . V.A.4 

shows the r a t i o of the p r o p a g a 
t ion ve loc i t y in the t w o - p h a s e 
m i x t u r e to that in p u r e s o d i u m 
as a funct ion of gas c o n c e n t r a 
t ion. In p r i n c i p l e , th i s r a t i o is 
v e r y s e n s i t i v e to e x t r e m e l y low 
gas c o n c e n t r a t i o n s . A t echn ique 
b a s e d on th is p r i n c i p l e could 
conce ivab ly be u s e d to d e t e r m i n e 
the f i r s t a p p e a r a n c e of t r a c e 
a m o u n t s of gas in a l iquid s y s 
t e m o r to m o n i t o r con t inuous ly 
the level of gas e n t r a i n m e n t . 
F o r de t ec t ion p u r p o s e s , the 
t echn ique o r p r i n c i p l e is not 
l im i t ed to h o m o g e n e o u s gas d i s 

t r ibu t ion , b e c a u s e the p r e s e n c e of any s igni f icant amoun t of c o m p r e s s i b l e 
gas in a channe l would have a m e a s u r a b l e effect on the a c o u s t i c t r a n s i t 
t i m e for the channe l . The a c c u r a c y and r e l i a b i l i t y of the p r i n c i p l e a r e 
be l i eved to be good and, in fact , to i n c r e a s e with d e c r e a s i n g gas c o n c e n 
t r a t ion . A g r e e m e n t be tween a n a l y s i s and e x p e r i m e n t has b e e n shown to 
be exce l l en t to void f r ac t ions of 5 x 10"'' by S i l b e r m a n . * * 

Re la t ed to the m e a s u r e m e n t of s m a l l gas c o n c e n t r a t i o n s , 
S i l b e r m a n and Walle e t al.. have shown tha t the a c o u s t i c - f r e q u e n c y 
r e s p o n s e c h a r a c t e r i s t i c s of t w o - p h a s e l i q u i d - g a s bubble m i x t u r e s have 
r e s o n a n c e p e a k s at f r e q u e n c i e s d e t e r m i n e d by the bubble r a d i u s . Again , 
in p r inc ip l e , a n a l y s i s of the a c o u s t i c a l ve loc i ty and w a v e - a t t e n u a t i o n 
c h a r a c t e r i s t i c s of a bubble m i x t u r e as a funct ion of wave f r e q u e n c y can 
lead to a d e t e r m i n a t i o n of bubble s i z e . This is i nd i ca t ed as a po t en t i a l 

Gas Volume Fiaclion, a 

Fig. V.A.4. Propagation Velocity in a Homogeneous 
Two-phase Sodium-Argon System at 
1600°F and 14.7 psia as a Function of 
Mass or Volume Fraction 

Schmidt, D., "Sodium Boiling in Fast Reactors--A Review with Reference to the ISPRA Conference, 
O'^'ober 1968," Proc. Conf. Sodium Technology and Large Fast Reactor Design, ANL-7520. 
Silberman, E., "Sound Velocity and Attenuation in Bubbly Mixtures Measured in Standing Wave Tubes," 
J. Acoust. Soc. Am. 29, 925-933 (Aug 1957). 

twalle, F., Verheugen, A. J., Haagh, V. J. M., and Bogaardt, M., A Study of the ApplicaUon of Acoustical 
Methods for Determining Void Fractions in Boiling Water Systems, Proc. of Symp. on Dynamics of Two-
phase Flow, Univ. Eindhoven, The Netherlands, September 4-8, 1967. 
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benefit to development of acoustical techniques; however, system back
ground noise might interfere with meaningful frequency analysis. Even 
so, the techniques involved in flow-regime detection and gas-concentration 
measurement do not appear to be hindered by background noise. A single 
pulse of amplitude larger than background noise or a single frequency out
side the range of system noise, or both, could be used. 

b. Coolant Dynamics (R. M. Singer and R. E. Holtz) 

Last Reported: ANL-7577, pp. 183-184 (April-May 1969). 

(i) Coolant-expulsion Experiments. The test section used with 
the initial sodium expulsion tests is being replaced with a new, more fully 

instrumented section. During this 
downtime, the preliminary data are 
being reduced and analyzed. The 
measurements have indicated that 
the flow regime during the initial 
expulsion for incipient superheats 
greater than about 10°C is that of a 
single vapor bubble expanding against 
the liquid column. Thus, the data are 
being compared with a single-slug-
type expulsion model, based on the 
acceleration of a liquid mass by a 
constant pressure difference arising 
from the initial superheat. As shown 
in Fig. V.A. 5, the results for one run 
agree surprisingly well with theory, 
especially at small t imes. This indi
cates that the rate of vaporization, 
and thus the rate of expulsion, is 
controlled by the inertia of the liquid 
column. 

Earlier data with water 
and methanol are being compared 
with this new sodium data to deter
mine similari t ies in the phenomena. 
In the future, this experimental data 
will be compared to the more so
phisticated nnodels of ejection that 
have been or are being developed. Time aftei Boiling Inception, sec 

Fig. V.A .5. Data for Sodium Initial Expulsion from 
94-cm-high Sodium Column, with 
65.3-W/cm2 Wall Heat Flux. 169°C 
Incipient Liquid Superheat, and SSŜ C 
Saturation Tempeiature 

(ii) T r a n s i e n t E x p e r i m e n t s . 
T e s t s of an o sc i l l a t i ng plugging m e t e r 
for use in m e a s u r i n g the d i s s o l v e d -
oxide content in sod ium in the t r a n 
s ien t t e s t loop is cont inuing. The 



p r i n c i p l e of o p e r a t i o n has been r e c o n f i r m e d . After the t e s t s of the m e t e r 
a r e comple t ed , the s y s t e m wil l be i n s t a l l e d in the m a i n loop. A m o d i f i e d -
des ign cold t r a p is be ing f a b r i c a t e d . 

c. Convec t ive Ins t ab i l i t y (R. M. Singer) 

L a s t R e p o r t e d : A N L - 7 5 4 8 , p . 119 ( Jan 1969). 

(i) F l o w - c o a s t d o w n E x p e r i m e n t . A s s e m b l y of the t e s t loop 
has begun; c o m p l e t i o n of the 1-in. NaK loop awa i t s d e l i v e r y of s e v e r a l 
c o m p o n e n t s , inc luding the t e s t s ec t ion . In the m e a n t i m e p e r i p h e r a l e q u i p 
m e n t is be ing des igned and c o n s t r u c t e d , inc luding the a r g o n c o v e r - g a s 
s y s t e m , s o m e of the i n s t r u m e n t a t i o n , and the p o w e r s u p p l i e s . Di f f icu l t ies 
with the 2 0 - m i l t h e r m o c o u p l e s on the i n s ide wal l of the t e s t s e c t i o n w e r e 
r e s o l v e d by swi tch ing to 4 0 - m i l t h e r m o c o u p l e s . 

An a n a l y t i c a l d e s c r i p t i o n of hea t t r a n s f e r d u r i n g c o a s t -
down i s be ing p u r s u e d with the use of a n u m e r i c a l h e a t - t r a n s f e r code . 
This wi l l give a " f i r s t " n u m e r i c a l a p p r o x i m a t i o n , s i nce it n e g l e c t s the 
effects of f ree convec t ion . 

4. Core S t r u c t u r a l Safety (C. K. Youngdahl) 

L a s t R e p o r t e d : ANL-7577 , pp. 184-187 ( A p r i l - M a y 1969). 

a. Dynamic P l a s t i c i t y A n a l y s i s of C i r c u l a r S h e l l s . To s tudy the 
g e n e r a l i t y of the p r o p o s e d equ iva l ence p a r a m e t e r s for d y n a m i c p l a s t i c 
d e f o r m a t i o n , ex i s t ing so lu t ions for v a r i o u s s t r u c t u r a l g e o m e t r i e s have 
b e e n r e f o r m u l a t e d in t e r m s of i m p u l s e and effect ive load. Th i s c o r r e l a t i o n 
has b e e n shown to be s u c c e s s f u l for a r e i n f o r c e d c i r c u l a r she l l ( s e e 
P r o g r e s s R e p o r t for M a r c h 1969, ANL-7561) and a c i r c u l a r p l a t e ( s e e 
ANL-7577) unde r dynamic loading . Another con f igu ra t i on for which the 
c o r r e l a t i o n has b e e n t e s t e d is the c a s e of a b e a m loaded d y n a m i c a l l y by 
a c o n c e n t r a t e d fo rce F( t ) a t i t s nnidpoint .* 

C o n s i d e r a b e a m of length 2L, m a d e of a r i g id , p e r f e c t l y 
p l a s t i c m a t e r i a l and having a yie ld m o m e n t MQ. The s t a t i c a l l y app l i ed 
fo rce Fg r e q u i r e d to p r o d u c e y ie ld ing is g iven by 

F s = 4 M O / L . (1) 

Le t the dynamic load F(t) i n c r e a s e to a m a x i m u m F M and then d e c r e a s e 
mono ton i ca l l y to z e r o . If Fg £ F M s 5,722 Fg , a p l a s t i c hinge f o r m s a t 
the c e n t e r of the b e a m and the r e s u l t a n t f inal d e f o r m a t i o n uf t h e r e can be 
solved in c l o s e d f o r m . In t e r m s of the e q u i v a l e n c e p a r a m e t e r s , t h i s 
so lu t ion is 

*Symonds, P. S., Dynamic Load Characteristics in Plastic Bending of Beams, J. Appl Mech 20 475-481 
(1953). ' • — ' 



"f 27LFS L ^ e j 
(2) 

w h e r e 7 is the m a s s pe r unit length , and I and F e a r e the i m p u l s e and 
effect ive f o r c e , defined by 
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I = / F( t ) dt; F e = l ' / ^ / ^ ( t ) dt (3) 

Consequen t ly , for the given load r a n g e the p r o p o s e d c o r r e l a t i o n is exac t . 

F o r F M > 5.722 F g , add i t iona l p l a s t i c h inges a p p e a r when 
t = t^. w h e r e F( th) = 5.722 F g , a t the loca t ions ±0.404 L, m e a s u r e d f rom 
the b e a m midpo in t . T h e s e o u t e r h inges move as the loading p r o g r e s s e s . 
Then the p l a s t i c d e f o r m a t i o n of the b e a m m u s t be found by solving n u m e r i 
ca l ly a se t of coup led n o n l i n e a r d i f f e ren t i a l equa t ions . 

F i g u r e V.A.6 shows the final p l a s t i c d e f o r m a t i o n of the b e a m 
midpo in t in t e r m s of the equ iva l ence p a r a m e t e r s for v a r i o u s f a m i l i e s of 

RaDo ol Ellective Foice to SBtcallj A»lieU Foice B PioAice Yiemmt F, F^ 

Fig. V.A.6. Ratio of the Fmal Deformation of a Beam to the Square of the Impulse 
as a Funcuon of the Effective Load for Various Pulse Shapes 
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l o a d - t i m e h i s t o r y . F o r c o m p a r i s o n , the s a m e r e s u l t s a r e p l o t t e d in F i g . V .A.7 , 
with the m a x i m u m fo rce r e p l a c i n g the effect ive f o r c e as a p a r a m e t e r . It i s 
a p p a r e n t tha t the i m p u l s e and effect ive load p r o v i d e an e x c e l l e n t m e a n s of 
c o r r e l a t i n g r e s u l t s for widely differ ing load func t ions . 

Ratio of Dynamic Maximum Force lo Statically Applied Force to Produce Yielding, F^/F^ 

Fig. V.A.7. Ratio of the Final Deformation of a Beam to the Square of the Impulse 
as a Function of the Maximum Load for Various Pulse Shapes 

The con jec tu re that the a v e r a g e va lue of the load ove r the d u r a 
tion of the de fo rma t ion is a p p r o x i m a t e l y equa l to the s t a t i c y ie ld load ( s ee 
P r o g r e s s R e p o r t s for F e b r u a r y 1969, A N L - 7 5 5 3 , pp. 106-108; M a r c h 1969, 
A N L - 7 5 6 1 , pp. 96 -98 ; and ANL-7577) is found to be exac t l y t r u e for th is 
p r o b l e m . 
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5. Fuel Meltdown Studies with TREAT 

a. Development of Experimental Methods (C. E, Dickerman) 

Last Reported: ANL-7561, pp, 97-99 (March 1969). 

Prepara t ions were nnade for checkout experiments with the 
Mark-II integral sodium loop in TREAT. The specifications for this ex
periment include sodium flow through the test section at 4 m / s e c , and a 
total energy input to the samples of approximately 1.77 x 10 J /g . The loop 
was carr ied through its startup operation and shutdown sequence as a final 
check of the loop-ope rating manual, and the manual was put into final fornn 
for t ransmit ta l to Idaho, The loop and its auxiliary equipnnent were packaged 
and shipped from the Illinois Site on June 19. Included in the shipment were 
a control and instrumentation console rack assembly, the silicone cooling 
oil module, and the electr ical power unit. The apparatus was assennbled in 
Idaho, checked out, and the loop was run successfully with sodium flow on 
June 25. Reactor loading and instrumentation hookup preparations are 
underway, 

6, Materials Behavior and Energy Transfer (R. O. Ivins) 

a. Interactions of Fuel, Cladding, and Coolant (D. R. Armstrong) 

Last Reported: ANL-7548, pp, 128-129 (Jan 1969), 

(i) Fragmentation Study in Sodium. Studies of the fragmenta
tion of molten mater ia l s being quenched in a liquid are continuing, A method 
was developed to determine par t ic le -s ize distributions by photographic 
techniques; negatives a re analyzed by a computer-controlled film digitizer. 
The digitizer requires film negatives with a uniformly high contrast, sharply 
defined part icle images, and a minimum separation between part ic les , A 
method of illuminating the par t ic les , in which they are supported above a 
diffusion screen, provided sufficient edge definition for production of suit
able negatives. 

The output from the film digitizer provides the two-
dimensional surface of each part ic le . These data are corrected for photo
graphic magnification, and the resulting true areas are grouped and summed 
to give the par t ic le -s ize distribution of the sample. These data can be fitted 
to a unimodal or bimodal Gaussian distribution. 

Residues from a previous ser ies of fragmentation experi
ments (see P r o g r e s s Report for June 1966, ANL-7230, pp. 69-70), in which 
molten steel was dropped into sodium at 250°C, have been re-examined by 
screening techniques because the method that had been used to calculate the 



par t ic le -s ize distribution was in e r ro r . In the experiments, drops of molten 
steel at 1600-2400°C were dropped from a height of 2 ft into molten sodium. 
Because of the violence of the interaction and fragmentation, some of the 
steel and sodium was ejected from the crucible. Therefore, because of the 
incomplete samples, detailed par t ic le-s ize analysis was not possible, so 
the mean diameter of the fragments was calculated using the volume-surface 
mean part icle size, d^g, which is defined by the following equation, a s sum
ing all part icles to be spherical and of a size midway in a par t icular sieve 
range; 

2 fid? 
°vs = 7' 

Zfid? 

where f̂  is weight fraction of part icles in group i, and d̂  is mean part ic le 
diameter in group i, (Note: In ANL-7230, the Sauter mean diameter was 
incorrectly defined, so the mean diameters reported were wrong. Correc t 
values are given here.) 

Table V.A.I i l lustrates that the diameter of the fragments, 
dvs> decreases as the temperature of the molten-steel drop is increased 
above 1600°C. 

TABLE V,A, 1. Mean Diameter of Fragments 
Resulting from Dropping Molten Stainless 

Steel into Sodium at 2 5 ^ 0 

Sodium 
T e m p 

(°c) 

2 5 0 

2 5 0 

2 5 0 

2 5 0 

2 5 0 

S a m p l e - d i 
T e m p 

(°c) 

1600 
1800 
2150 
2250 
2400 

•op V o l u m e - S u r f a c e 
M e a n D i a m e t e r 

(mm) 

1.26 
0.67 
0,43 
0.27 
0,45 

Similarly, the data from experiments in which the tempera
ture of the molten sodium was increased while the temperature of the molten 
steel was held constant at 2200°C were re-evaluated. The resul ts in 
Table V.A.2 indicate that the mean part icle size of the fragments decreases 
as the temperature of the sodium is increased from 250 to 820°C. 
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Sodium 
T e m p 

(°c) 

250 
720 
800 
820 

S a m p l e - d r o p 
T e m p 

(°c) 

2250 
2200 
2200 
2300 

T A B L E V.A,2, M e a n D i a m e t e r of F r a g m e n t s 
Resu l t ing f r o m D r o p p i n g ~2200°C S t a i n l e s s 

S t e e l in to S o d i u m 

V o l u m e - S u r f a c e 
M e a n D i a m e t e r 

(mm) 

0.27 

0,23 

0,26 

0,19 

b . High T e m p e r a t u r e P h y s i c a l P r o p e r t i e s (M, G, Chasanov) 

L a s t R e p o r t e d : A N L - 7 5 6 1 , pp, 99 -100 ( M a r c h 1969). 

(i) T o t a l P r e s s u r e ove r Liquid UO^, An i m p o r t a n t input 
p a r a m e t e r for e q u a t i o n - o f - s t a t e c a l c u l a t i o n s for r e a c t o r fuels i s vapor 
p r e s s u r e of the fuel. P r e s e n t l y a v a i l a b l e da ta m u s t be e x t r a p o l a t e d over 
m a n y o r d e r s of m a g n i t u d e to obta in v a p o r - p r e s s u r e v a l u e s a t the t e m p e r a 
t u r e s of i n t e r e s t in r e a c t o r - s a f e t y c a l c u l a t i o n s . Consequen t ly , a p r o g r a m 
has been in i t i a t ed to m e a s u r e vapo r p r e s s u r e s over l iquid r e a c t o r fuels by 
m e a n s of t r a n s p i r a t i o n t e c h n i q u e s so a s to r e d u c e the ex ten t of the e x t r a p o 
la t ion . The d a t a to be ob ta ined wi l l a l low the c a l c u l a t i o n s to be m a d e with 
g r e a t e r c o n f i d e n c e . 

T h e f i r s t m a t e r i a l to be s tud ied wi l l be u r a n i u m d iox ide . 
The t r a n s p i r a t i o n t e chn ique h a s p r e v i o u s l y been succes s fu l l y appl ied to 
vapo r p r e s s u r e m e a s u r e m e n t s wi th u r a n i u m dioxide up to about 2600°C,* 
In the e x p e r i m e n t s p l anned in th i s s tudy, it is expec t ed tha t m e a s u r e m e n t s 
wi l l be m a d e up to about 3250'=C, The t r a n s p i r a t i o n equ ipmen t wil l be o p e r 
a ted in an induc t ion f u r n a c e with su i t ab l e r a d i a t i o n sh ie ld ing inc luded to 
i n s u r e t e n n p e r a t u r e u n i f o r m i t y . 

T o d a t e , v a p o r p r e s s u r e m e a s u r e m e n t s have been p e r f o r m e d 
for t e s t i n g p u r p o s e s at about 2350°C, S a t i s f a c t o r y a g r e e m e n t h a s been found 
wi th l i t e r a t u r e v a l u e s , * ' * * F u r t h e r t e s t s of r e p r o d u c i b i l i t y and of s e v e r a l 
e x p e r i m e n t a l p a r a m e t e r s a r e p lanned be fo re p r o c e e d i n g to h ighe r 
t e m p e r a t u r e s . 

•Alexander, C, A., Ogden, J, S,, and Cunnmgham. G, W,, Thermal StabiUty of Zircoma- and Thoria-Base 
Fuels. BMI-1789(Jan.6.1967), 

"•T^nbaum M.. and Hunt. P. D.. Transpiration Studies of the Total Vapor Pressure of Uramum-beanng 
Species over Urania, in Chem. Eng. Div, Semiannual Report, January-June 1965. ANL-7055, p. 165 
(Oct 1965). 



7. F a s t R e a c t o r Safety T e s t F a c i l i t y Study (C. N. K e l b e r ) 

L a s t Repor t ed ; ANL-7577 , pp. 196-197 ( A p r i l - M a y 1969). 

a. P r o g r a m Defini t ion and J u s t i f i c a t i o n 

The p r e l i m i n a r y ( P h a s e I) draf t of the r e p o r t on P r o g r a m Def i 
ni t ion and J u s t i f i c a t i o n was d i s t r i b u t e d to i n d u s t r i a l c o n t r a c t o r s , RDT (with 
cop ie s for t r a n s m i s s i o n to r e g u l a t o r y g roups ) , and cogn izan t i n d i v i d u a l s at 
ANL and o the r AEC l a b o r a t o r i e s . R e c i p i e n t s of the r e p o r t w e r e a s k e d to 
m a k e a c r i t i c a l r ev i ew and r e t u r n t he i r c o m m e n t s , which wi l l be u t i l i z e d 
in p r e p a r i n g a r e v i s e d ( P h a s e II) draf t . 

A p r e l i m i n a r y j u d g e m e n t on the p r o b a b l e need for "whole 
s u b a s s e m b l y " (STF- type ) e x p e r i m e n t s and "whole c o r e " ( E T F - t y p e ) e x p e r i 
m e n t s i s being f o r m u l a t e d and documen ted , 

b . F a c i l i t y Defini t ion and Ut i l i za t ion 

(i) Loop C a p a b i l i t i e s . P r e d i c t i n g the r e s p o n s e of i n - p i l e l oops 
to po ten t i a l m o l t e n f u e l - s o d i u m i n t e r a c t i o n s r e q u i r e s knowledge of an e q u a 
t ion of s t a t e for s o d i u m cove r ing both l iquid and g a s e o u s p h a s e s . 

Work on the u s e of the H i m p a n equa t ion of s t a t e for s o d i u m 
(see P r o g r e s s R e p o r t for M a r c h 1969, A N L - 7 5 6 1 , p , 104) h a s con t inued . 
The H impan equat ion was p r i n t e d i n c o r r e c t l y in A N L - 7 5 6 1 : i t s c o r r e c t 
f o r m is 

[ ^ ^ V - b ) ( T V - c ) ] ( ^ - - ^ ) = ^ ^ -

The m o s t a c c u r a t e way of ca lcu la t ing m a t e r i a l p r o p e r t i e s 
is to u s e a p u r e l y e m p i r i c a l c o r r e l a t i o n of e x p e r i m e n t a l da t a . Such c o r r e 
l a t ions have two d i s a d v a n t a g e s , howeve r . They do not n e c e s s a r i l y give a 
r e l i a b l e b a s i s for e x t r a p o l a t i o n beyond the r e g i o n w h e r e e x p e r i m e n t a l da t a 
a r e ava i l ab l e , and they m a y not be t h e r m o d y n a m i c a l l y c o n s i s t e n t . F o r 
t h e s e r e a s o n s it i s convenient to u s e an equa t ion of s t a t e which can e a s i l y 
be checked for t h e r m o d y n a m i c c o n s i s t e n c y , and which, a s i t s f o r m is b a s e d 
on t h e o r e t i c a l c o n s i d e r a t i o n s , should be a r e a s o n a b l e b a s i s for e x t r a p o l a 
t ion. But it i s obviously d e s i r a b l e that such an equa t ion should p r e d i c t 
r e a s o n a b l y wel l the p r o p e r t i e s for which we have e x p e r i m e n t a l da t a . 

A study of the p r e d i c t i o n s of the H i m p a n equa t ion wi th the 
ad jus t ab le c o n s t a n t s chosen to fit a c r i t i e a l - p o i n t e s t i m a t e of T = 2733°K, 
P ^ = 408.2 a tm , V^ = 5,501 c m Y g , as d e s c r i b e d in A N L - 7 5 6 1 , h a s b e e n 
c o m p l e t e d . The vapor p r o p e r t i e s a r e p r e d i c t e d wel l , but the a g r e e m e n t for 
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the liquid proper t ies , especially differential p roper t ies such as the thermal 
expansion coefficient and the velocity of sound, is poor. As pointed out in 
ANL-7561, such propert ies are important in a vapor explosion. 

This result is not unexpected, as the constants were not 
chosen to give close agreement in the liquid region. At present work is 
continuing to see whether better agreement can be obtained by fitting the 
constants to a wide range of liquid densit ies, for example, ra ther than to a 
cri t ical-point est imate. It is planned to test such a method by using it for 
a s imilar mater ia l , such as cesium, for which experimental data closer to 
the cri t ical point are available. 

It may be, however, that it is not possible to predict these 
highly sensitive differential proper t ies from an equation of state. In this 
case we shall have to use the purely empir ical type of formula and accept 
the possibility that our calculations may violate the laws of thermodynamics, 
in hope that such violations are small . 

The objectives of this work are : 

1, Give as accurate an est imate as currently is readily 
available of the safety problems and loop p re s su re suppression needs a s so 
ciated with in-pile LMFBR safety tes ts using a large number of fuel 
elements, 

2. Est imate the degree of conservat ism in current loop 
safety analysis and hence est imate the possible improvements possible in 
facility utilization as more knowledge of molten fuel-sodium interactions 
is obtained. 

(ii) Neutronic Needs, Use of the ARC system for one-
dimensional survey calculations has become routine. Use of the two-
dimensional diffusion-theory path (for estimating feedback from the test 
region to the dr iver core) has run into a snag; convergence is exceedingly 
slow. Work is being carr ied out to determine the source of the difficulty. 
If necessary , the c ross - sec t ion set will be revised to permit use of an option 
in the two-dimensional diffusion module that past experience has shown to 
be very fast. Current surveys a re aimed at determining the neutronic needs 
for tests involving large numbers (greater than 37) of LMFBR fuel elements, 
(Detailed surveys for tests involving fewer pins have been performed in con
junction with p rograms such as Fuel Element Fai lure Propagation, and in
vestigation at TREAT and PBF,) These considerations limit the parameter 
range as follows: 

1. To accommodate tes ts well above the boiling point of the 
test element, the dr iver fuel either has to be able to withstand a large AT (cen
ter to surface) or must have high heat removal capacity per unit volume. 
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2. In medium fast transients it will be necessary to allow 
boiling in the test zone well before the coolant in the driver s tar ts to boil. 
Thus the driver fuel has to have a low heat conductivity. Such a fuel is an 
oxide fuel, although insulating sleeves, as in the PBF fuel, may also be 
effective, 

3. In a superprompt crit ical test, a prompt shutdown coef
ficient is required. In concept one may consider a system with p reacce le r -
ated, fast-acting rods to shut the reactor down following a planned reactivity 
insertion. Such a system is in use in SNEAK, If the insertion is the result 
of a meltdown following, for example, the simulation of a loss of flow with 
delayed scram, the time of the insertion will probably be uncertain by a 
large enough margin that a prompt shutdown coefficient in the driver will 
be required to clip the burst. Fast-acting rod systems could not detect, 
accelerate, and insert fast enough. 

The prompt shutdown coefficient should not be too 
large, however, or the burst will be prematurely terminated. It may well 
be that the shutdown capacity limits the test size. Survey calculations in
dicate that the most pessimist ic estimate of insertion from meltdown of a 
normally enriched test element is of the order of a few dol lars . If the ele
ment and the driver are fully enriched, very large insertions (-25% Ak/k) 
are potentially available. Of course, the prompt shutdown need not com
pletely compensate for the reactivity. It need only prolong the period to a 
manageable size. 

Thus it may be necessary to "boot s t rap" the larger 
experiments by running progressively larger tests to get better est imates 
of the maximum reactivity insertion. Also, it may be useful to vary the 
Doppler coefficient in order to get the right burst peak and ^vidth. One "way 
to do this may be by using BeO inserts which may be replaced by inert 
(e.g., Zr02) inserts when a reduction in Doppler coefficient is required. 

4. Although the fission cross section suffers, it will prob
ably be desirable to avoid the use of plutonium in the driver; nevertheless, 
the possibility of Doppler feedback from •̂*°Pu and ^*^Pu should be considered. 

5. Finally, to keep the driver small and have the total 
power within range, the power should be flattened. This requires zoning 
with, perhaps, BeO inserts in the nickel reflector. 

It is thus concluded that the driver should have a UOj (pos
sibly UC with insulating sleeve) core with some BeO both to soften the 
spectrum and to increase the Doppler coefficient. 
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In order to get the right figure of mer i t (power density m 
test to power density in the driver) it will be necessary to enrich the test 
zone and minimize enrichments in the dr iver . Enriching the test zone is 
limited by: 

a. the need to test i r radia ted fuel, 

b. the increased feedback from the enriched test zone, and 

c. the changed heat t ransfer charac te r i s t i cs of high en
riched fuel, 

(iii) P re l iminary Study of Potential Utilization of Existing 
Faci l i t ies . Visits have been made to PBF and SEFOR to gather detailed 
information needed for completing the prel iminary survey. Another visit 
to each of these facilities is anticipated before completing this phase of 
the work. 

Other facilities are included in the survey: TREAT is an 
ANL facility and informal discussions have been held with cognizant ANL 
personnel; after the Mark-II loop is checked out and TREAT personnel a re 
available for consultation, formal study of TREAT capabilities will be ini
tiated. Other facilities to be included in the survey include EBR-II, F F T F , 
ETR, and ATR. The survey made by the Fuel Element Failure Propagation 
study will be our point of depar ture , 

B. TREAT Operations 

1. Reactor Operations (J. F. Boland) ^ 

Last Reported: ANL-7577, pp, 197-198 (April-May 1969). 

A partially bonded EBR-II fuel element was subjected to a constant-
power t ransient designed to simulate the fission rate in EBR-II at a power 
level of 75 MW The element was contained in a Mark-I sodium loop. Data 
from this test will be compared with data previously obtained from a s imi
lar tes t on an unbonded EBR-II element (see P rog re s s Report for June 1968, 
ANL-7460, p. 119). 

A Zircaloy-clad pelleted UO^ sample with flux-depressing spacers 
in the top and bottom ends of the cladding was subjected to steady-state 
i r radia t ion to determine if the spacers would reduce heating in the end pel
lets below that of the center pellets . During previous meta l -water - reac t ion 
t es t s , cladding failure at the ends of the rods was caused by high tempera-
ture in the end pellets . 
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A c a l i b r a t i o n e x p e r i m e n t w a s r u n on the e x p e r i m e n t a l c a p s u l e to be 
u s e d for T R E A T e x p e r i m e n t s on p r o t o t y p e F T R fuel. The c a p s u l e w a s 
r e t u r n e d to P N L for d i s a s s e m b l y and r a d i o c h e m i c a l d e t e r m i n a t i o n of t he 
n u m b e r of f i s s i ons in the fuel s a m p l e s . 

N e u t r o n r a d i o g r a p h s w e r e m a d e of s ix g r o u p s of c a p s u l e s f r o m 
E B R - I I , the p a r t i a l l y bonded E B R - I I e l e m e n t in a M a r k - I s o d i u m loop, and 
an oxide pin in a M a r k - I I sod ium loop. 

2. D e v e l o p m e n t of Au toma t i c P o w e r L e v e l C o n t r o l S y s t e m ( j . F . Boland) 

L a s t R e p o r t e d : ANL-7577 , p . 198 ( A p r i l - M a y 1969). 

A c o n t r a c t was a w a r d e d to the P r o g r e s s E l e c t r o n i c s Co. of O r e g o n 
Inc . for the s t o r e d - p r o g r a m d i g i t a l - c o n t r o l l e r s y s t e m to p r o g r a m the h y 
d r a u l i c c o n t r o l - r o d - d r i v e s y s t e m . D e l i v e r y of the s y s t e m i s s c h e d u l e d for 
S e p t e m b e r 1969. 

C. C h e m i c a l R e a c t i o n - - C h e m i c a l and 
A s s o c i a t e d E n e r g y P r o b l e m s ( T h e r m a l ) 

1. P r e s s u r e G e n e r a t i o n due to P a r t i c l e - W a t e r E n e r g y T r a n s f e r 

a. S t e a m Exp los ion E x p e r i m e n t s 

L a s t R e p o r t e d : ANL-7577 , pp, 200-201 ( A p r i l - M a y 1969). 

S m a l l - s c a l e e x p e r i m e n t s of w a t e r in jec t ion into m o l t e n m a t e r i a l s 
a r e cont inuing. A h i g h - s p e e d pho tog raph ic t e s t was conduc ted wi th m o l t e n 
s o d i u m ch lo r ide in a t r a n s p a r e n t q u a r t z tube to o b s e r v e the c o u r s e of the 
s t e a m - e x p l o s i o n p h e n o m e n a . F o r the f i r s t t i m e , th i s t e s t enab led d e t a i l e d 
o b s e r v a t i o n of the behav io r of the in jec ted w a t e r in the m o l t e n m a t e r i a l 
un t i l the explos ion o c c u r r e d . 

A 100-g s a m p l e of sod ium c h l o r i d e w a s m e l t e d by t o r c h h e a t i n g 
in a r e c t a n g u l a r q u a r t z tube ( 1 - in. by 1 — in. and ^ in. wa l l ) . When the 
m o l t e n s o d i u m c h l o r i d e r e a c h e d about 900°C, 3 cm^ of w a t e r at r o o m t e m 
p e r a t u r e was forc ib ly in jec ted into the m e l t , and a h i g h - s p e e d m o t i o n -
p i c t u r e c a m e r a pho tog raphed the subsequen t e v e n t s . 

Wate r in jec t ion r e s u l t e d in a v io lent explos ion , a loud n o i s e , 
and the q u a r t z tube was comple t e ly d i s i n t e g r a t e d and d i s p l a c e d f rom the 
o r i g i n a l loca t ion . F i g u r e V .C . I shows s e l e c t e d f r a m e s f r o m the m o t i o n 
p i c t u r e . Before the explos ion , the s e q u e n c e of s ign i f ican t ev en t s w a s : 
(a) when the w a t e r w a s in jec ted into the m o l t e n m a s s , it w a s i m m e d i a t e l y 
s u r r o u n d e d by a cloud of w a t e r vapor , which s p r e a d t h r o u g h the m o l t e n m a s s 



nmL: 
446.0 msec 446.2 msec 446.4 msec 446.6 msec 446.8 msec 

Fig. V.C.I. Events after 3 ml of Room-temp era ture Water were Injected into Molten Sodium Chloride at 900OC (at various times from start of injection) 
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with s m a l l , s p o r a d i c , b u r s t l i k e e x p a n s i o n s , (b) when the in jec t ion w a s c o m 
p l e t e d af ter about 0.1 s ec , the vapor cloud had p e n e t r a t e d about t w o - t h i r d s 
of the m o l t e n m a s s (it w a s not c l e a r w h e t h e r the w a t e r a s l iquid w a s d i s 
p e r s e d a s fine d r o p l e t s wi th in the vapo r cloud), (c) the m o l t e n m a s s b e c a m e 
r e l a t i v e l y t r a n s p a r e n t , a s though m o s t of the vapor cloud had d i s a p p e a r e d , 
(d) a new vapor cloud w a s f o r m e d n e a r the bo t t om of the q u a r t z tube , and 
(e) the cloud expanded th roughou t the m o l t e n m a s s . No a p p r e c i a b l e expan 
s ion of the s y s t e m was o b s e r v e d dur ing th i s i n t e r v a l , excep t for s l igh t 
bulging of the upper s u r f a c e . It a p p e a r e d tha t the in jec ted w a t e r w a s en 
t r a p p e d in the m o l t e n m a s s and i t s expans ion a r r e s t e d . No s ign i f i can t 
changes w e r e o b s e r v e d unt i l the exp los ion o c c u r r e d . Dur ing the i n t e r v a l 
of about 0.19 sec be tween 252,4 m s e c and the s t a r t of the exp los ion s e 
quence at 446,0 m s e c , only s p o r a d i c , b u r s t l i k e , e x p a n s i o n s and s m a l l - s c a l e 
t u r b u l e n c e s w e r e o b s e r v e d . The exp los ion s t a r t e d at about 0.45 s ec a f t e r 
the s t a r t of the in jec t ion and r e a c h e d i t s final s t age about 0.6 m s e c l a t e r . 
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